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1

West Boundary and Portions of the Subdivision, T. 26 S., R. 10 E.

[3 .

chains

13.71
16.70

17.50
40.00

The north boundary, or 5th Standard Parallel South, was
originally surveyed by A, D, Ferron in 1881. In 1932, J. C. Clark,
independently resurveyed the 5th Standard Parallel South through
Ranges 9 and 10 East. The east and south boundaries of this town-
ship were surveyed in connection with the surveys of T. 26 S., R,
11 E., and T. 27 S., R. 10 E, respectively, under this same group.

This survey is initiated upon the request of officials of the
State of Utah for the location of those sections within the township
that normally are .designated State Schoal Sections.

The survey was .executed with a light mountain solar transit
made by Buff and Buff, serial number 18003, property of the Bureau
of Land Management. . The instrument is equipped with a telescopic
solar attachment and conforms to the standard instrument specific-
ations of the Bureau of Land Management. The instrument was
maintained in satisfactory adjustment during the progress of the
survey. . .

Measurements were made with narrow steel tapes, 5 and 8 chains
in length; each tape is graduated every.link for the first 100 links
and thereafter at intervals of 10 links. The tapes were tested by
comparison with a 1 chain standard steel tape and found correct,
Measurements were made on the slope and the vertical angles were
determined by clinometers in good adjustment; the field notes record
the horizontal equivalents,

The direction of all lines herein reported were determined by
deflecting from a meridian established by an observation on Polaris,
and were augumented by numerous altitude observations on the sun at
frequent intervals throughout the survey.

Corners on the east-west lines were set on the true latitudinal
curve. Lines connecting previously established corners were run by
random and true method, but for simplification of the record the

"random lines are omitted from the field notes. In accordance with

the intent of the special instructions, all subdivisional corners
established were calculated to be at the positions they would occupy
if the entire township were subdivided.

The geographic position for the southeast corner of this town-
ship is in latitude 38° 29! 52,1" N. and longitude 110° 46! 02.2" W,,
as determined by traverse from U. S. G. S. Triangulation Station
"Rough", situated in Sec. 29, T. 26 S., R. 11 E.

The magnetic declination averaged from several readings at
favorable locations throughout the township is 15° 30! East.'

West Boundary, T. 26 S., R. 10 E.

Beginning at' the cor, of Tps. 26 and 27 S., R. 9 and 10 E. set,
mkd. and witnessed as described in the official record of T.27 S.,
R. 10 E, )

North, between Secs. 31 and 36.

Across blue clay bench terrair,

Wash, 10 lks. wide, 2 ft. deep, cse. N. 30° E.

Rim of clay bench, brs. N. 60° E. and S. 50° W.; descend 140 ft.
over steep loose clay N. slope.

Continue across open flat flood plain, over rolling clay knolls.

Point for ‘the % cor. of Secs. 31 and 36.

. 5. GOVEUNBENT PRINTING OPFICE 18--28520-1



' West Boundary, T. 26 S., R. 10 E.

chains

63.20
69.70
73.12

-80.00

l#o.éo
7.38

20.11

40,00

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the !
- ground, with brass cap mkd. .

536|531
1954

Raise a md. of stone, 2 ft. base, 18 ins. high, N. of cor.post,

Continue across rolling flood plain.

Wash, 80 lks; wide, 8 ft. deep, cse, .S, 85° E.; ascend 130 ft. over
rocky, steep S. slope, with 12 ft. conglomerate cliff at top.

Rim of spur that projects S, 80° E. 14 chs.; continue across flat
top. .

Rim of spur, brs. S. 75° E., and N. 75° W.; descend 65 ft. over
broken rocky NE. slope.

Point for the cor. of Secs. 25, 30, 31 and 36, on a steep N E, slope,

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the
ground, with brass cap mkd.

T268
R9E R10E

5251530
5363831
1954

Raise a md. of stone, 23 ft. base, 18 ins. high, N. of cor.post.

Land, broken,

5011, clay to sandy clay.
Timber, none.

Undergrowth, sparce greasewood.

North, between Secs. 25 and 30.
Over river bottom land; descend 100 ft. over broken NE. slope.

Base of descent; continue across bottom land through heavy willow
growth.

South bank of Muddy Rlver, 8 ft. high, brs, S. 80° E. from N.
65° W

North bank of Muddy River, 4 ft. high, brs. S. 70° E. and N. 70° H.
River cse. 5., 80° E.; continue across rolling rlver bottom land
through heavy willow growth.

Point for the % cor. of Sec. 25 and 30,

Set an iron post, 30 ins. long, 23} ins. diam., 22 ins, in the
ground, with brass cap nkd.

s
525|530
1954

Raise a md. of earth, 3 ft. base, 1% ft. high, N. of cor,.post.

Continue across river bottom land.

U. 5. GOVERNRENY PRINTING OFFCE 16—28520~1




West Bowrilary, & 26 Svy R/ 103,

18

51.90
80,00

39.40
40,00

42,45

43.35

Wash, 150 lks, wide, 4 ft. deép, ese. S. 50* E. «
Birbed wire fence, bré. £. snd W.
Point for the cor. of Sees. 19, 24, 25 and 30,

Set' an trem post, 0 1no. long, 2 ins. diam., 22 ins. in the. ground
with brass cap mkd.

. D268
RE  RIOE
'S24, | 81
$25/530

1954

Land, rolling river bottom land.

Soil, sandy clay.

Timber, none.

Undergrowth, desert sage, greasewood and taumerisk.

North, between Secs. 19 and 24,
Over river bettem-land, .- o . »

Barbed wire fence, brs. S. 75° E. and N. 75° W.; begin gradual

.ascent over rolling clay hills,

Wash, 10 lks, wide, 2 ft. deep, css. W. into large wash which drs.S.
Point for the P cor. of Secs. 19 and 2A.
Set an ifon post, 30 ins. long,- Zﬁ ins. diam., 10 ins. in the ground

to solid rock and in a md. of stone, 3 ft. base, 18 ins. high, with
brass cap mkd.,

524819
1954
Ascend 45 ft. over S, slope.

Razor-back clay hill; descend 50 ft. over steep N. slope into wash
bottom land of Hunt's Draw,

Wash, 8 lks. wide, 2 ft. deep, cse. S, 80° W., 1 ch. to Hunt's
Wash, 2 chs, wide, 8 ft. deep, cse. S. parallel to line,

Point for the cor. of secs. 13, 18, 19 and 24.

Set an iron post, 30 ins. l&ng, 2% ins. diam., 18 ins. in the ground
to solid rock and in a collar of stone, witp brass cap mkd.

T26S
R9E.  RIOE

S13i518
418,

. 1951‘ . Lot
Raise a id. of stone, 3 ft. base, 2 ft. high, N. of cor. post.
Land, nnliing bottom land.' . '

.80il, sandy.clay.

Timber, . none.
Undergrowth, greasewood and desert sage.

Uy 8. SOVERNUSHT FRINYING SPPISE 1~~38820-1



West Boundary, T. 26 S., Re:1Q-E.

chains

North, between Secs. 13 and 18, .- LG
} ;
Continue gradual ascent over bottom land of Hunt's Draws @ v . |
: : i

18.00 | Ascend 70 ft. over S. slope. R ) . ot LGB ?

22.94 | Top of spur projects S. 50° W. 2 chs.; descend 60 ft. over NW. !

slope to bottom of Hunt's Draw.

40.00 | Point for the i cor. of Secs. 13 and 18.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins, in the
ground, with brass cap mkd. )
1
513|518
1954
Raise a md. of stone, 3 ft. base, 24 ins. high, W. of cor. post.
Continue gradual descent over bottom land. ‘

45,00 ' Hunt's Wash, 10 lks. wide, 5 ft. deep,-cse: Sy 70° We =-'

58.60 | Center of Hunt's Wash on horseshoe bend; cse. S. 30° E. from N.
40° W. Ascend 75 ft. over rocky broken SW. slope.

69.60 | Rim of canyon, with Hunt'!'s Wash at bottom, btrs. S. 70° W. and

+ N.60°E., 60 ft. vertical rock wall.

71.95 | Rim of canyon, brs. S. 70° W. and N. 60° E., 70 ft. vertical 'stone
wall out of Hunt's Wash. Ascend 65 ft. over black sandstone
_bedrock. '

78.17 . Top of ascent; descend 10 ft. into small bedrock cove,

80,00 ! Point for the cor. of Secs. 7, 12, 13, and 18.

Set an iron post, 30 ins. long, 2% ins. diam., on top of cross (x)
chisled into bedrock, and in a large md. of stone, 4 ft. base, 30
ins. high, with brass cap mkd.
T26S
. R9E R10E
S12}S ‘
813518
1954 -
Land, bottom land to broken mt. terrain. .
Soil, sandy clay to bedrock,
Timber, none.
Undergrowth, greasewood and mountaln rush.
North, between Sec., 7 and 12.
Over broken terrain; ascend 110 ft. over S. slope of barren bedrock.

38.65 | Rim of canyon, brs. S. 30° E. and N. 30° W.; descend 40 ft. over
ledges and broken rocky NE. slope to } cor. |

40,00 Point for the L cor. of Secs. 7 and 12, on NE. slope.

Set an iron post, 30 ins. long, 2} ins. diam., 7 ips. in the grouﬂd

:23 in a md. of stone, 3% ft, base, 22 ins. highv with brass cap

8. 5. SOYERNEENT PRINTING OFFICE $6~—28590-1
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* - * ‘West Beundeiry, T. 26 S., R. 10 E.

48,35

56 404

79426

80400

{. 87471

%
Sié 87
R . 1954
Descend 120 ft. over broken, rocky NE. slope.

Center of Hunt's Wash,il che wide, 6 fte. deep, cse. S. 50° Eo;
ascend 20 ft. over S. glope of sand bar which projeets 3 chs. West,

Top of send bar; descend 20 ft. over N, slopee.

Center of Hunt's Wash, 1 ch. wide, 8 ft. .deep, cse. S. 60° We from
No 50° Eo; ascend 60 ft. over SE. slope of rolling send-clay
formation,

Point for the witness cor. of secs. l, 6, 7, and i2.

Set an iron post, 30 ins,. iong, % ins. diém.,,lB inse. in the
ground to solid rock and in a collar of stones, with brass cap mkd.
. '

a ¥

W

T26S )
RO9E 4 R10E
s1 | s6 . .
S12 1 87 .

1954

Raisé e mde cf stone, 4 ft, base, 2 ft. high, N. of cor. poste
Descend 20 ft. over N. slopes

True point for the cor. of secs. 1, 6, 7, and 12 falls in wash, 20 lks
wide, 2 ft. deep, and drs. Ne 70° Ee, 5 chs. into Hunt's Washe

Land, broken snd rolling bottom land,
Soil, bedrock and sandy cley.

Timber, none.

Undergrowth, greasewood and mountain rush.

L

North, botwesn secs. 1. and 6,

Over severely broken terrain of the San Rafsel Reef; ascend 75 fte
over series of blue clay hills.

Rim of canyon, brs.. 8. 40° Eo and N4 40° W.; descend 95 ft. over
vertical bank,

Center of Hunt's Wash, 60 lks. wide, 4 ft. deep, cse. East from
No 80° We; ascend 50 ft. over steep SW. sandstome slope.

Base of Sen Refael Reef; ascend 225 ft. over black sandstone
bedrock SW. slope, - . . , "o .

Breeks of slope; continue ascent 80 ft. over: SW. to W. slope.

o

Top of ridge, descend 230 ft. over steep N. slopes

Wash, 20 lks. wide, cut into bedrock, cse. W. dropping rapidly in
elevation to Hunt's Wesh, 3 chs. distent; ascend 770 ft. over smooth,
dome~shaped, white sandstone, S. vertical slope.

True point for the 4 cor. of secs. 1 and 6 falls on vertical side of
‘sandstone mountain. Impossible to secure cor. monument,

. °

Y. B. GOVERNMENT BPRINTING OFFiCE 18—28520~-1



West Boundary, Te 26 Se, Re 10 Eo

Chains

!
i | 6
| 42,30 roirt for the witness I core of secse. 1 end 6.

! Set ex iron post, 20 ins. lorg, 1 in. diame., drilled 10 ins. into
bedrock and Qecurely wedged, with brass cap mkde.

. S{lFG ' ¥
nC
1954 .

W

Raise 2 md, -of stone, 3 -ft, base, 14 'ins. high, N. of cor¢ post,
. o \
Cortinue ascent of 270 ft. over variable S. to ‘SW. slope over
{ serdstone rocke
€345 | Zim of cenyon, descend 105 ft, vertical cliff to wash cut into
sandstone. - ; . :

62T ‘lash, cses MNe 80° Wa 2 chse to Hunt's Wash in Cisterm Canyon, Wash
cuscades over very steep and hirh cliffs to bottom; ascend 105 fte.
vertical cliff,

€4420 “im of canyon, brse Ne 80° We and S. 80° E.; ascend 300 ft. over
SNe slope over sandstone to summit of San Rafeel Reef.

£141C | Poirt for *the itness closing cor. of Ts. 26 S., Rse 9 and 10 E.

| Set én iron ﬁost, % irs. long, 1 in. diam., 10 ins. in e drilled
ihole irte sendstorne badrock, with hrass cap mkde

We .
A : T25S ROE
; $36

: u 81‘86 . :
e : |
ROE R10E ~

T268

i 1954

felse 8 larze md, of stone, end wreckage of e helicopter found
"t the site, 4 ft, base, 3 ft. high, S. of cor. post.

“1s27 |2inm of Cistern Canyon, brs. Se 20° We and N. 40° E. Drops 1400 f+,
over sories of clifs to Hunt's Wash,

€447 . 1Intersect Sth Stendard Parallel Sovth,
! .
{True point for the closing core of Ts. 26 Se¢y, Rse 9 and 10 E. falls

{on vertical NW,. face of 2liff and is impoesible to establish cor.
fmonurent
[ m )

From this point, the witness standard % cor. ot sec, 36, Te 25 S.,

i"e S e, brs, Zast 20,7€ chs. distent, .

' . Land, bSroken.

| §0il, sendst-ma badrock,

(Timler, nire,
Undergrowthr, nore,

!

. . . "
|

Pprtions of the Subdivisions

:Beginning ar the true point for tre cor. of seos. 1, 2, 35, and 36,

on the scuth boundary or the tomnship, witnessed as described in the
official reccrds oy T, 27 Sey ¥4 10 E,

9. 6. SOVEARBINT PIUTINS WPICE 1020000~
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_Portions of the Subdivisions

22

Chains

04920

6400

11,50
12,430

" 16470

23450

29,60

34.20

40,00

44,70
46,50

80,00

2460

" Timber, noné.

N. 0° o1* W,, between 80C8. 35 and 36; descend 18 ft, over broken
N. 810pe.

Wild Horse Wash, cse. S. 85° W.; ascend 40 ft. over brokem '
S« slope.

. S . . .

Top of sandstone spur, projects 5 chse east to Wild Eorse Wash;
descend 35 ft. over NE. slopes

Wild Horse Wash, cse. Seo 70° Bs; ascend 20 ft,. over S, slope.
Top of small spur, projects W, 2 chs,

Wild Horse Wash, cse. S. 20° W.; ascend 130 ft. over steep SE,.
slope of red clay hill.

Top of hill; descend 55 ft. over broken NW, slopc.

Bese of descent; ascend 95 ft. over series of small spurs projecting
wostes. .

Top of ascent; descend 45 ft. over NW. slope to g cor,
Point for the 7 cor. of secs. 35 and 36,

0 . ° .

Set en iron post, 30 ins. lonv, 2r inse diame, 20 ins., in the
ground, with brass cap mkd,

—i-,
855 S36

1954
Raise & md. of stone, 3 ft. basé, 15 ins. high, N, of cor. post.
Ascend 70 ft. over SW. slopes
Top of $pur, projects SW.; descend 55 ft. over NW. slopes
Base of descent; ascend 25 fte over rolling terrdin to'cor.
Point for the core.'of secs. 25, 26, 35, and’56.‘ '

Set en irén post; 30 ins. lérg, 24 ins. diem., 20 inse in the
ground, with brass cap mkd.

°

T26S R1CE

5261825
' b : S§35]836 )

. . < losa
Réise a md. of dtone, 2 ft, base, 12 ins. high, N. of cor. post.

Land, partially broken,
Soil, sandy clay,

Undergrowth, greasewood and desert sage.

Beginning &t the 'core of secs. 25, 30, 31, and 36, on the east
boundary of the township, witnessed es described in the official
notes of Te 26 Sey Re 11 E.

N. 89° 54' W,, bet&e;n secs. 25 and 36,

Ascend 15 ft. over rolling E. slope.

Top of ascent; descend.l15 ft. over rolling W. slopee

V. $. COVERNEENT PRISTING OFFICE 186—28820-1
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‘Portions of ‘th# ‘Subdivisions

Cheins
9430
19400

25.20

37.68

22,59

53.25

62430

79.98

8460
11.28

15,00

22,40

37400

40400

. Underg;z:owth, greasewood and desert sage.

1 e

Deséend 25 ft. over rocky SW.'slopes Y S

Wash, drains S. 40° W. . - o GLE [

Wash, 10 lks. wide, 2 ft. deep, cse. Se 40° W, dcross broken barren’
bedrocke . . _ :

o

Descend 30 ft. over W. slope.
Point for the % cor. of sécs. 25°and 36, R |
Set an iron post, 30 ins. long, 2% ins: diem., 8 ins, in ti.xe'g:"‘otmd
to solid rock and in e mde. of stone, 4 fin:. base, to top, with 1,”'?‘3
cap mkd. ’ i ‘

525

S36 . .
1954

Continue descent of 20 ft. over partially broken W..slope.

[

Rim of Wild Horse Canyon; descend 60 ft. over series of rock - .
ledges which br., N. and S.

Wild Horse Wesh, cse. Se to S. 30° E.; ascend 105 ft. over
broken E. slope.

Top of ascent; descend 40 ft. over a SW, gravel siope.
The cor. of sszcs. 25, 26, 35, and 36,
Land, partially broken.

Soil, sandy cley with large areas of exposed bedrock.
Timber, none.

Beginning at the cor. of secs. 3, 4, 33, and 34, on the south bdy. of
the tomship, monumented by an iron post, 25 ins. diem., firmly set,
'mkd. and witnessed as described in the field notes of the survey of
Te 27 Sey Re 10 E,

) 1

Ne 0° 02 Wo, between secs. 83 and 34 .
Over rolling blue clay hills, general Se slope.

Base of blue hill, brs. Ne 80% W, and S. 80° Eog éscenﬁ 110 ft. over
general SW. slopee

Top of ascent on sharp crested clay hill, brs. N. 70° W, and S. 80°
E., thence descend 95 ft. over general NE. slopes

Basg of blue‘clay hill, brse N. 75° W. and S. 80° E.; thence over
very broken white benchland with numerous revines, general drainage,
NE. to E,

Small wash, course N, 40° Ee, approxe 12 chs, thence East.
Point for the witfness %-sec. core of secs. 53 and 54.

Set an iror post, 2% ins. diam,, 30 ins. long, 15 ins. in the ground

and in e mound of stone, 3'ft. base'to ‘top of post, with brass cap mkd]

) Y .

WeCs

sséT§34 B '
_ 1954
True.point for the % core of secs. 33 and 54, fells in ravine,.
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Porsion of Subdivision of T. 26 S., R. 10 E.
LO ft. deep, course N. 70° E., where the monument cannot be
‘ perpetuated. <’ : ¢ ‘ . .

6X.50 | Leave broken white benehland, thence over broken, rocky benchland;
ascend 85 ft.-over-general S. slope. - .

70.75 | Spur, slopinmg N: 80° E., thence over white hills; descend 85.ft.
over general N. slope to the witness sec. cor.

80.00 | Trué’polnt for the sec. cor, of . Secs. 27, 28, 33, and 34, falls
on short, steep, loose, clay slope, where the monument cannot be
perpetuated,

From the true cor, point, a divide, N, and S., brs. W., 6 chs. dist.
Land, rolling to broken.
Soil, deep, loose packed clay.
Brush, none.
Timber, none.
Ny O° 02' W., between Secs. 27 and 28.
Over low rolling white clay hills, general drainage to NE.
0.20 | Point for the witness sec. cor. of the secs. 27, 28, 33 and 34.
Set an iron post, 2% ins. diam., 30 ins. long, 12°ins. in the
ground, and in a md. of ctone, 2 ft. base to top of post, with brass
cap mkd,
W.C,
T26S R1OE
5281527
S A
1954
Deposit a sandstone, 4Mx)"x2", mkd. (X), alongside of cor.

30.00 | Leave white clay hills, enter Broken, focky benchland.

40.00 | True .point for the £ sec. cor. of Secs. 27 and 28, falls in
small wash, course N, 30° W,, where the monument cannct be
perpetuated,

40,95 | Top of ledge, 4 ft. high;,facing N., brs. E. and 4.

41.00 | Point for the witness % sec. cor. of the Secs. 27 and 28.

Set an iron post, 2% ins. diam., 30 ins. long, 15 ins. in the ground
and in a .md. of stone, 2 ft. base, to top of post, with brass cap
mkd.,
528 |S27

W.C.

1954
Cor. is located at base of rock ledge, at brink of W. slope.
Leave broken benchland, descend 110 ft. along W. slope of spur,
projecting N. .

47.10 | Bottom of descent; S. edge of flat wash, thence across wash, course
N. 45° E..

52.50{ N. edge of flat wash, thence ascend 4O ft. over rolling general

SE. slope.

Ue 5. GOVERNMENT PRINTING OFFICE 16-—28520-1
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Portion of Subdivision of T. 26 S., R. 10 E.
chains
72.25 | Base of spur, brs. E. and W.; ascend 85 ft. over S. slope,
73.75 | Top of ascent on spur, sloping N. 45° E.; thence descend 40 ft. over |
rolling, general N. .slope to the sec. cor..
80,00 | Point for the . cor. of Secs. 21, 22, 27 and 28.
Set an irén poét, 2% ins. diam., 30 ins.'long, 20 ins, in the ground
and in a md. of stone, 3 ft. base to top of post, with brass cap mkd.
T26S R1OE
5211822
5281527
1954
Cor. is located at brink of short W, slope.-
Land, rolling to broken.
Soil, deep, loose, packed clay, with some exposed black sandstone
bedrock. ’ *
Brush, scattered sage.
Timber, none.
Ne O° 02' W., between secs. 21 ard 22.
Over rough, broken land.
Descend 90 7t. over broken rim ledges, general N. slope.
27.50 | Left bank, Little Wild Horse Wash, brs. NE. and SW., with vertical
ledge, approx. 50 ft. high.
28,30 | Bottom of descent in Little Wild Horce Wash channel, 80 lks. wide,
4 ft. deep, course S, 65° W., from V%, thence ascend 50 ft. over
loose packed clay, S. slope.
30.65, Spur, sloping E., 5 chs. to end; descend 50 ft. over general N,
slope.
33.60 | Recross Little Wild Horse Wash channel, course SE., from W., thence
ascend 60 ft. over broken, -general S. slope. ‘
40,00 | True point for the # sec. cor. of the secs. 21 and 22, falls on
short, steep, loose -packed E. slove, where the monument cannot be
perpetuated.
41.50 | Top of ascent; thence over near level spur top.
42.50 | Point for the witness ; sec. cor. of secs. 21 and 22,
Set an iron post, 23 ins, diam., 30 ins. long, 20 ins. in the ground
and in a md. of stone, 2 ft. base to top of post, with brass cap mkd|
1
I
.szliszz
W.C.
1954
52,00 L;ave near level spur top; descend 50 ft. over loose packed N.
slope.
53.30| Recross Little Wild Horse Wash channel, course W., from S. 80° E.; ,
ascend 140 ft. over broken, general S. slope, .
58,00 | Rignt bank, Little Wild Horse Wash, brs. E. and W., thence gradual

ascent of 130 ft. over broken, general S. slope,

U. 5. GOVZRNMENY PRINTING OFFICE 18-—28520~1




26

cpoo » o - Portion of Subdivision of Te 26 S., R, 10 He

T Chains

T 9400
18.00
30400

38.00
39040

40,00

45,00

59,60
74400
77«40

80400

| Point for the cor. of éeos. 15,' 16, 21, and 22,

Right bank, Little Wild Horse Wash, brs. NE,.'and SW.; descend 30 ft.
over broken, generel NW. aslope to the sec. cor.

.

Set an iron post, 24 ins. diem,, 30 ins. long, 20 ins. in the
ground end in a mde of stone, 4 ft. base to top of post, with brass
cep mkd. .

T268 RIOE
. 516816 ‘ . :
T - - S2 2
1954
Land, rough, broken.
8ok1, sandy, rocky, some -clay losm,
Brush, scattered sage. . :
Timber, none.

1 high, brs. No. and SW.; thence astend 85 ft. over broken SW, slope.

Ne. 0° 02' W., between secs. 15 and 16,
Over rough, broken land,.
Descend MO ft. over broken general ¥W. slope.

Little Wild Horse Wash chemnel, 40 lks. wide, 4 ft. deep, course
E. from SW., thence ascend 115 ft. over broken, ‘general Se slopes.

left bank, Little Wild Borses Wesh, brs. N, 10° E. and So 50° Wes
thence descend 60 ft. along broken, steep We slope.

Head of small draw, drains SW.; ascend 55 ft. over broken, general
S. slopeo,

High point of ascent; descend 55 ft. over broken, general N slope.
Recross Little Wild Horse Wash channel, course W.

Point for the 3 sec. cor. of secs. 15 and 16, -

Set an iron post, 25 ins. dism., 30 ins, long, 15 inse in the ground
and in & md. of stone, 4 ft. base to top of post, with brass cap mkd.

- L3

_".%
S16|815
1954
Thence over rolling bottom of Little Wild Horse Canyon.
Recross Little Wild Horse Wash chammel, 100 lks. wide, course SE.

Left bank, Little Wild Horse Wash, with vertical ledge, approx. 20 ft}

Spur, sloping W. approx. 5 chs., to ®nd; descend 85 fte over broken
Ne slope.

Small ravine, cse. Se 30° W.; ascend 100 ft. over steep, loose
packed: clay, S, slope’s

0}

True point for the cor. of secs. 9, 10, 15, shd 16, falls on steep,
loose packed cley S. slope, where the monument cannot be perpetuated.
v : : I . .
Land, rough, broken. . .
Soil, deep, loose, packed clay and clay loam, with some gypsum
formation. e e e . .

U. 8. GOVERNMENT PRINTING OFPICK 16—28820-1
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Portion of Subdivision of T. 26 S., Re 10 E.

Cheins

Brisr, none. . . i - .
Timber, none. T

1.00

12.50

18435

19425

2010

»Y
ne
.
Y
()

23460

40 00

N. 20° W, ) . .

. PR .
¥. 0° 02' 7, between secse 9 and 10,

Qvér rough, broken laz;d.- . .
Ascend 10 ft. over deep, loose packed clay, S. slope.

Top of ascent on spur, sloping SW. and on rim, forming the left
rin of Little Wild Horse Canyon, which brs. N. 10° E. and S,

Point for the witness cor. of secs. 9, 10, 15, and 16,

Set an iron post, 2§ ins. diam., 30 inse long, 2% ins. in the ground
and in a md. of stone, 3 ft. base to top of post, with brass cep mkd.

T26S R10E
ssls10

TS16[515
W C
1954

Top of ledge, 80 ft. high, brse N. 20° E. and S 20° W., facing NW.

Little Wild Horse Viash channel, 50 lks., wide, course S. 20° Wey fram
Rut road, corse Ne 30° E. and S. 10° W, . .

South bank, Little %ild Horse Wash, brs. N. 20° E. and S. 65° W., with
vertical ledge approx. 15 ft. high,

)

Recross Little Wild Horse Wash channel, course SW.

Right bank, Little Wild Horse Wesh, brs. NEe and SW., thence over
rolline lend,

°

Small wesh, govorse S. 25° E.; thence escend 140 ft. over broken, S.
tc SV. slope.

High point on small spur, Slopirfg S. 20° V.
Point for the witness % sece cor. of secse 9 and 10,

Set an iron post, 2{ ins. diam., 30 ins. long, 20 ins. in the grownd
en¢ in a md. of stone, 2 ft. base to top of post, with brass cap mkd.

1954

True roirnt for the 4 86C, cor. of secs. 9 and 10 falls on steep,

ibroven i, slope of small ravine, cowrse S. 30° W,, where the monument
jcennct be perpetuated,

Thence continue over very broken land, general SE. slop'e.

]

tn
n
]

en
(¢4

e |
]
; Tle00 !

|

o
oo |
; {

ireneral E, areinare,

Hirzh poirt of ascent on talus’ slope,'ap'proz_c{ 2 chs, Es of vertical

ledre, S0 ft,. high, on &, slope; descend 250 ft. over general NE,
talus slops,

Small wash, course E,, leave talus slbpe; thence over rolling land,

.

Poirt for the cor. of seos. 3, 4, 9, and 10.

0. 5. SEVESEIIST FIINTING SPYICE 10~9NNN0-1
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30.40

31,00

33.00

40,00

71.50
T .20

81.85

13

-Poxtion of Subdivision of T. 26 S., R. 10 E.

3 Lénd, rouéh, broken to bolling;

~Point for the closing cor. of secs. 3 ard L.

. dist., as deseribed in the official record of said standard

Set an iron post, 2% ins. diam., 30 ins. long, 20 ins. in the ground
and in a md. .of stone, 3 ft. base to top of post, with brass cap mkd.

}

T26S R10E
S4ls
S9]S10
1954

Cor. is located on short SE. slope.

Soll, clay loam, rocky.
Brush, none,
Timber, none.

N. 0° 02! W., between secs. 3 and 4.
Over rolling benchland.

General SE. slope.

Spur,‘slopihg E., épprox. 6 chs. to end.’
Top of vertical ledge, 70 ft. high, brs. E. and W., facing N.

Wash, 4LO.lks. wide, 4 ft. deep, cpurse E. approx. 5 chs. to Little
Wild Horse Wash,

Point for the # sec. cor. of secs. 3 and L.

Set an iron post, 2% ins. diam;, 30 ins. long, 20 ins. in the ground
and in a md. of stone, 2 ft. base to top of post, with brass cap mkd.

— b

S4|S3

1954
Thence.ascend 95 ft. over broken, gradual, general S, slorve.
Top of vertical ledge, 80 ft. high, brs. E. and W., facing M.

Ravine, cse. E. to SE., also base of San Rafael Reef; ascend 160 ft.
over S. slope of Reef. '

Intersect the 5th Standard Parallel South, on S, bdy. of sec. 33,
T. 25 S., R. 10 E,

Set an iron post, 23 ins. diam., 30 ins. long, <0 ins. in the ground
and in a md. of stone, &4 ft. base to top of post, with brass cap mkdd

T255 R10E
S33
T265 R10E
C.C.
1954

From this point, the true peoint for the standard cor. of secs. 32
and 33, on the S. bdy. of T. 25 S., R. 10 E., brs. west 15.20 chs.,

rarallel.
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.Portion of Subdivision of T. 26 8.; R. 10 E. .
= ——Chal TS ; rngmmmﬂﬁff_{“

BT I
Lind, rolling td broken.- : : - e P
Soili clay 1§;m, with sandsbone bedrock, N.-% mile. . .- !
Brush, none. . . ;
Timber, very scattered juniper, N. % mile.

-

Point for the closing cor. of secs. 1 and 2, on the N. bdy. of the
township, at proportionate dist. between the closing cor, of sees.
3 and 4, and the closing cor. of T. 26 S., Rs. 10 anﬁ 11, E.

Set an iron post, 2% ins. diam., 30 ins. long, 20 ins. in the ground.
and in a md. of stone, 2:ft. base to top of post, withsbgass‘cap mkd,

T255 RIOE
835

- 32,51 T

C c .- ’ .l ;
T265 R10E
1954 -

From this point, the standard cor. of:secs. 34 and 35, on the S. bdy.
of T, 25 5., R. 10 E., brs. West, 15.04 chs,. dist., monumented by an
iron post, 2 ins. diam., firmly set, mkd, and witnessed as described
in the official record of the 5th Standard Parallel South.

3
.2

At midpoint, on the N. bdy. of.Sec. 2, T. 26 S., R, 10 E.
Point for the % sec. cor. of sec. 2,

Set an iron post, 2% ins. diam., 30 ins. long, 15 ins. in the ground
and in a md. of stone, 3-ft. base to top of post, with brass cap mkd,

+ 52

1954

From this point, the standard % cor. of Sec. 3k, on the S. bdy. of
?. 25 8., R. 10 E,, brs. West, 15,08 chs. dist., monumented by an
iron post, 1 in. diam., firmly set, mkd. and witnessed as described
in the official record of said standard parallel-

Point for the closing cor. of secs. 2 and 3, on the N. bdy. of the
township, at proportionate dist. between the closing cor. of secs., 1
3 and 4, and the closing cor. of T. 26 S., Rs. 10 and 11 E, falls
in channel of Little Wild Horse Wash, course E. to SE., where the
monument cannot be perpetuated. -

Point selected for the witness closing cor. brs, west 1.00 chs.
dist. from the true cor. point.

Set an iron post, 2% ins. diam., 30 ins. long, 20 ins. in the ground
and in a md. of stone, 2 ft. base to top of post, with brass cap mkd.

T255 R10E :
I 53[& 1 l

ST

|
.. CcC ‘ ' ;
- T26S R1OE ‘ }

1954

i From the true cor. paint, the standardhcé; of secs. 33 and 34 ; B
! . . . ; on '
| the S. bdy. of T..25 S., R. 10 E. brs. west 15. 12 chs. dist.:
monumented by an iron post, 2 ins. diam., firmly set, mkd. ani
g ;itness;d as described in the offiecial record of said standard
H l&lle .
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. . . Portion of Subdivision of T. 26 S., R. 10 E.

1.50

19.10

21.00

36410

42429
53450
60430

75400

8z,.29

070

[}

From the oclosing cor. of seos. 1 and 2,

Se 0° 01° E.; between seocs. 1' and 2, " . '
Over rolling benchland, * i ’ ’
Gensral E; slope. h . .

Small wash, course E, to SE.-

Rut road, NW. to-Little Wild Horse Cenyon and SE. to Henksville,

Wash, 15 lks. wide, 2 ft, deep, course E., ascend 40 ft. over
rolling benohland, general E, slope.

Point for the witness i sec. cor. of secse. 1 and 2.

Set an iron post, 2¢ ips., diem., 30 ins. long, 20 inse in the ground
end in e mde of stone, 2 ft. bhase to top of post, with brass eap mkd.

S%i?l )

W C
1954 '

Wi

Core is located et base of tealus slope, slopine M,

Thence by triangulation, ascend 440 ft. over loose packed clay rims
and spurs.

True point for the 3 sec. cor, of secs. 1 and 2, fells on loose
pecked clay telus slope, where the monumsnt camot be perpetuateds

North rim of Middls Wild Horse Mess, brs. E. and N.; thence by
chaining, continue to ascend 55 t't. over broken Il slopee

Top of escent on Middle Wild Horse Mesa; thence over very broken
mese top.

Enter sandstone bedrocke.
Point for the sec. core. of secs. 1, 2, 11, and 12,

Set an iron posb, 24 ing. dimm., 30 irs. long, over %) on sandstone
bedrock, and in & md, of stone, 4 ft, base to top of post, with
brass -cap mkde

T268 R10E

- 82|81
11812
1954
Lend, rolling to broken.
SoLl, deep, loose, packed clay, eandstome bedrock S. L/B mile,

Brush, none. N
Timber, very scattered jumiper on top of mesa,

No 89° 57' W., between secs, 2 and 1l,.
Over broken mesa top, through very scattered junmiper.

East rim of shallow basin, brs. N. and S.; descend 75 ft. over
broken W, slope. . .

Base of descent; thence across broken basin bottom.

. ¢ "
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Portion of Subdivision of Te 26 8., Re 30 By

. . *

4 ameds
Cheins
33,00 From this point, the north r:Lm of Middle Wild Horlo Inl, ‘ﬂuh brdq
NEe. and NW., brs. North, 2.60 chs. diste , oo
11, falls. m:. sandstons f |
40,00 - | True point for the 3 sec. cor. of secs. 2 and 11, .
ledgef 4 ft. high, brs. N. and 8., facing East, where the . N°ﬂ”"ﬂ* ;
cammot be perpetuated. . .
40,30 Point for the witness + sec,, core. of secss 2 and ll, o i
L
Set an iron post, 2% ins. diam., 30 ins, lopg, 16 ins, in thc ground
: end in & md.pof ;tone, 3 ft. base to top of post, with brass cap mid,
. A " s2. W '
4 c
. . 1954 *
44,00 West rim of shallow basiny brs.'Ne. and Se; thence across broken
mesa top, generel We slcpe, - : d
58400 Leave basin, ascend 80 ft. over broken E. slope.
80400 Point for the sec. cor, of secs, 2, 3, 10, and 1l.
Set an iron post, 2% ins. diam., 30 ins. long, 15 ins. in the ground
and in a mde. of stone, 3 ft. bese, to top of post, with brass cap miad |
T26S R10OE .
S3[s2
S10[811
1954-
Land, broken mesa top. .
So:Ll, sandy and rocky, some bedrqck.
Brush, scattered blackbrush.
Timber, very scattered Juniper, .
No 0° 02' W,, between secs. 2 and 3, .
Over broken mese top, through scattered juniper.'
Ascend 150 ft. over broken, gener'al SW. slope.
18,90 [Top of ascent on north rim of Micdle Wi'ld Horse Mesa, brs. NE. and
SW., with vertical ledge, approx. 100 fte. highe
‘| Thence by triangulat'ion, descend 63d ft. over dee.p, loose packed
clsy spurs, and rims,
40400 |True point for the & 8ec. core. of 860s. 2 and 3 falls on steep, deep,
loose packed clay, N, slope, where the momment cannot be perpetuated,
41.67 |Point for the witness ¥ sec. cor. of secs, 2 and 3.
. Set an iron post, 2% ins, diem,, 30 ins. long, 20 ins in the ground
end in a mde of stone, 3 ft. base to t0p of npost, with brass cap mkd,
- w C *
- - - e ..;,».i» - . . N ——
4
R . L] ! L]
ssisz
1954
N - 3
Cor. is locsted at base of talus slopes S
Thence, over rolling benchland, .
64.20 |Rut roed, in wesh, 50 lks. wide, 4 ft. deep, course W,

U. 5. GOVERMMENT PRINTING OPFICK
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Portion of Bubdivison of Te 26 S., Re 10 E,

Chains
82.05

6460

11,30

13.25

22,30

25400

60415

69400

80400

Point for the closing cor. 'of secs. 2 and 3. ’

Land, broken to rolling.

Soil, rocky, sandy with some oIay loam.
Brush, none.

Timber, very soattered junipor.

- Ne 45% E.; thenoe ascend 80 ft. over broken, general SE. slope.

From the dore. of seos. 15, 16, 21, end 22,

N. 88° 48' W,, between seocs. 16 and 21,

Over rough, broken land.

Descend 150 ft. along broken N. slope,.

Little Wild Horse Wnsh ohannel, 50 lks. wide, 4 ft, deep, course
High point on Natura) Bridge spur, slopinf S., 5 chs. to end; -
from Ne 20° Es, degcend 4. Tt. over broken, gencral W, slope.
Little Wild Horse ¥iash channel, course S.; ascerd 10U ft, over

brokon, rocky 4. s8lopes

.

Rut road, brs. V. and S, to SE., (this road follows the Little Wilgd
Horse Wash chennel).

Top of sscent on spur, sloping S. 20° W,, thence slirht descent of
50 ft¢ aleons broken, remerel 5, slcpe to the I sec. cor,

Point for the }-sece. core of secs, 16 snc 21,

Set an iron post, 2} ins. diam., 30 ins. lenp, 20 inse in the cround
and ir a mde of stcne, 3 ft. bese to top of post, with brass cap mkd,

) S16
. $71
1954

Thence continue to descend 90 ft. wionp broken, slight, gereral S,
slopes

Nash, 20 lkse. wide, 4 ft, deep, covrse S. 10° E,; thence ascend 60
ft, over rellinrm E, slope.

Hign point of escent; thence over broken mese .top.
Point for the sec. core. of secs. 16, 17, 20, and 21,

Set an iron post, 24 ins., dismm., 30 ins. long, 20 1ns. 1in the ground
and In & mde of stone, 2 ft, base to top of post, with brass éap mizd,

’ ' T26S R10E , )
517|516

sio}§§1. S .
1954

Land, rough, broken to rolling.
Soil, sandy, rocky.

Brush, sosttered sege and cecti.
Timber, none.

N. A0° 03! ‘W., bo'tween Bédlo J_.G,l.nd 170

Over rolling mese tops
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Portion of Subdtvigton of. T 26 8., Bo 10 B
Chains , a:fz;:;”ﬁ
26400 Base of broken ledge, brs. E. and W., ascend 106 ﬁ"'“?”h‘m?“ ‘f
face of ledde. i S v B |
32,00 | Top of broken ledge, brse E. and Wej de'noend(' so‘rt.: over very m-oml,
rocky, general NW, slope. : e Lo
40.00 | Point for the 3 sec. cors of secse 16 and 17. ‘
Set an iron post, 2 ins. diem., 30 ins. long, 20 ins. in the ground
and in a md.Po’f ;tone,' 2 f't. base 'to top of post, with brass cap mial o}
¢ B
v » %_ t e .
s17{s16
' ' 1954 '
. :,Thenc;e oon'l'::’gnue 1-:0 descend 25 ft. over gemeral NN. slqpe.
41,00 Center of swale, draining Se. 25° W., ascend 95 ft, over genergl SE.
, slopse . . e .
49440 | Small wash, coyrse S. 20° W, : .
6975 Small ravine, draining S. 15° W., thence over broken to rolling
la.nd. - N N . . -
78400 Enter sandstone bedrock,
80,00 JPoint for the ée'c. cor: of secse 8, .9, 16, and 17,
Set an iron post, 2% ins, diem,, 30  ins. long, 6 inse. in the ground -
end in a mde of stone, 45 ft. base to top of post, with brass cap mkd
‘ ’ . T26s RI0E |
S8|s9
817|516
1954
Land, rolling to broken.
Soil, sandy, rocky, with sandstone bedrock, .
Brush, moderate to scattered sege and cacti.
Timber, none. : ’
From the true cor. point for secs. 9, 10, 15, and 164
N. 897 49' W,, between secs., 9 and 16, | )
Over broken'land, ° ’ * : ’
0440 | Tdp of vertical'ledge, brs. N, '20° E. dand 8, 20° We, 80 ft. highe
? ' L] L . )
2400 Little Wild Horse Wash channel, course SW. from NW., thence ascend
275 ft. over steep, broken, deep, loose packed clay, Ee. slope,
5400 | Rut road, brs, N,”55° E, and S 45° W.
21.35 Top of ascent on ridge, brs. N. and Se, thence over rolling mesa top.
35470 Rut road, brs. N. and S.*" (Little Wild Horsé Rodd) *thées over
exposed bedrock. : : :
’ ) o * \ A L [T
40,00

Point for the i sec. cor. of the secs. 9 afd 16.°

Set an iron post, 24 -ins, diam., 30 inse long, 6 ins. in the ground

end in a md. of stdéne, 4 #t. dbase to top of "post, with brass cap mkd.)|
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11.16

14 .60

16.10

- 19,50

29,50

35465

51,00

75450

76420

80,00

* . = -+ Portion of Subdivision of T. 26 S., R, 10 E.
L} . . » 89 °
%'—"g‘l‘é‘_. . o
| .. © . .1954

Leave rolling lend, enter broken land, desgend 8Q- ft. ‘over broken
We 8lope. .
Base of descent on E. edge of exposed black bedrock, brs, N., 4 chse.
dist., and 3', 4 ohsg, dist.

West edge, expoeed bedrock, brse, Ne, 3 chs, dlst., end S., 4 chs,
dist., thence over rolling land,

1

The cor. of secs.'e, 9, 16, énd 17,

Land, broken to rolling.

Soil, sandyi_rooky, With some bedrock, with deep, loose packed clay
East ¢ mile,

Brush, scatterad sagqe

Timber, none.

Beginning at the cor. of secs, 4, 5, 32, and.33, on the S. bdy. of
the township, witnessed as desorlbed in the official record of
Te 27 S., Ry 10 E,

Ne 0° 03' W., between secse 32 and 33.
Aéross blue clay“bench end river botﬁoﬁ terrain,

Rim of blue clay bench, brs. S. 80° E, and N, 80° W.; descend 140 ft.
over nearly vertiocal N. slopes

South bank of Muddy River, 8 ft. high, brse. E. 2nd W,
Center of Muddy River, cse. Zast.

North bank of Muddy River, 4 fte high, brs. S. 80° E, and N, 80° W,
Continue across level flood plaln, through heavy growth of willows.

Ascend 65 ft. over general Se slope of series of red clay hllls.

Top of hl”hest clay hill- descend 40 ft. over NE. slope to cor. on
blue clay formetion. :

ok

Point for the 3 cor. of secs. 32 and 33.

Set an iron post, 30 ins. long, 24 ins. diam., 22 ins. in the ground
with brass cap mkd,

Y
4

532833

°

1954
* Raise a'md. of earth, 3 ft.'base, 1% ft. high, N. of cor. poste
Continue across rolling blue clay mounds. .
Descend 30 ft. over.ﬁolling NW. slope onto flat plain.

Southeast bank of Little Wild Horse Wash, 12 ft. high, brs. S. 20° W.
and N. 20° E.

Center of Little Wild Horse Wash, 80 lks. wide, 4 ft. deep, cse.

8., 20° W, from N. 10° E.

Trud point for the cor. of secs. 28, 29, 325 end 33 falls in chaunnsel
of Little Wild Horse Wash and is impracticable for establishing

QOr o monument s

Y. 8. GOVERNMENT PRINTING OFFICE 16—285820~1
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Portion of Subdivision of T. 26 S., Ry 10 %

Chains

«70
16.20

314356

33,10

38424

38450
39030

40,00
80020

7170
78440

80.00

The witness cor. of secs. 28, 29, 32, and 33 brs. N. 88° 49 Wes
3e12 chse distantys - i

Land, bench terrain end river botitom land,
Soil, red and blue clay.
Timber, nones ™ © -1 7 AN
Undergrowth, willows. : T

- . I A A N Y e
e e L mnes 3 VR L gl

Beginning at the core of secs. 5, 65 31, and 32, on ‘the 8, bdy. of :

°

township, witnessed as described in the official notes of T. 27 8.,
« 10 B, ’ LR 2 ‘ - : o :

» v .

Ne 0° 03' W., betwoen secse. 31 and 32,

. . .

Across blue clay bench and river bottom terrain.

Bottom -of wash,in -ravine, drains E. - . .
Wesh, 8 lks, wide, 2 ft, deep, csee. No 60° E, :
. L3
Rim of blue clay bench, brs. E, and We; descend 180 fte over near
vertical N. slope to river bottom land.

+

Continue across river bottom land.

. 1 Y *

Point for the witness % cor. of secs. 31 and 32'.

) » .

Set an iron post, 30 ins. long, 2% ins. diam., 25 ins. in the ground:
with brass cep mkde ' '

, . R . e L .
.o
. . ; . 83 1Ts32 .
, . 1954 .

Raise g md. of .earth, 3 ft. base, 2 £, high, N, of cor. post.
Wash, 30 lks. wide, 8 ft. deep, cse. N, 40° E.
South bank of Muddy River, 10 ft. high, brse. Se 70° E. and N. 70° W.

True point for the cor. of secs, 31.and 32, falls in Muddy River
bottom which drs. S, 70° E,

North bank of Muddy River, 5 fto high, brss Ne 60° We and Se 75° Ee
Continue agross river bottom 1lgnd, thrqugh heavy willow tree growth.

Wesh, 30 lks, wide, 5 ft. deep, cse. S. 40° W,
Base of steep red clay hill; ascend 30 ft. on steep S, slope,.

Point for the cor. of secs. 29, 30, 31, and 32, on a S, slope of
red clay hill,

Set an iron post, 30 ins. long, 2% ins, diam., 18 ins. in the ground
and in & collar of stones, 2 ft, bese to top, with brass cap mkde

2

T26S R10E

, . 8300829
S31|532 '
. . _ - ,1954

Land, bench terrsin and river bottom land,
Soil, blue clay and red clay,

Timber, none, ; . ' ' ‘
Indergrowth, willows and desert sage in bottom lande = : i

[ R ATV S

U. 5. GOVERNMEXT PRINTING OFRICE © 16285301
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WE UL LY el -'Poftidd*bf Subaivisiaﬂ‘of Te 26 S., Re 10 E,

17.25

| 39496

49,77

7090

73.80

79.92

..
18490

35,60

. From the true point. for ;h,a core of sees. 28, 29, 32, and 33,

H. 89" 49' H,, betwaen ms. 29 a.nd 32. .

A Over rollmg hlue clo.y h:.llsi ascend out of Little Wild Horse Wash.

West ba.nk of Ln.t'hle Wlld Horse Wa.sh, 8 ft,. hlgh, brse. Ne and S,

Point for tha witness cor. of- seocs. 28, 29, 52, and ‘33«

Sﬂt an iroq. post, 30 ins o long, 2% ins, d:Le.m., 24 inss in the ground,
with brass. cap mkd. :

T28S R10E
S29|828 W
321533
1954

Raise & mde of stone, 24 ft. base, 2 ft. high, We of core poste
Continue across blue clay flats,

Wash, 30 1lks. wide, 6 ft. deep, css. S. 20" W,

§

- Wash, 10 1ks.r wide, 2 ft. desep, drs. Se. 40° E, into preceding wash.

Ascend 20 ft. over rolling clay knolls,
Top of ascent; descend 15 ft. over gentle We slopee
Point for the 3 core of secs. 29 and 32,

Set en iron post, 30 ins. long, 2% ins. diam., 24 ins. in the ground,
with bress cap mkd., -

L __S29
T Ts:m
1954

Raise a mds of earth, 25 ft. base, 14 ft. high, Ne of core posts
Ascend 50 f'te over rolling clay hills,

Top of ridge of blue clay hills, brs. N. and Se; descend 55 ft. over
rolling We slopes

Wash, 20 lks, wide, 5 fte. deep, cse. S. 20° W,

Wash, 20 lks. wide, 6 ft. deep, cse. S. 10° W.; ascend 20 ft. over
steep SE. to S. slope of red clay hills,.

The cor. of secs. 29, 30, 31, and 32,

Land, rolling clay hills.

Soil, blue clay and red clay.

Timber, nonee

Undergrowth, sparce greasewood and desert sagee.

General Description

The land conteined within Tovmship 26 South, Range 10 East, varies
from the high, massive, broken bedrock formations of the San Rafael
Reef in the north to the flood plains of the Muddy River in the
south,

The Muddy River enters this township on the west boundary of Sec. 30,
flows southeasterly and leaves the township on the south boundary of
Seces 33, The principal tributary drainages of the Muddy River within

. U 8. GOVERNMENT PRINTING OFFICR 16—28520~1
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Portion of Subdivigiom, T. 26 S., Re 10 B,

this towmship are the Wild Horse and Little Wild Horse Washes, Wi
Horse Wash parallels the east boundary and eventually enbpr- the

township in Sec.'13. The course of the wesh then bears southeast,
leaving the township on the south boundery of Sec. 35, Idttle Wily
Horse Wash enters the township on the north boundery of Hec. 3, !
crosses sections 10, 15, 18, 21, 23, and 27, and joins the Muddy
‘River in Sec. 32 - ‘ co ' *

Entrance -to the township is gained by an improved dirt roed connect«
ing Henksville, Uteh and Hunt's Ranch, which is located in Sec. 86
. of* the adjoining west townshipe¢ From this rench a jeep trail con~
tinues east along the channel of the -Maddy River. Access to the
north portion of the township is gained by an unimproved dirt road
traveling south from the Temple Mountain area.

The soil of the township is of poor gquality and is found only in
the vieinity of the Muddy River only a few inches in depthe The
north portion of the township consists prinecipelly of exposed bed=
- rock with occasional patches of shallow sandy soils Blue shale
and red sandy clay are the two types of soil found in the bottom
land. N :

Vegetatior withir the township is limited =lmost emtirely to “the
river?!s charmel and surrounding blue clay hills, In the channel
of the river is flound & heavy growth of willows, temerisk snd
grass; whereas, the blue clay hills support a light growth of.
greasewood and desert sage. The entire area is void of trees. .
The Maddy River was the only perennial source of surface water
found in this township. The flow of* this river varies greatly from
the early spring runoffs to the late autumn dry season.

There were no indications of minerals, coal, or oil noted during
the execution of this survey.
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-f S ave surveyed .the_Hest Boundary and portions. of the Subdivision of Township 26 S

Range 10 East,

of the __Salt Lake Meridian, in the State of Utah ‘ ., which aie

represented in the foregoing field notes as having been executed by me and under my direction ; and f
said survey has been made in strict conformity with said instructions, the Manual of Instructions for the
Survey of the Public Lands of the United States, and in the specific manner described in the foregoiwg

field notes.
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. Boundaries and Portions of the Subdivision of T. 27 S., R. 10 E.

chalins

1.00

5.20

18.90

The south boundary of T. 27 S., R. 10 E., was surveyed by
A. D, Ferron in 1883, The west boundary of Sec. 7 and the 5th
latitudinal section Iine were survéyed by Ferdinand Dickert, "in
1878, 1In 1939,C. F, Moore surveyed the west boundary of T. 27 S.,
R. 11 E,. Eliidtt Bird, in 1940, surveyed the east boundary of
T. 27 S., R. 9 E., 1ndependently resurveying the west boundary of
Sec. 7, T. 27 S., R 10 E. °

This survey is initiated upon the request of officials of the
State of Utah for the location of those sections within the townshlp
that normally are designatéd State 'School Sections.

The survey was executed with a light mountain solar transit
made by Buff and Buff, serial number 18003, property of the Bureau
of Land Management. The instrument is equipped with a telescopic
solar attachment and conforms to the standard instrument specific-
ations of the Bureau of Land Management. The instrument was main-
tained in satisfactory adjustment during the progress of the survey.

Measurments were made with narrow steel tapes, 5 and 8 chains
in length;.each tape is graduated every link for the first 1Q0 links
and thereafter at intervals of 10 links.. The tapes were tested by
comparison with a 1 chain standard steel tape and found correcte
Measurements were made on the slope and the vertical angles were
determined by clinometers in good adjustment; the field notes record
the horizontal equivalents,

The directionsof all lines herein reported were determined by
deflecting from a meridian established by an observation on Pelaris,
and were augumented by numerous altitude observations on the sun at
frequent intervals through the survey.

Corners on the east-west lines were set on the true latitudinal
curve. Lines connecting previously established corners were run by
random and true method, but for simplification of the record the
random lines are omitted from the field notes. In accordance with
the ‘intent of the speciil instructions, all subdivisional corners
established were calculated to be at the positions they would occupy
if the entire township were subdivided.

The geographic position for the southeast corner of this
township is"in latitude 38° 24' 37.7" N., and longitude 110° L46'02.2"
W. as determined by traverse from U. S. G. 5. Station "Muddy".

The magnetic declination averaged from several readings at
favorable locations throughout the township is 15° 30! E.

Dependent Resurvey of the South Boundary, T. 27 S., R. 10 E.

Reestablishment of the Survey Executed by
A. D, Ferron, Deputy Surveyor, in 1883

Béginning'ht the corner of Tps. 27 and 28 S., Rs. 10 and 11 E.,
mkd. by an iron post, 3 ins. in diam., mkd., set and witnessed as
described in the off1c1al record.

N. 89° 59' W., along the South boundary, Sec. 36.
Over rolling, partially broken, land.

Wash, 4 lks. wide, 2 ft, deep, drs, S, 20° E. over series of small
ledges.

Wash, 10 lks. wide, 1 ft. deep, drs, S, 20° E., continue across
nearly level lard. °

Unimproved dirt road, bears N. and S.
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Dependent Resurvey, South ‘boundary, T. 27 8., R0 B.

f\\‘, R

" 36,00

chains
19.70

23,00

36.50
39.37
40.00

41,13

12.10
14.20
20.25
28,77
38.81
38.87

Wash, 20 lks. wide, 2 ft. deep, drs. S. 20° E.

Small .wa:sh’ drains S'.—‘;‘ D - - ' ' ’ M;—‘:-v

N

Wash, 40 lks. wide, 4 ft. deep, drs! 5!

Base of spur; ascend 60 ft. over NE: s;ope.'
Top of spur, projects N. 3 chs.
‘Point for the & cor. of Sec. 36.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground
with brass cap mkd.

1 536
K
1954

Raise a md. of stone, 3 ft. base, 30 ins. high, N. of cor.post.

The % cor of sec. 1, T. 28 S., R. 10 E., mkd. by a (Lx6x12 ins.)
sandstone, mkd..(%), set in a small md. of stone and witnessed as

described in the official record.

At the cor. point.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground
with brass cap mkd.

e

sl
1954

Bury original cor. stone along N. side of cor. post.

Raise¢ a md, of stone, 2 ft, base, 18 ins. high, S. of cor.post.

8. 89° 57' W., beginning new measurments.

Over rolling terrain; descend 45 ft. over W. slope.

Wash, 4 lks, wide, 1 ft. deep, drs. N.

Wash, 4O lks. wide, 3 ft. d,egp%(gi;s. N; ascend gradual E. slope.

Wash, 4 lks. wide, 1 ft. deep, drs. N. 80° E."

"Ascend 60 ft. over general E. slope.

Top of rounded red shale hill.
Point for the cor. of Secs. 35 and 36.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in the ground

and in a large md. of stone, 3 ft. base, 21 ins. high, with brass cap
mid., . ’ ’ ; )

T27S R1OE

535/836
s1
T285

"1954 ¢
Land, rolling hills,
Soil, red and white shale and clay. -
Timber, none, )
Undergrowth, bunch grass and sheeps clover.

. 6. SOVERRNENY PRISTING SFNCE 10-—28850~1
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. *_<Dependent Resurvey, South Boundary, T. 27 S., R. 10 E.
ohains
S. 89° 57' W., along South boundary, Sec, 35, !
Abruptly descend 30 ft. over W, slope.
0.97 | The cor. of secs., -1 and 2., T. 38 S., R. 10 E. mkd. in a (6x12x36 in)
sandstone, set, mkd. and witnessed as described in the official
record, - . . .
At the cor, point.
Set an iron post, 30 -ins, long, -2% ins, diam., 6 ins. in the .ground
to solid rock and in a large md. of stone, 4 ft. base, 24 ins. high,
with brass cap mkd. .
T27S R13E
S35
52181
T28S
1954
Deposit original cor. stone along N. side of cor. post.
N. 89° 56! W., beginning new measurement.
Over rolling red and white clay hills.
3.30 Wash 3 lks. wide, 1 ft. deep, drs. S. A5°
12.20 | Wash, 3 lks. wide, 4 ft, deep, drs., S. 20° W.
18,60 | Wash, 15 lks. wide, 3 ft. deep, drs, S. 20° E.; ascend 65 ft, over
general E. slope,
32,03 | Top of spur, project N, 20°.E; descend 15 ft. over NW, slope.
34.03 | Wash, 8 1lks. wide, 3 ft., deev, drs. N. 20° E.; ascend 45 ft. over
general E. slope.
37.40 Ridge, brs. N. 10° E. and S. 50 W.s descend 5 ft. over broad blue
. clay flat.
39.03 | Point for the £ cor. of Sec. 35.
Set an iron post, 30 ins. long, 24 ins. diam., 24 ins. in the ground
with brass cap mkd.
1 535
s
1954
Raise a md. of stone, 2 ft. base, 18 ins. high, N. of cor.post.
40.09 | The % cor. of Sec. 2, T. 28 S., R. 10 E., mkd. by a (4x6x8 ins.) in

sandstone, mkd. set and witnessed as described in the official record

At the cor, point

Set an iron post, 30 ins. long, 2% ins, diam., 10 ins. in the ground
to solid »ock, arnd in a md, of .stone 4 ft, base, 18 ins. high, with
brass cap mkd.

b
1954

Deposit the original cor. stone, along N. side of cor. post,




%

. Dependent, Resurvey, South Boundayy, T«.27 &, R. 10 K.

chalins

44O
11.20
15.90
27,10
27.30

38.94

1.27

4.96
17.76
23.96
38.26
40.00

‘Wash, 4 lks. wide, 1 ft. deep, drs. S. 20° E.

S. 89° 59! W., beginning new measurement. . ' I

Gradual descent across large blue, clay plain.

Wash, 3 lks, wide, 1 ft. deep, drs. S. 30° W. .

e e

Wash, 10 lks. wide, 13 ft. deep, drs. W, from N. 20° E.

Same wash, drs. S. 30° W.
Wash, 8 lks. wide, 2 ft. deep, drs, S. 20° W.

Wash, 6llks. wide, 2 ft; deep, drs. S. connecting preceding wash
50 lks. S.

Point for the cor. of Secs. 34 and 35.

Set an iron post, 30 ins. long, 24 ins. diam., 24 ins. in the ground
with brass cap mkd.

T275 R10E

53h|335

33
T28S oo
1954

Raise a md. of earth, 3% ft. base, 14 ft. high, N. of cor.post.

Land, East 1 mlle, rolling hills; West 3 mile, broad plain,
Soil, blue. clay and shale,

Timber, none,

Undergrowth, very sparse greasewocod and bunch grass.

S, 89° 59'.W., along S. bdy. of Sec. 34.
Over broad- flat plain.

Point for the cor. of Secs. 2 amd 3, T. 28 S., R. 10 E., at
proportionate distance. .o .

Set an iron post, 30 ins. long, 2% ins. diam.; 2, ins. in the'
ground with brass cap mkd. .

T27S R10E

S34
S3[s2

T28S
1954

Raise a md. of earth, 3 ft. base, 18 ins. high, S. of cor.post.
Continue across. blue clay flats.
Wash, 3 lks. wide, 1 ft. deep, drs. S. 20° W.

Wash, 30 lks. wide, 6 ft. deep, drs. S.

Wash, 5 lks. wide, 1 ft. deep, drs. S, 56“ E.
Point for the % cor. of Sec. 34.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the
ground, with brass cap mkd.

3 534
1954

U. 8. GOVERNMENT PRINTING OPFICE 16~-38520~1
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55

«% .0 0 Dependent Resurvey, Somth Boundary, T. 27 S., R. 10 E.

48,06
65.66
80.00

1.67

2.13

3.16

579

oob e

Ra;up,; !9-‘°t,9arth\3 ft.»base, 18 ins. high, N. of cor. post.

»

Point for the{i cor. of Sec. 3, T. 28 S., R. 10 E. at proportionate
distance, ‘"

Set an iron post, 30 ins. long,; 2% ins. diam., 24 ins. in the ground

w1th brass cap mkd.

t 753
1954
Raise a md. of earth 3 ft. base, 28 ins. high, S. of cor. post.

From this % cor. of Sec. 3., .U. S. G. S. sta. “Muddy* bears N.
37° 22" 30" W., 145.94 chs. distant.

Continue across blue cléy flats.
Wash, 5 lks. wide, 1% ft. deep, drs. S. 20° E.

Wash, 6 1ks. wide) 3 ft. deep, drs. S. 40° E.

" Point for ‘the ¢éor. of Secs. 33 and 3.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground
with brass cap mkd.

T275 RlOE

S}BISBA
53
T28S
1954

Raise a md. of earth, 3 ft. base, 24 ins. high, N. of cor.post.

Land, nearly level plain.

Soil, blue clay.

Tlmber, none,

Undergrowth, sparce greasewood.

5. 89° 591 W., along the S. bdy. of Sec. 33.
Across blue clay flats.

Point for the cor., of Secs. 3 anhd 4, T. 28 S., R. 10 E,
at proportionate distance.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the
ground, with brass cap mkd,
T27S R10E

533
SAISB

T28s
1954

Raise a md., -of earth, 3 .ft. base, .18 ins, high, S. of cor.post.
t .
ﬁsceraaQS ?{S over giue cip ViE, 2 tsbligpg%ay erraln

Wash, 9 lks, wide, 3 ft, deep, drs. N. 30° E., ascend 15 ft. over
NE. talus slope.

Base of cliff (by triangulatlon) ascend L50 ft. over face of blue
shale cliff. .




S
"1 11.40 | Top of cliff, brs. N. and S.; descend over griuinli L 8 d@t
. ket ! Toko Lo
13.86 | Wash, 20 1ks. sdde, 3 ft. deep, drs. N. 20° Vo o f
1
15.06 | Wash, 10 lks. wide, 2 ft. deep, drs. N. SRR ‘
17.16 | Small ledges of sandy shale outcropping; descend 15'f. over W.sle
35,05 | Wash, 30 1lks, wide, 2 ft. deep, drs. N. 10° W.; descend 10 fr. evd‘
W, slope.
40,00 | Point for the £ cor. of Sec. 33.
‘ Set an 1ron post, 30 ins. long, 2} ins, dla.m., 22 ins, in the
ground, with brass .cap mkd. . L.
!
3 533
195A 7 ‘ W
Raise a md. of stone, 3 ft. baso, 24 ins. high, N. of cor.post. ,
41.87 | The £ cor. of Sec. 4. T. 28 S., R. 10 E., mkd, by a (3x7x10 in.) ;
sandstone, mkd. (%), set and witnessed as described in the official
record. ;
At the cor. point.
Set an iron post, 30 ins. long, 2% ins, diam., 12 ins. in the ground
with brass cap mkd., (in a md. of stone, 3 ft. base, 18 ins. high)
" SER
1954
Deposit original cor. stone along N. side of cor. post.
N. 89° L42' W., beginning new measurement, °
Gradual descent over a flat broad plain with many sandstone
outcropping_s. ‘
750 | Wash, 20 lks. wide, 2 ft, deep, drs. S. 20° W.
19.50 | Wash, 5 lkg. wide, 1 ft. deep, drs. S. 30 ° E,
38.13 | Point for the cor. of Secs. 32 and 33.
Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the
ground with brass cap mkd. - ’
T275 R10E
532183
S4
T28S
1954
Raiae a md. of stane, 3 ft. base, 24 ins. high, N. of cor.post..
Land, broad flat plain.
Soil, sandy clay to sand.
Timber, none.
Undergrowth, greaemod a.nd deaert. sage.
N. 89° 42' W., along the S. bdy. of Sec. 32. )

- 6. CUUTDANINIT PRNIING SPNY $-S00N0~1




3.50

r 25.00

27. 80
30.30
" 37.42

37.80

.05

,ff!hQJ%hrﬁ“brﬁﬂuhinL.dhdﬁﬁ,hE&;23,Sb,'HeﬁlGUE., mied. by a (4x13x24 in)

e T .
st T e derag e

with brass cap mkd.

b . 7275 RIOE

. face of cliff,

18

»d

'sandstonse, set, mkd. and witnessed as, deseribed. in the official
record.

At the cor. poinﬁ. v : : .
Set an iron post, 30 ins. leng, 2% ins. diam., 22 ins. in the ground

B T G

532 *
S5iSA

7288
1954

Buried original cor. stone along N. side of cor. post.

Raise a md, of stone, 2 ft. base, 18 ins. high, S. of cor. post.

N. 89° 30! W., heginning new measurement.
.Ov;i géntiy descending plain.
. . * . » ' .
Sandstone outcropping; descend 15 ft. over series of small ledges
that bear N. and S. .

Sandstone outcropping; descend 10 ft. over series of small ledges
that bear N, and S.

Wash, 20 lks. wide, 4 ft. deep, drs. S. 40° W.

Wash, 12 lks. wide,3 ft. deep, drs. S. 70° W.

P;int for the t cor. of Sec. 32. ’

Set an iron post,30 ins. long, 2% ins. diam,, over a cross chiseled

into sandstone bedrock, and in a large md. of stone, 4 ft. base,
30 ins. high, with brass cap mkd.

i S32

1954
Top of small sandstone cliff, brs. N. and S.; descend 25 ft. over
The £ cor. of Sé¢. 5, T. 28 3., R. 10 E., mkd. by a (6x18x30 in.)
sandstone, mkd. (%), set and witnessed as described in the official
record. ) )

At the cor. point.

Set an iron post, 30 ins. long, % ins. diam., 22 ins. in the
ground, with brass cap mkd. ,

kS5
. l95h
-"Bury original cor. stone along N..side of'cors.post.

Raise a md. of stone L ft. base, 2 ft. high, S. of cor. post.

N. 89° 51! W,, beginning riew measurement.




. 8

.Dependent Bcsurzuy Py Snuth BQW%‘ ;Ia m?l«»gﬁp E..10. lo

chains

General descent over broad flat plains;.with. lﬂllk{ilﬂl@&?@’ led
fndges

15,00 | Sandstone outcropping; descond 18 ft.. over series of
which br. N. and S. : RS el |

Loegem
33.60 | Sandstone outcropping; descend 15 ft. over series of amaIl ledges !
which br. N. and S, . . ERE R S o

36.71 | Point for the cor. of Secs. 31 and 32, .

Set an iron post, 30 ins. long, 2% ins. in diam., over a cross
chisled into sandstone bedrock, and in a large md. of stone, L ft,
base, 28 ins, high, with brass cap mkd.

T27S R10E

5311532
85
T285
1954

Land, broad flat plain. - : . «
Soil, sandy. -k
Timber, none.

Undergrowth, greasewood and desert sage,

N. 89° 51t W,, along the S. bdy. Sec. 3l.
Across a broad flat plain. . . ' i

3.86 | The cor. of Secs. 5 and 6, T. 28 S., R. 10 E. mkd, by a (2x12x18 in) |
sandstone, set, mkd. and witnessed as described in the official 3
record.

At the cor. p01nt.

Set an iron post 30 ins, 1ong, Zz ins. dlam., 24 ins. in the ground
with brass cap mkd.

. T27S R10E
sS31

S6[35

T28s
1954

Bury orlglnal cor. stone along N. side of iron post.

|
Raise a md. of stone, 34 ft. base, 24 ins. high, N. of cor.post. |

N. 89° 31' W., beginning new measurement-. ' i

. |
Continue general descent over broad flat plain.
5.10 Sgndstone outcropping, dome shaped.

28.50 | Sandstone outcropping; descend 10 ft. over series of small ledges
which br, N. and S.

36.14°| Point for the % cor. of Séc.‘Bl.

Set an iron post, 30 ins. long, 24 ins. diam., over a cross clusteroﬁ
onto sandstone bedrock and in a large md. ef stone, 5 fi, base, 3
28 ins, high with brass cap mkd,

’

oS
295k ver ! e,
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T .5Dephnd§pp<§qqurv§y;:50uthrBoup¢apy, T. 27 5., R. 10 E,

30.30
38.71

7.90
23,00
38.67
40,00

"f‘écord- -

Continue over nearly level terrain.

P s T .
‘The % cor. of Sec, 6, T. 28 5., R. 10 E., mkd. by a (/x14x20 in.)
‘sandstone; -mkd. (%), -8et and witnessed as described in the official

i

At the cor.-point,-

Set an iron post, 30 ins. long; 2% ins, diam., 2 ins. in the ground
to solid rock and in a md. of stone, 5 ft, base, 30 ins, high, with

| brass eap mkd. - :

i
4

56
1954

Deposit original cor. stone along N, side of iron post.

N. 89° 4O' W., beginning new measurement.

Continue gradual deécent over broad flat piain with many patches
of sandstone ocutcroppings. .

Wash, 3 to 4 1lks. wide, 1 ft, deep, drs. 3. 20° W.

The cor, of Tps. 27 and 28 S., Rs. 9 and 10 E., mkd, by a 3 in. iron
post, extending 8 ins, above the ground, mkd, set and witnessed as
described in the official record,

Land, broad plain.

Soil, sandy.

Timber, none.,

Undergrowth, greasewood, desert sage and bunch grass.

Survey of the North Boundary, T. 27 S., B. 10 E.

Beginning at the cor, of Tps, 26 and 27 S,, Bs, 10 and 11 E., mkd, by
a 3 in, iron post extending 12 ins. above the ground, set, mkd. and
witnessed as described in the official record,

N, 89° 48! W,, bet. Secs. 1 and 36.

Over rolling hilis; descend 15 ft. over NW, slope.

Wash, 20 lks. wide, 3 ft. deep, drs, N, 75° W,

Wash, 50 1lks, wide, 5 ft. deep, drs. S. 20° W.; ascend 50 ft. over
general E, slope of rolling hills,

po of hili; ‘descend 35 ft. over W, slope,
Point for the % cor. of Secs., 1 and 36.

Set ‘an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground
with brass cap mkd.
P S36 . -
4
51 . f
1954

. -

Raise a md. of stone, 3 ft. base, 25 ft. high, W. of cor. post.

Continue over rolling, partially broken, hills; ascend 50 ft. over
rolling NE‘ Blope‘.' LA iy e h '




51

10
Survey of £ha‘No@th: M#"‘-‘l

be.

chains | v i
50,36 | Top of hill; descend 70 rt. ovea- w 81°P°- ;
65.10 | Wash, 10 1ks. wide, 9 ft. ‘deep, drs. 5./85° W.; qu&g} ~
series of sandstone ledges, bearing in general N. ¥«
78,46 East bank of Wild Horse Wash, bears S, 80° W, and N, .80%
78.20 | Point for the witness cors of Secs. 1, 2, 35 and 36s v |
et ol
Set an iron post 30 ins. long, 23 ins. dlam., 8 i.nac-j;n he grour#
to solid bedrock, and in a md. of stone 33 ft. base, 20 ms. high,
with brass cap mkd. . ;
T26S R10E
5351536
82151 -
T278 . ..
1954 . .
Descend 14 ft. over sandstone ledges,
80.00 | Point for the cor. of Secs. 1,-2, 35 and 36 falls below high water
mk. of Wild Horse Canyon “ash
Land, rolling to broken terrain.
0011, sandy clay.
Timber, none, ' : '
Undergrowth, desert sage, greasewood and sparse bunch grass.
N, 89° 48' W., bet. Secs. 2 and 35. SRR
Over broken land into dome shaped clay knolls.
4,80 %ild lorse Wash, 2 chs. wide, 20 ft. deep, drs, S. 20 W.; ascend
60 ft. over very steep E. slope.
5420 Rim of %ild Horse Wash canyon; across a broad red sand flat.
29,65 Base of dome shaped red clay knoll- ascend 60 ft, over very steep
smooth k, slope,
23,50 Top of knoll; descend 60 ft. over W. slope.
H
20,10 hash, 15 lks, wide, 2 ft. deep, drs, S. 30° W,
38,40 | Wash, 150 lks, wide, 2 ft. deep, drs. S. 20° W
40.C0 roint for the iﬁ cor. of Secs, 2 'and 35. .
Set an iron post, 30 ins. ionfr .2'1 ins. diam., 18 ins, in the eround
to solid rock, and in a collar of stone, 3 ft base, 12 ins, high,
with brass cap mkd. . .
1 S35
52
1954
Continue over dome shaped red clay hills,
45.10 Ascend 115 ft. over a smooth, steep E, slope,
LE,57 Top of red clay knoll; descend 60 ft. over W, slope.
"4AR.92 Bare of descent in V-shaped mlch- ascend 70 ft. over steep E, alopo. :
51.07 Tor of red clay knoll descend 55 ft. oyer W, aslope,’

B B e At A e o P
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Survey of the North Boundary, T. 27 S., R. 10 E.

5882 -

= """'“60.‘10
67.01

- 67.82
77.13
w.w

0.80

2.30

6.&
10,12

15.30

35.20
40,00

44,63
53.43

S ehaing

Wash, 10 lks. wide, 9 ft. deep, drs. S. 30 W., ascend 55 ft. over
steep SE. slope.

Top of clay bench, contlnue across nearly level terrain.

Top of shale cllffs, brs. in general N. S. dlrectlon, descend 20 ft.
over face of cliff.

Base of cllffs' contlnue across rolllng terrain.
Descend 115 ft. over broken, steep, N. W. slope.

Point for the Cor, of Secs. 2, 3, 34 and 35, falls on a very .steep
NW. red shale slope, and is unsuitable for monumenting a cor.

Land broken.

Soil, sandy clay and shale.
Timber, none.

Undergrowth, none.

N. 89° 48' W,, bet. Secs. 3.and 34,
Over broken land; descend 15 ft. over steep NW. slope.

Point for the witness cor. of Secs. 2, 3, 34 and 35, at base of
steep clay slope.

Set an iron post, 30 ins, long, 2% ins. diam., 12 ins. in the ground
to solid rock, and in a md., of stone, 2 ft. base, 13 ins. high, with
brass cap mkd.
T265 R10E
5341835
S3 52

Descend 10 ft. over gradual SW. slope.

Wash, 10°lks. wide, 2 ft. deep, drs. S. 10° W.; ascend 60 ft. over
steep broken E. slope.

Rim of slope; continue across level top.
Rim of slope; descend 65 ft. over broken, steep W.-slope.

Wash'at base of hill, 150 lks. wide, 2 ft. deep, drs. S. across
nearly level flat, :

Wash, 30 lks. wide,-2 ft. deep, drs. S, 20° E.
At the % cor. of Secs. 3 and 34

Set an iron post, 30 ins, long, 2% ins. diam., 24 ins. in the
ground, with brass cap mkd.

S34
553
1954
Raise a mi. of stone, 24 ft. base, 18 ins. high, W. of cor. pos}
Over broken land; continue over level flat.

Ascend 230 ft. over broken E. slope.,

Rim of bench, conglomerate formation on top of red clay, brs. N.

. and 8.
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fow
b 3¢
Survey of the North Boundary, T. 27 S., R. 10 E,
——Chalins
54,93 | Rim of bench, brs, general N. S. direction; descend 90 ft. over
W. to SW. slope.
67,68 | Wash, 12 lks. wide, 10 ft. deep, verticle sides cut into soft shale.
Drs. S.; Ascend 15 ft. over steep E. slope.
70.53 | Top of clay Eidée, brs. N. and S.; descend 25 ft, over rolling clay
hills.
73.63 | Small wash, 4 lks. wide, 6 ft, deep, drs. 5. 30° W.; continue across
highly eroded red and white clay hills. Descend 10 ft.
80.00 | Point for the cor. of Secs. 3, 4, 33, and 34.
Set an iron post,30 ins. long, 24 ins, diam., 15 ins. in the ground,
and in a collar of stone, 2 ft. base, 8 ins. high, with brass cap
mkd .
T265 RIOE
533!53A
S4153
1275
1954
Land, broken,
Soil, clay, with conglomerite laver on highest elevations.
Timbter, none.
Undergrowth, -reasewood an valleys only,
N. 89° 48' W,, bet, 8ecs, 4 and 33,
Over clay hills and across river bottom land; descend 30 ft. over
clay hills.
15.40 | Wash, 10 lks. wide, 8 ft. deep, cut into soft shale, drs. S. 30° W.;
continue descent of 25 ft. over clay hills.
17,49 | Top of clay hill; descend 90 ft. over steep SW. slope to bottom land
of the Muddy River, ' ’
21.80 | Base of clay hills; across flat flood plain of Muddy Hiver, .
24.80 | Wash, 18 lks. wide, 3 ft, deep, drs. S. 35° W. into river.
27.50 | Northeast bank of Muddy River, 20 ft. high, brs. N. 70° W. and
3. 65° E. ‘
30.50 | Muddy kiver, drains Sk,
33.50 | Southwest bank of Muddy miver, 4 ft, high; continue across flood
plains through heavy growth of willows. ’
40.00 | Point for the £ cor. of Sec. 4 and 33.
Set an iron post, ¥ ins. long, 2} ins. diam., 20 ins. in the
ground, with brass cap mkd.
833
b5
1954
Raise a md. of stone 2 ft. base, lé ins. high, W. of cor.post.
Continue across river bottom land, through heavy willow growth,
61.50 | Base of cliff; ascend 130 ft. over face of cliff.
62.44 | Top of cliff, brs. S. 40° E. and N. 40° W; ascend 15 ft. over steep
NE. slope.

U. 5. GOVERNMENT PRINTING OFPICK 16—28520-1
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. .Survey of the North Boundary, T. 27 S., R. 10 E.

64,02
80,00

18.56
20.62

23.40
34.95

40.25
42,75

45.94
53.00
59.99

62,80

. SE. slope.

. 15 ft. across valley floor.

Top of bench; continue across nearly level blue shale bench terrair.,
Point for the cor. of Seecs. 4, 5, 32, and 33.

Set an iron post, 30 ins. long, 2% ins. diam., 23 ins. in the
ground and in a small collar of stone, with brass cap mkd.

" 7265 RIOE

5321533
55184
T275
1954

Raise a md. of stone 3 ft: base, 24 ft. high, W. of cor.post.

Land, broken hill and river bottom terrain.

Soil, sandy red and white clay and blue shale,

Timber, none.

Undergrowth, willows on bottom land, greasewood on blue shale.

N. 89° 48' W., bet, Secs, 5 and 32,
Continue across flat topped bench terrain.

Rim of bench, brs. N. 60° E, and S. 75° W.; descend 70 ft. over
series of spurs projecting S. 3 chs. distant.

Ascend 25 ft., over SE. slope. CO
Ridge of spur, projects S. 4 chs; descend 20 ft. over SW. slope.

Wash, 25 }lks. wide, 3 ft. deep, drs. S.; ascend 65 ft. over series of]
spurs of blue shale that project S, 2 and 3 chs.

Rim of bench,.brs. N. 60° ¥. and S. 60° E.; continue across flat
topped bench terrain.

Point for the £ cor. of Secs. 5 and 32.

Set an iron post, 30 ins. long, 23 ins. diam., 25 ins. in the ground
with brass cap mkd.

. 832
L 55
1954

.Raise a md. of stone, 2% ft. base, 30 ins. high, W. of cor.post.
Across the S. slope, of blue shale bench.
Descend 50 ft. over SW., slope..
Wash, 10, lks, wide, 4 ft. deep, drs. S. 30° E.; ascend 30 ft. over
Ridge of lafge spur, projects S, 10° E. 5 chs.; descend 15 ft. over
SW. slope.

Wash, 8 lks. wide, 1 ft. deep, drs. S. 10° E,; ascend 40 ft. over
E. slope.

Ridge of spur, projects S. 3 chs. distant; descend 35 ft. over
SW slope.

Wash, 30 lks. wide, 3 ft. deep, drs. S. continue gradual ascent of
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55
. .Survey of the North Boundary, T. 27 8., R. 10 E. N
chains o
65.00 | Same wash, drs. N. 50° E.
74,50 | Same wash, 'drs, S. 80° E. from N. 85° ‘W,
77.36 | Ascend 30 ft. over steep E, slope.
78.30 | Rim of blue shale bench, brs. N. 20° E. and S. 20° W.
Same wash, drs. S. 85° E. at 1 ch. N.
80,060 | Point for the cor. of Sees. 5, 6, 31 and 32.
Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in the ground:
to solid slate stone and in a md, of rock, 2 ft. base, 12 ins.
high, with brass cap mkd,
T26S R1OE
S531{S32
56|55
T27S
1954
Land, blue shale bench terrain.
Soil, blue clay and shale.
Timber, none.
Undergrowth, greasewood and.desert sage.
N. 89° L&' W,, bet, Secs..6 and 31,
Across nearly level bench terrain.
30.00 | Wash, 12 lks. wide, 4 ft. deep, drs. S. 70° E,
35.90 | Wash, 20 lks. wide,i ft. deep, drs. North.
40.00 | Point for the : cor. of Secs., 6 and 31.
Set an iron post, 30 ins. long, 2} ins. diam., 24 ins. in the ground
with brass cap mkd. "
1831
¥ s
1954
Raise a md. of earth, 23 ft. base, 2 ft. high, W. of cor.post.
Continue over very gradual ascent on bench terrain.
53.50| Wash, 10 lks. wide, 3 ft. deep, drs. N. 20° E.
67.80 | Wash, 20 lks. wide, 2 ft.. deep, drs. N. 40° E.
83.0L | The cor. for Tps. 26 and 27 S., Rs. 9 and 10 E., mkd. by a 3. in.

iron post, extending 14 ins. above the ground.,, set, mkd. and wit-
nessed as described in the official record.

Land, nearly level bench land.

Soil, blue clay and shale.

Timber, none. : : :
Undergrowth, sparce greasewood and desert sage.

Portion of the Subdivisions, T. 27 S., R. 10 E,

Beginning at the cor. of Seecs. 35 and 36, on the-s. bdy. of the Tp. .

V. 8. GOVERNMENY PRINTING OFFICR 16—28520-1
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- Portion of the Subdivision, T. 27 S., R. 10 E.

HE

6.7
7.98
12.98

19.54
27.39
33.50

34.50

40.00

63.20

73,70
74,30
80.00

11.57

N. 0° O1l' W., between Secs, 35 and 36,

Over broken red and white clay hills; descend 4O ft. over N. slope.
Wash, 8 lks, wide, 2 ft, deep, drs. N. Lo° E.

Ascend 35 ft. over SE, slope,

Wash, 10 lks. wide,2 ft. deep, drs. 5. 30° E.; ascend 75 ft., over
steep S. slope.

Ridge of saddle of red clay hills, brs., E. and W,; descend 100 ft.
over steep N. slope.

Wash, 20 lks. wide, 4 ft. deep, drs. N. 40° E; ascend 70 ft. over
broken 5. slope. '

Top of flat hill, top strata is conglomerate formation covering
red shale,

Descend 75 r't. over vroken N. slope,
Point for the * cor. of Secs. 35 and 136,

Set an iron post, 30 ins. lons,24 ins. diam., 16 ins. in the rround
to solid reck'and ina md. of store, 2 ft. btase, 1. ins, high, with
brass cay mkd.

3

S3141536
|
1-54

Continue across oroad flat nlain.

wasn, 40 lks, wiage, - ft, aee;, drs, N, S%0° h.,; continue over
b} ’ ’

rollins terrain.
4

mas:t, 10 lus. widge, 2 ft. dee:, ars, N. 30° E,
kut rcad, ore, N, 30° W, and 3, 50° k.
foint for the cor. of Secs. 2, <6, 35 and 136,

Set ar iron post, 30 ins. long, «* ins. diam., 15 ins. in the ground
to solid rock, and in a md. of stoune, 3x {t, tase to top, with brass
car mkd.

T27S R10k

52615825
535'333-
1954

Land, rolling, partially broken terrain.

Soil, red sandy clay with conglomerate at high elevations.
Timber, none.

Undergrowth, sparce greasewood and desert sage,

Beginning at the cor. of Secs. 25 and 36, on the E, bdy of the Tp.
mkd. by a 2 in. iron post, extending 14 ins. above the ground, set,
mkd., and witnessed as described in the official record.

S. 89* 58' W,, between Secs. 25 and 36.

Over rolling hills.

Wash, 20 lks, widei lg ft. deep, drs. N, 20° W.; descend 20 ft. over
Y PY
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. Portion of the Subdivision, T. 37 8., R. 19 E.

40.03 | Point for the % cor. of Secs, 25 and 36, . o mw

Set .an iron post, 30 ina. leng, 2% ins. diam., 23 ins. in the gro
with brass cap mkd.

525
t—s3%5.

o 1954 . ‘
Raise a md. of stone, 3 ft. base, 3 'ft. high, N. 6f cor. post.

Descend 60 ft. over rolling W. slope with patehes of sandstone
outcroppings. : ’

56.10 | Wash, 30 lks. wide, 3 ft. deep, drs. N. 80° W, into larger wash,
10 chs. distant; descend 10 ft. over W, slope.’

64.09| Wash, 100 lks. wide, 5 ft. deep, drs. N. 10° W; ascend 45 ft. over
steep E. slope. '

66.88 | Top of red clay hill; descénd 45 ft. over rolling W. slope. -
69.40 | Wash, 12 lks. wide, 2 ft. deep, drs. N.; ascend 35 ft. over NE. slope), .
74.05 | Top of hill; descend 40 ft. over broken W. slope.
80,06 | The cor. of Secs. 25, 26, 35 and 36.

Land, rollinz hill terrain.

Soil, sandy clay.

Timber, none.
Vegetation, desert sage and bunch grass.

Beginning at the Cor, of Sees. 33 and 34, on the S. bdy. of the Tps.
N. 0° 02! W., between Secs. 33 and 34.
Over roll}ng glue c;ay flats.
2.40 | Wash, 5 lks. wide, 2 ft..deep, gr;. E. .
5.80 | Wash, 4 lks. wide, 1 ft. deep, drs. N, 50° E.
12,90 | Wash, 8 lks. wide,2 ft. deep, drs. E.
26.60 | Wash, 6 lks, wide, 2 ft. deep, drs. N. 70° E.
40.00 | Point for the i cor. of Secs. 33 and 34.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in the ground
with brass cap mkd.

i
8331834

1954
Raise a md. of earth, 3 ft. base, 14 ft. high, W. of cor.post.
42.50 | Wash, 20 lks. wide, 1 ft. deep, drs. E.
40,90 | " Wash, 15 lks. wide, 2% ft. deep, drs. z;
71.80 | Wash, 30 lks. wide, 6 ft. deep, drs. N. 50° E.

73.70 | Wash, 12 lks. wide, 2 ft. deep, drs. N. 65° E.

i
. . . . .
2 s s
G 6. SOVENNNENY PIRETINS SPPRCY e~ gy
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% W poreion of ‘the'Sibdivision, T. 27 8.7 R. 10 K.

" 79.10

Vash, 25 lks. wide, 5 ft. deep, dFs. E.
Point for the cor. of Secs. .27, 28, 33, and 34. °

SRS S SN S

10.70

32.20
33.40

50.50
59.00
66.50
68.00
79452
80.00

Set an iron post, 30 ins. long, 2} ins. diam., 22 ins. in the ground
with brass cap mkd, . o

T27S R10E
szelsz7
. S331S34
B 1954
Raise a md. of earth, 3 ft. base, 2 ft. high, N. of cor.post.
Land, rolling clay flats.
Soil, blue clay and shale.

Timber, none.,
Undergrowth very sparce graasewood.

N. 0° 02'W,, between Secs..27 and 28.
Over rolling blue clay flats. -

Wash, 10 lks. wide, 2 ft. deep, drs. E.; descend 30 ft. over
rolling N. slope.

Rut road, brs. N. 30° E, from W.

Wash, 18 lks. wide, 3 ft, deep, drs. N. 75° E.; ascend 20 ft. over
rolllng S. slope.

Point for the t cor. of Secs. 27 and 28.
Set an iron post, 30 ins. long, 2% ins. diam., 10 ins. in the

ground tor solid shale rock and-in a md. of. shale rock, 3 ft.. base,
15 ins. high, with brass cap mkd.

1
S2é 827
1954

Contlnue over rolling clay flats.
Wésh 8 lks. w1de 2 ft deep, drs. N. 80° E.
Wash 25 lks. w1de, 8 ft deep, drs. E.; ascend 10 ft. over S. slope.
Ridge, brs. E. and W.; descend 70 ft. over steep N. slope,
Base of slope; continue over rolling blue clay hills.
Wash, 40 lks, wide, 12 ft, deep, drs. N. 50° E.
Point for -the cor. of Secs., 21, 22, 27, and 28.

Set an iron post, 30 ins. long, 2% ins. diam., 22.ins. in the
ground, with brass cap mkd. :

« T27S R10E ,
521I522
- A. . . J
1954
Raise a md. of earth, 3 ft. base, 14 ft. high, N. of cor.post.
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53 Portion of the Subdlnlion, T. 27, @.,CR.. 10 Inf 7
Land, rolling clay flats break into rolling clay_hill:éa' .
Soil, blue clay and shale. - S -
Timber, none. ) TS T
Undergrowth, sparce greasewood. ‘ . Bt
| . } ool
N. 0° 02' W., between Secs. 21 and 22,
General N. descent of AO ft. over many rolling blue clay hills to§
the £ cor.
22.00 | Wash, 8 lks. wide, 1 ft. deep, drs. E.
23,50 | Wash, 6 lks,wide, 1 ft. deep, connects preceding wash at one chain
. S. 75° E. . .
29.40 | Wash, 12 lks. wide, 2 ft. deep, drs. N. 50° E.
31.70 | Wash, 10 lks. wide, 13 ft. deep, drs. N. 6Q° E.
32.25 | Wash, 16 lks, wide, 1 ft. deep, drs. N. 30° E.
40,00 | Point for the i cor. of Secs., 2l and 22. L
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in the
ground, with brass cap mkd.
.821|822,
. 1954.
Raise a md. of earth, 3 ft. base, 1} ft. high, N. of cor.post.
Continue graduai descent over rollihg hills. '
47.00 | Wash, 10 lks. wide, 1 ft. deep, drs. N. 40° E.
58,70 | Wash, 28 lks. wide, 5 ft. deep, drs. N. 45° E.
63.70 | Ascend 35 ft. over S. slope.
64.10 | Top of prominent clay hill; descend 4O ft. over rolling N. slope.
73.37 Wash, 12 lks, wide, 2 ft. deep, drs. N. 40° E.
80,00 | Point for the cor. of Secs. 15, 16, 21 and 22,
Set an iron post, 30 ins. long, 2% ins. diam., 21 ins. in the
ground with brass cap mkd.
T27S R10E
S16|s15
S521[s22
195
Raise a md. of earth, 3 ft. base, 1} Ft. high, N. of cor.post.
Land, rolling clay hills. '
Soil, blue clay and shale.
Timber, none.
Undergrowth, sparce greasewood,
N. 0° 02' W., between Secs. 15 and 16.
General descent of 90 ft. over rolling clay hills to £ cor.

U. 5. SOUNRNIENT PRINVERG OPPICE " e—a8K20-1
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Portions of the Subdivisions, T. 27 S., R. 10 E.

* chalns
3.5 | Wash, 8 lks., wide, 1 ft. deep, drs. N. 40° E.
10,20 | Wash, 12 1lks, wide, 2 ft, deep, drs. N. 40° E.
15.00 | Wash, 10 lks. wide, 2 ft. deep, drs. N. 20° E.
'42.08"| Wash; 18 1kd. wide,  ft. deep, drs. N. 40° E.
27.66 | Ascend 45 ft. over steep S. slope.
29.75 | Top of prominent clay hill; descend 50 ft. over rolling N. slope.
35.65 | Wash, 20 lks., wide, 2 ft. deep, drs. N. 50° E. '
40,00 | Point for the % cor. of Secs. 15 and 16.
Set an iron post 30 ins. long, 2% ins. diam., 23 ins, in the
ground, with-brass cap -mkd. - .
£
S16]515
1954
Raise a md. of earth, 3 ft. base, 13 ft. high, N. of cor.post.
Continue gradual descent of 45 ft. over rolling clay hills to
Sec. cor. .
. 48.50 | Wash, 20 1lks, wide, 5 ft. deep, drs. N. 50° E,
56.10 | Wash, 17 lks. wide, 3 ft. deep, drs, N. 50° E.
60.80 | Descend 30 ft. over steep N. slope onto wide, nearly level, flood
plain,
80,00 | Point for the cor. of Sees. 9, 10, 15, and 16.
Set an iron post,.30 ins. long, 2% ins. diam., 22 ins. in the
ground, with brass cap mkd.
T27S R10E
591510
S16[s15
. 1954
Raise a md. of earth, 3 ft. base, 13 ft. high, N. of cdr.post.
Land, rolling clay hills and level flood plain.
Soil, blue clay and shale.
Tinber, none.
Undergrowth, greasewood, and desert sage on flood plain.
N. 0° 02V 'W., bétween Secs. 9 and 10,°
Across flood plain to rolling clay hills.
3.70 | Wash, 37 lks. wide, 2 ft, deep, drs. N. 85° E.
16,00 | End of level flood plain; ascend over rolling clay hills. Flood
plain runs S. parallel to line 4 to 5 chs. W.
. 40.00 | Point for the i cor. of Secs. 9 and 10.
Set an iron post, 30 ins. long, 2% ins, diam., 24 ins. in the
ground, with brass cap mkd.
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b1 Portion of the Subdivision, T. 27 8., RB. 10 E. '
chaihs w4 S
89 |S10
1954 \
Raise a small md. of slate stone, 24 ft. base, 1% ft. high,
N. of cor. point.
Continue over rolling'clay nills.
" 57,78 | Wash, 15 lks, wide, 3 ft. deep, drs. N. 80° W.
70.76 | Wash, 10 lks. wide, 2 ft. deep, drs. N. 70° W.
79.80 | Wash, 15 lks. wide, 4 ft. deep, drs. S. 45° W.
80.00 Point for the cor. of Secs. 3, 4, 9 and 10,
Set an iron post, 30 ins. long, 2z ins. diam., 24 ins, in the
ground, with brass cap mkd.
T27S RI1OE
S4183
591510
1954
Raise a md. of stone, 3 ft. base, 2% ft. high, N. of cor. post.
Note: There was no remaining evidence found of the original cor.
established by the survey of the 5th latitudinal line by F. chkert,
Deputy Surveyor, in 1878,
Land, rolling clay hills.
Soil, blue clay and shale.
Timber, none.
Undergrowth, desert sage and greasewood along washes.
N. 0° O4' W., between Secs. 3 and 4.
Descend 135 ft. over a rolling N. slope.
13.80 | Base of blue clay hills; continue across flat bottom land of the
Muddy River, through*heavy willow growth.
33.53 | South bank of Muddy River, 6 fts high, brs. E. and W.
_38.26| Muddy River, drains V.
40,00 | Poimt for the £ cor. of Secs. 3 and 4, falls in channel of Muddy
River and is unsuitable for establishing cor. monument.
42,00 | North bank of Muddy River, 8 ft. high, brs. E. and W,
42.50 |" Point for the witness % cor. of Secs. 3 and L.

Set an iron post, 30 ins. long, 2} ins. dlam., 22 in. in the ground
with brass cap mkd.

54|83

W
1954

Haise a md. of earth and debris, 4 ft. base, 3% ft. high, N. of
cor. polnt.

V. 5. GOVERNMENT PRINTING OFFICE 16-—285620~1




pal
Portions of the Subdivisions, T. 27 S., R. 10 E.

62

54,70

i7""5:,“(:!1&i:ns .

78.00

80.09

2.03
8.93

11.13

14,23

26.15

31.80
40,03

41.50
65.50
77.90
80.03

~Continue aeross river bottom land,

Wash, 30 1ks, wide, 4 ft. deep, drs. S. 70° W, from N. 60° E,;
abruptly ascend 80 ft. over S. slope of red and white sandy clay
hills, .

Wash in deep ravine, 12 lks, wide, 30 ft. deep, drs, S, 40° E.
Ascend 25 ft. over rolling hills from top of ravine,

The cor, of Secs. 3, 4, 33 and 34 on the N. bdy. of the tp.

Land, ‘rolling 'hills and river bottom terrain,

Seil, blue clay S, of river and red and white sandy clay N,
Timber, none, ‘

Undergrowth, willows and desert sage in river bottom.

Beginning at the true point for the cor. of Secs., 1. 2. 235 and 36,
on the N, bdy. of the.tn. .

S. 0° 01! E., between Secs. 1 and 2,

Over broken terrain; ascend 50 ft. over steep N, slope of sandstone
spur.

Top of spur, projects W. 3 chs.; descend 70 ft. over broken S¥. slope.

Bottom of Wild Horse Wash, 150 lks. wide, 13 ft. deep, drs. S. 70° kg
ascend 15 ft. over N. slope.

Top of sand spur, projects L, 2. chs.; descend 15 ft. over gradual
S. slope.

Bottom of Wild Horse Wash, drs. S, 40° W, from N, 40° E.;
ascend 130 ft, over broken NE. slope.

Rim of bench, brs, S, 40° E, from N, 50° %,; continue over nearly
level terrain,

Wash, 14 lks, wide, 3 ft. deep, drs, ¥, 70° %
Point for the % cor, of Secs, 1 and 2.

Set an iron post, 30 .ins. long, 2% ins. diam., 22 ins. in the
ground, with brass cap mkd,

it

B

sS2|s81
1954
Raise a md, of stone.3 ft, base, 18 ins. high, W. of cor, vost,
Continue over rolling terrain. '
Wash, 10 lks. wide, 2 ft. deep, dre. N. 70° ¥,
Rut road, brs. S. 30° W, and N, 20° E,
Wash, 20 lks, wide, 3 ft. deep, drs. S. 70° W,
Point for the cor. of Secs. 1, 2, 11 and 12,

Set an iron vost, 30 ins. long, 22 ins. dlam.. 21 ins. in the grcund
with brass cap mkd

T275 R1CE

s2|s1

s11ls12

1954

Raise a md. of stone, 2% ft, base, 20 ins. hich, ¥, of cor, nost.z
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Portions of Ztﬁe‘xﬁubdiﬂémn,:{ﬂ‘. 27 S., »,10» E

chains e pt
Note: No remaining evidence was found of thew ;
established by the survey of the Sth latltudinal line by.FR Dick
Deputy Surveyor, .in.1878. - % O
Land, broken to rolling terrain. SRSt
Soil, sandy. I o et
Pimber, none. - : i -
Undergrowth, scattered desert sage and greasewood,
Independent Resurvey of the S, Bdy. of Sec. 2. }
Independent Resurvey, Superseding the Survqy ; o
Executed by F. Dickert, Deputy Surveyor, :
1878, 3
N. 897 49" W., between Seecs, 2 and 11, ,
Over broken terraln, ascend 10.ft. over an E. slope.
8.50 | Rut road, brs. South and N, 20° E,~ ' T
12,80 Wash, 15 lks. wide, 2°'ft. deep, drs. S. 30° Wes' descend 30 ft. over
W, slope.
17.40 Wash, 8 lks. wide, 2 f%. deep, drs. S.
26,19 | End of soil, continue adrdss sandstoné bedrock.,
37.99 Top of sandstone ledges, brs. general N and S, dlrection; descend
20 ft, over broken W, slope.
40,00 Point for the % sec, cor. of Secs. 2 and 11.
Set an iron vost, 30 ins, long, 22 ins, dlam., 5 1ns. in the ground
to bedrock, and in a md. of stone, 3 ft, base, 25 ins. high, with
brass cap mkd.
1 S2
* s
1954
Over broken terrain; descend 15 ft, over sandstone bedrock.
Note: No remaining ev1dence was found of the original cor,
established by the Survey of the 5th latitudinal line by F, Dickert,
Deputy Surveyor, in 1878,
43.00 | ‘ash, 15 lks. wide, 2 ft. deep, drs. S. 30° W,
57.80 Top of sandstone cliff, brs. N, and S.3 descend 90 ft. over face
of cliff,
60.30 Center of Wild Horse Wash, which intersects Muddy River 2 chs. Southd
63.20 | Northeast bank of Muddy River, brs. S, 65° E, from N. 65° W,
64.70 Muddy River, drs, SE.
65,60 Couthwest bank of iluddy River.
€%.62 duddy River, drs. NE,
7425 | Southeast bank of kuddy River, brs. N, 50° E. from S, 50° W
76.1GC N?rtbwe<t bank of Yuddy RlVPr ascend 60 ft, over broken SE. slope
of epur,
78.30

Too ;’ sour, orojects . 5 chs.; descend 10 ft. over gradual
A, slope,
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Indepondent Resurvey of the 8. Bdy.; Sec. 2

64

"chains

11.00

12,10
13.20

18.10
22,20
27.50
29.70
33.69

40,00

54.25

64.35
65.80

Point for the cor.'of'Sees: 2, 3; 10 and 11.-

Set an iron post, 30 ins. long, 24 ins. diam., 22 ins. in the
‘gréund, with brass cap mkd. .

T27S R10E

. 53182

510|511
1954

Raise a md. of stone, 3 ft., base, 2 ft. high, W. of cor. post.

Note: No remaining evidence was found of the original cor.

established by the survey of the 5th latitudinal line by F. Dickert,

Peputy Surveyor, in 1878,

Land, broken.
Soil, sandy.
Timber, none,
Undergrowth, desert sage, greasewood and tamerisk.

Survey of Portions of the Subdivisions.

N. 0° 02" W,, between Secs. 2 and 3.

Over broken terrain; descend 40 ft. over NW. slope.

South bank of Muddy River on a horseshoe bend, drs. S. 30° W. from
N. 30° E,

Muddy River, drs, SW,

North bank of Muddy River; continue across sand bar.

South bank of Muddy Rlver on a horseshoe bend, drs. S. 40° E. from
N. 40° W,

Muddy River, drs. SE.

Nprth bank of Muddy River, continue over river bottom land.

Wash, 10 lks. wide, 3 ft. deep, drs, S. 30° W, into Muddy Rlver,
ascend 105 ft. over steep SW. slope.

Top of hill; descend 50 ft. over N. slope, over small shale ledges
to t cor.’

Point for‘'the & cor: of Secs. 2 and 3.
Set an iron post, 30 ins. long, 25 ins. diam., on top of bedrock

and in a large md. of stone, 3 'ft. base, 28 ins. high, with brass
cap mkd.

S53(82
1954
Continue over broken terraln, descend hO ft. over broken N. slope.

Wash, 8 lks., wide, 2 ft. -deep, drs. W. 2 chs. into a larger wash
which drs. S. 30° W; ascend 60 ft. over SW slope.

Ridge of spur, projects W. 2 chs.; descend 65 ft. over NW. slope;
continue over flat food plain.

Ascend 110 ft. over very steep SE. slope.

Top of a razor-back ridge of a red clay hill, brs. N. 40° E. and

8. LO° W, ; descend 50 ft. over NW. slope into P#wine.
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Portions.of the M'i'ien' Ts 27&. R. 10 E.

69.17

2.50
.10 ;
16.52 ¢

24,82

40.00

50.70

61.00

51.90 |
70.03

73,55

745,35

[F% B

Wash, 8 lks. wide, 3 ft. deep, drs. S. 30° W; ascend 75.ft. aver
SE slope.

The true point for the cor. of Secs. 2, 3, 34, and 33, on the North
bdy. of the Township.

Land, broken.

Soil, sandy to red sandy clay.

Timber, none.

Undergrowth, greasewood and desert sage near river.

Beginning at the cor. of Secs..15, 16, 21, and 22.
N. 89° 51' W., between Secs. 16 and 21,

Over rolling blue clay hills; ascend 12. ft. over E. slope.

: Top of ascent; descend 65 ft. over steep W. slope onto flood plain.

wWash, 4O lks. wide, 2 ft. deep, drs. N.
Wash, 10 lks. wide, 1 ft, deep, drs. N.

wash, 20 lxs. wide, 1 ft. deep, drs. N. 20° E. Ascend 45 ft. over
rolling clay hills.

Point for the :z cor. of Secs. 16 and 21.

Set an iron post, 30 ins. long, 2% ins, diam., 20 ins. in the
ground with brass cap mkd.

,  Slé6
L 531
1954

haise a md. of earth, 3 ft. base, 1% Ft. high, W. of cor. post.

Continue over rollinz clay hills; ascend 120 ft, over series:of
clay knolls.

Top of prominent clay hill; descend 140 ft. over a series of clay
xnolls. '

Wasn, 10 lks, wide, 3 ft, deep, drs. N. 40° W,

Wasn, 10 l<s. wide, 2 ft. deep, dras. N. 20° W. connects preceding
wasn 2 cns, distant. )

Aash, 20 lks, wide, 4 ft, deep, drs. N,; ascend 70 ft. over an
E slope. '

Top of clay spur, projects N. 2 chs. Descend LO ft. over NW slope.

Wasn, 20 l«s. wide, 3 ft. deep, drs. N. 20° E. Ascend 50 ft. over
s.eep = slope on side of ¢lay spur to cor,

Point for tne cor. of Secs. 16, 17, 20 ard 21.

~et an iron posi, 3O ins. long, 23 ins. diam., 24 ins. in the
ground, «~itn a collar of stone, with brass cap mkd.

T27S R10&
3171516
sS1s21

1954

Land, rolling clay hills,

* I MVISuNNY PeveTRNe SreEe YNNG §
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10.30

15.50
18.80

40,00

42,10
" 63.70

79.70
80,00

14.68
22,71
39.98
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_ Portion of ‘the Subdivision, T. 27 S., R. 10 E.

Soil, blue-clay. -
Timber, none.
Undergrowth, none,

N. 0° 03' W., between Secs. 16 and 17.
Over rolling clay_hills§ ascross steep E. slope.
Descend 90 ft. over general N. slope.

Wash, 20 lks, w1de, 6 ft. deep, drs. N. 20 E.; ascend 50 ft. over
S. slope, '

Top of clay knoll; continue over rolling clay hills.

Wash, 10 lks, wide, 3 ft. deep, drs. N. 70“ E. across broad flood
pla.in .

Point for the £ cor. of Sec. 16 and 17.
Set an iron post, 30 ins. long, 2% ins. diam., 15 ins. in the ground

to solid rock and in a md. of stone, 2 ft. base, 10 ins. hlgh with
brass cap mkd.

1
8171516
1954

Continue over rolling terrain.

Wash, 15 lks. wide, 5 ft. deep, drs. N. 30° E.
Wash, 140 lks. wide, 2 ft., deep, drs. N. 80° E.
Wash, 20 lks. wide, 4 ft. deep, drs. S. 85° E.
Point for the cor. of Secs. 8, 9, 16 and 17.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground
with brass cap mkd.

T27S RIOE
S8(S9
S817|s1
1954
Raise a md. of stone, 2 ft. base, 16 ins. high, N. of cor.post,
Land, rolling terrain.
Soil, clay into sandy clay.

Timber, none
Undergrowtli, sparce greasewood.

From the cor. of Secs. 9, 10, 15, and 16,

N. 89° 53! W., between Secs. 9 and 16.

Across bfoad clay flat. |

Ascend 30 ft. over E. slope.

Top of clay hill; continue éver rolling clay hills,

Point for the % cor. of Sec. 9 and 16,
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Portion of .the Subdivision, T. 27 S., R. 10 K.

60.26

60,55

6L.95
68.16
77.66
79.36

16,00
22,70
27.10

40,00

Set an iron post, 30 ins. long, 2} ins. diam., 23 ins, An tho
ground, with brass cap mkd. .

59
k518

1954

Raise a md., of earth, 3 ft. base, 13 ft. high, N. of cor.post.

| Continue over rolling terrain.

Wash, 10 lks. wide,2 ft. deep, drs. N, 15° E.

Wash, 30 lks. wide, 4 ft. deep, drs. N. 30° E. connects preceding
wash at 3 chs.

Wasn, 14 lks. wide, 2 ft. deep, drs. N. 30° E.
Wasn, 30 lks. wi@e, 10 ft. deep, dré. N. 70° E.
Wasn, 30 lks, wide, 4 ft. deep,drs. N. 80° E.
The cor. of Secs. 8, 9, 16 and 17.

Land, rolling terrain.

Soil, blue clay.

Timper, none.
Undergrowth, sparce greasewood.

Y

From the cor. of Secs. 32'and 33, on the S. bdy. of the township.
N. 0° 03' W., between Secs. 32 and 33.

Over nearly levgl ;errain with patches of sandstoné outcropping.
Descend 10 ft. over‘gradual Nw_slope.

Wash, 10 lk;. wide, 3 ft. degp, drs. N. 40° W,

Zandstone outcrqpping.

Point for the # cor. of Secs. 32 and 33.

Set an iron post, 30 ins. long, 2% ins, diam., 21 ins. in the
ground, with brass cap mkd.

z
5321833
1954
Raise a md. of stone, 3 ft. base, 2 ft. high, N. of cor.post.

Continue over gradual descent over NW slope.
Wasrt, 8 lks. wide, 1 ft. deep, drs. N. 75° W.
Wash, 18 lks. wide, 3 ft. deep, drs. West,
Wasn, 6 lks. wide, 1 ft. déep, drs, S. 60° W.
toint for the cor. of Secs. 28, 29, 32 and 33.

Set an iron po:t, 30 ins. long, 24 ins. diam., 23 ins. in the
#round, with brass cap mkd.

0 L SOVERRINNY PRINTING SIPICH 30—Ise0-1
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. Portions of the Swbdivisions, T. 27 S., R. 10 E, K3
chains
T275 R10E
5291528
© 8321533
‘1954
Raise a md. of stone, 3 ft. base, 24 ft. high, W. of cor,post.
Land, rolling, nearly level terrain.
.Soil, sandy clay with sandstone outcroppings.
"Timber, none.
Undergrowth, sparce greasewood and bunch grass,
From the cor. of Secs. 31 and 32, on the S. bdy. of the township.
N. 0° 03' W., between Secs. 31 and 32,
"Over nearly level terrain.
8.00 | Descend 30 ft. over gradual NW slope;
13.50 | Sandstone outcropping.
25.00 | sandstone outcroppingz.
36,40 | Wash, 8 lks, wide, 2 ft. dee., drs. N. 75° W.
39.30 | Wash, 12 lks., wide, 2 ft, dee;, drs. West.
34,52 { Point for the . cor. of Secs. 31 and 3% at a point 4O chs. S,
latitude of the sectional correction line,
Set an iron post, 30 ins. long, 2% ins, diam., in the ground, with
brass cap mxd.
s31!s32
1954
Raise a md. of stone 3 ft. base, 24 ft. high, N, of cor. post.
Continue over nearly level terrain; ascend 40 ft. over SW slope to ¢
cor,
43,00 | Sandstone outcrop.
63.30 | Sandstone outcrop.
70,00 | Sandstone outcrop.
79.52 | Intersect sectional correction line, Polnt for the cor. of Secs,

24, 30, 31 and 32.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in the
ground, with brass cap mkd., -

T27S ‘R10E -
830|529
. 831|532
1954
Raise a md. of stone, 3.ft. base, 2 ft., high, W. of cor. post.

Land, nearly level terrain.
S0il, sandy clay.
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-Portion of the Subdivision, T. 27 8.4 R. 10 E.

24,00

31.25

" 40,01

43454
54,00

80,02

40,00

60.30
83.31

Timber, none.
Undergrowth, greasewood and bunch grass.

From the cor. of Secs. 28, 29, 32 and 33.

West,on sectional correction line.
Descend over a very gradual west slope, over nearly level terrain.

Sandstone outcropping ledges, 6 ft. high, brs. N. 20° E. and
S. 20° W, ’

Wash, 15 lks. wide, 4 ft. deep, drs. S. 50° W.
Point for the % cor. of Secs. 29 and 32.

Set an iron post, 30 ins. long, 23 ins. diam., 8 ins.'in the ground
to solid rock and in a md. of stone, with brass cap mkd.

1 _S29
%7832

1954
Continue over nearly level terrain.
Sandstone outcrop.
Sandstone outcrop. .

Intersect 5th meridional section line at the cor. of Secs. 29, 30,
31 and 32.

Land, nearly level terrain.

Soil, sandy clay.

Timber, none,

Undergrowth, greasewood and bunch grass.

West, on the sectional correction line.

Over nearly level land; descend 30 ft. over very gradual W. slope
to cor. No notable topography. :

Point for the £ cor. of secs. 30 and 31.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the
ground with brass cap mkd. .

) 530 . , -
5 7831

1954

Raise a md. of stone, 2 ft. base, 18 ins. high, W. of cor.
post . '

Continue descent of 15 ft. over very gradual flat W slope.
Wash, 15 lks. wide, 3 ft. deep, drs. S. 70° W.

Intersect the W. bdy. of the township; Point for the closing cor. of
Secs. 30 and 31, on the W. bdy., of the township,

Set an iron post, 30 ins. long, 23 ins, diam., 23 ins. in the
ground, with brass cap mkd. ‘

¥, 5. GOVERNNENT PRINVING OPPICE 16-~28520-1
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.+ . .Portion of the Subdivision, T. 27 S., R. 10 E.

T 1278
R9E  RIOE

N S30
‘ | = s36 |20 ¢
1954

Raise a md. of stone, 24 ft. base, 2 ft. high, East of cor.post.

14

ol 'an From this cor. the cor. originally established for Secs. 25, 30,
: - 31 and 36, brs. North, 1.1l chs. distant, and this cor. now functions

for Secs. 25, and 36, T. 27 S., R. 9 E. only. I remkd. the mon-
ument. to read,

N T278
RYE R10E

525l
53 530

am.1954
1940

The point for the west £ sec. cor. of Sec. 31 is at 40 chs. South

of the closing cor. of Secs. 30 and 31 on the west bdy. of the
township.

At the cor. point.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the
ground, with brass cap mkd.

1
i

S31
1954
Raise a md. of stone, 2% ft. base, 2 ft. high, E. of cor.post.

From this cor. the cor. originally established for Secs. 31 and 36,
brs. north 1.11 chs. distant. That cor. now functions for Sec. 36
T. 27 S., R. 9 E. only. I remkd. the monument to read.

1

i

S36

am.1954
1940

General Description

The character of the lands contained within T. 27 S., R. 10 E.,
is of varying stages of a highly eroded plateau. In the southwest
portion of this township, remnznts of the plateau have formed high,
precipitous mesas and broken bench terrain, Northward, greater
erosion has produced large areas of rolling blue clay hills which
diminish in sige as they approach the Muddy River bottom land.

The Muddy River enters the township on the north boundary of
Sec. 4, flows southeasterly, and leaves the township on the east
boundary of Sec. 13. Tributary drainage of the township is




"

30

- Portion of the subdivision, T. 27 8., R. 10 E.

growth of willows and grass. The entire area is void of trees.

LA g

performed by a system of small washes which empty into tﬁl river
from courses normal to the river's channel. o
Access to the township is gained by an improved dirt road,
Utah Hwy. 24, which travels parallel to the south boundagy at a
distance of two miles south of the township. Several lateral jeep
trails bearing north from this dirt road enter and traverse the
township. ;
Except in the channel of the Muddy River, vegetation is very .
sparce and consists mainly of greasewood and small patches of :
desert sageé. Along the banks of the Muddy River, there is a heavy

i
|
i
{

The soil of the township is very poor quality and is exceedin
limited in supporting plant and animal life. Owing to the soft
composition of the soil and the lack of vegetation, the area is
under a state of rapid erosion. . ' .

The Muddy River was the only perennial source of water found
in this township. The flow of this river varies greatly from the
early spring runoffs to the late autumn dry season. ‘ {

There were no indications of minerals, coal or oil noted
during the execution of this survey.

U. 5. GOVEANMANT PRINTING OFFICR 16285201
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73 CERTIFICATE OF CADASTRAL ENGINEER

resurveyed the south beundary. ef. Township.27.South, Bange 10 East. -
« -
of the 3alt Lake ____ Meridian, in the Stateof .__Utah - -, which are

represented in the foregoing field notes as having been executed by me and under my direction ; and that
said survey has been made in strict conformity with said instructions, the Manual of Instructions for the

Survey of the Public Lands of the United States, and in the specific manner described in the foragoing

field notes. - X
A zetdlel/

.February. 2L, 1955 . . Kenneth F, Hafisen

Galt lake City, U.ah Cartographer-Cadastral

CERTIFICATE OF APPROVAL

BUREAU OF LAND MANAGEMENT,

Washington, D.C.,.... . AUG. 8 1955 . 19 .

The foregoing field notes of the survey of ._the north boundary and portions of the

Loamitwicion nnd tne decendent resurvey of the south boundary of Township 27 South,

~nee 17 kart, Calt Lake Ueridian, Ttah
executed by . . Yenretn o Yensen .

having been criticaily examined and found correct, are hereby approved.

-GERT

& aanec? TS SPVens - SS9



Of the ...

) the Stateof . .

....Bobert C, Tundt,  Cadaatral Bogineer

»

ORIGINAL

UNITED STATES
DEPARTMENT OF THE INTERIOR

BUREAU OF LAND MANAGEMENT

FIELD NOTES

of the

—..Dapendent Resurvey of Portiocna of the Boundaries . .. .

... Svevey. of Pars of the Subdivision-of-Saction Lines . . .

~in [
... Sections 25 and 26

of

. Township 30 South, Range 11 Rast

.Utah ...

EXECUTED BY

nder special instructions dated ... Juna 30, 1949 ... .., 19.. ... , Which provided

7 the surveys inocluded under Group No. .. 372-Utsh ..., approved ... July 18, 1949 . .

3d assignment instructions dated ... . Avguat 8, 1949.. . . . .. , 19

Survey commenced ................ Auguat. 24, 1949 . , 19........

Survey completed ... .......... ... August 30, 1949 , 19

4. 5. COVERWNENT PRINTING OPPiCE 16—48770-1
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Township 30 South, Range 11 East ¢

20,00

28,60
40,00

|ners, of a part of the section lines bordering sections 25 and 26, and

The original survey of the northern half of Townshilp 30 South, Range
11 East of the Salt Lake Meridian, Utah was made by Agustus D, Ferron,
Deputy Surveyor in 18883, and the balance of the township was surveyed
by Elliott Bird, U, S, Surveyor in 1919, as shown upon plate approved
June 3, 1883 and April 19, 1920. The following field notes are those
of a dependent resurvey, with the establishment of 1/16th section cor-

an original survey of a part of the subdivision of those sections,.This
survey was made at the request of the Division of Range Management of
the Bureau of Land Management in order %o define the boundaries of the
patented areas in the sections mentioned.

The survey was cxecuted with Buff and Buff solar transit number 14191,
the property of the Bureau of Land Management, and constructed in ac-
cordance with their standard specifications. The instrument was in
good condition, and prior to the beginning of the field work it was
tested and all errors eliminated. It was maintatned in good adjust-
ment throughout the survey, and was tested frequently in order to in-
sure its continued accuracy. The direction of the lines of the survey
were determined by the solar transit method.

The measurements were made with Lallie steel ribbon tapes, eight chaing
in length. These tapes are graduated every linit for the first chain
and thereafter at intcrvals of ten links. They were tested by compar-
ison with a Lufkin standard steel tape, one chain in length, and found
to be correct. The measurements were made on the 3lope, the vertical
angle of each interval determined by the use of clinometers and the
slope distances properly reduced to horizontal equivaleonts, which were
used in these field notes,

The geographic position of the southeast corner of section 25, deter-
mined from the values riven on the original plat, is as follows:
Latitude 38°10'50" N., Longitude 110°%1!' W. Tho mean magnetic decli-
nation was found to be 16° east,

Dependent Resurvey of a Portion of the Subdivision !
of i
Township 30 South, Rango 11 East

Beginning at the cormer of sections 25, 2y, 35, and °6, marked by an
iron post, 2 ins. in dlameter, conforming to the record:

Thence:
5, 89°59' E, between sections 25 and 36,

Over nearly level land, throuzh scattering timber and a scant under-
growth,

At the west 1/16th section corner of sections 25 and 36:

Set an iron post, 3 ft. long and 1 in. in diameter, 22 ins. in the
ground to s8olid rock, and in a mound of stone, with brass cap marked:

W 1/16
s 25

5 36
1949

Deposit a sandstone rock, 5x4x3 ins., marked with a cross (X) at
the base of the post.

Wash, drains N,

¢

The original } section corner of sections 25 and 36, marked by an iron
post, conforming to the record.




77

Dependent Resurvey of the Subdivision of . 30

Chains

l10.50

18.75

20,00

| 25,00

29.25

34.15

39.35

40,00

2.90

20,03

Land, nea.rly level desert. -

Soil, sandy to gravelly clay loam. .
Timber, dwarf Jun:l.per and pinon. o
Undergrowth, shadeca.le, rabbit 'brush, weeds, and grasl. o

--------H'.--‘

o> s wmaR wm A GE Gm B G @ s n an e o = A

Beginning at the cerner of sectionms 25, 26, 35, and 36, heretofore
described: Lo

Thence:

N. 0°03' B. between sections 25 and 26.
Over broken land, through scatféring timber and a scant‘ nnderg'ovth"'
Sandstone ledge, bears E, and W,

Wash, drains NE.

At the south 1/16th section corner of sections 25 and 2§:~

Set an iron pc:st,~ 3 ft. long and 1 in. in diameter, 30 ins. in the
ground, with brass cap marked:

s 1/16
526 | 525
1949 '

1 1 . X, SO
Wash, drains NE, _ - ‘ ﬁf.
014 road, bears NE, and SW, 'jj
South bank of Granite Wash, bears N. 75° B. and S. 75° W., wash drazuui?
N. 75° E,

Horth bank of wash, bea.rs N, 75° E, and S, 75° W,

The orlglnal % section corner of sections 25 and 26, marked by an 1r
post, 1 in, in diameter, conforming to the record.

Land, rolling and broken desert,

Soll, gravelly clay loam,

Pimber, dwarf juniper and pinon.: ’ Lo
Undergrowth, shadscale, weeds, and grass,

Beginning at the corner of sections 25, 26, 35, and 36, heretofore
describgd: ;

t

Thence:
N. 89°58! W, between sections 26 and 35.

Over rolling land, through scattering timber an d a scant undergrow!

Low spur, projects N, 20° W,
At the east 1/16th section corher of sections 26 and 35:

Set an iron post, 3 ft. long and 1 in. in diameter, 30 ins. in tha :

ground, with brass cap marked:

‘ ' E1/16 - S
826 . e

R U, 6. COVERNNGNY PRINTING OPFICK ¢ 1042 10—@8530-1
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21,00
37.60
- 1100, 00

49,85

| 57,75
64,50
| 80,00

=3
Dependent Besurvey of the Sudbdivision of T, 305, R, 11 B, 78

014 road, bears ¥, and 8,

Bast dank of Oranite Wash, bears N, and 5., small stream of rood wat
in bottom, flovs N, ' ' gooc vater

West bank of wash, bur; lf. md 8,

lov spur, projects N,
Vash, drains N, 10° K,

The original § section ocorner of sections 26 antl 35, marked by an iron,
post, 1 in. in diameter, conforming to the rocsrd. 3

land, rolling and broken dssert.
8011, grawelly clay loaa.

Timder, dwarf juniper and pinon.
Undergrovth, shadscale, weeds, and grass.

Original Burvey of the Subdivision of Section Linos
Soction 25.

Beginning at the % soction corner of soctions 25 and 3G, horetofore
desorided:

{Thence:

N, 02" B. along the north-south center lino of section 25.

Over rolling land, through smtering tizber and s scant under~rowth.
At the center-south 1/16th section corner of soction 25:

Set an iron post, 3 ft, long and 1 in. {n dinrater, 30 ins. in the
ground, with brass cap maried:

c
81/16 l 825

1949
Sandstone ledge, bears M, 70° ¥, nni 5, 70° K.

;01 road, bears ¥, 70° X, and S, 70° V¥,
(At the intersection of the center lines of mection 25:
B8et an iron post, 3 ft. longz and 1 in. in dinseter, 16 ins., in the *

ground to solid rock, and in a mound of stono, at tho center % section
corner of section 25, with brass cap marked:

o}
+
5§ 25
1949

S8outh bank of Oranite Wash, bears N, 60° E, and 5, 60° W,, wash drains
¥, 60° &,

North bank of wash, bears N, 60° X, and 8, 60° VW,
Yash, drains N, 60° K,

The origindl } section corner of sections 2% and 25, marked by an ironm
post, 1 in, in diameter, conforming to the record. .

.
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Subdivision of Section Lines

Chains

1.30

20,00

22.h0
Lo,00
58.10
84,67

20.00

34,00

38.00

Land, rolling desert. :

Soil, gravelly clay loam. . . :
Tim'ber, dwarf Juniper and pinon.

Undergrowth, shadscsle,. weeds, and gra.ss.

Beginning at the origiral % aection corner of sections 25 and 26, hw
tofore described:

t

’l‘hence: '
S. 89‘;57,' E. along the east-west center-of-section line of sect110n Zﬁ
Over broken land, through scattering timber and a scant_ undergrowth,
North bank of Granite Wash, be‘a.rs' NE. and SW,, wash d:t'aina NE,

At the center-uest l/léth sect1on corner of section 25,

Set an iron post 3 ft. 1omg a.nd 1 in. in diameter, 18 ins. in the
ground to solid rock, and in a mound of stone, with brass cap marked:

W 1/16

C C

S 25

1949
South bank of wash, bears N, 60° E., and S, 60° W,

The center Section corner of section 25,
0ld road, bears NE, and SW., - Lt

The original 2 7 section corner of sections 25 and 30 on the east boun- |
dary of the township, marked by an iromn post 1 in. ih diameter, con~
forming to the record. .

Land, rolling and broken desert,

So0il, gravelly clay loam. : .
Timber, dwarf juniper and pinon.

Undergrowth, shadscale, weeds, and grass.

Beginning at.the west 1/16th section corner of sections 25 and 36:
Thence: ‘ ; . . .

N. 0°03' B, along the north-south center line of the south-west quar~
ter of section 25.

Over rolling la.nd through sca.ttering, tim'ber and s sca.nt undergrowth.
At the 1ntersection of the center lines of the southnest quarter of ’
section 25:

Set an iron post, 3 ft long and 1 in. iy diameter, 30 ins. in the

ground at the sduthwest 1/16th section cornmer of section 25, with

brass cap marked:

SW 1/16

5 25

1949
0ld road, bears NE, and SW,

%outéh b%nk of Granite Wash, bears N, 60° B, and.S, 60° VW., , wash drais
0°

* U. 8. COVERMMENT PRINTING OFFICE 1 1942 10—38520-1
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Subdivision of Section Lines, T. 30 S,, R, 11 E,

i)

10.30

20.00

33.50
39.00
ko.oo

2,75

20,00

23,60
31,20
40,00

The center-west 1/16th section corner of section 25.
Land, rolling desert.
Soil, sandy to gravelly clay loam.

Timber, dwarf juniper and pinon.
Undergrowth, shadscale, weeds, and grass.

Beginning at the center-south 1/16th section corner of section 25:
Thence:

N, 89°58! W, along tho east-west center line of the southwest quarter
of section 25,

Over rolling land, through widely scattered timber and a scant under—
growth,

Wash, drains N, 30° . from S.

The southwest 1/16th section corner of section 25.
¥Wash, drains H, 30° E, froo the S.

Wash, drains N,

The south 1/16th section corner of sectioms 25 and 26,
lLand, rolling desort,

Soil, sandy to gravelly clay loan.

Timber, dwarf Juniper,
Undergrowth, shadscale, weods, and grass,

Subdivision of Section Lines, Section 26
Beginning at the original } section corncr of sections 26 and 35,
heretofore descridbed:
Thence:
H, 0°03' K. along the north-south center line of section 26.
Over rolling land, through scattering timber and a scant undergrowth.
Low spur, projects N, 60° E,
At the center-south 1/16th section corner of soction 26:
Set an iron post, 3 ft. long and 1 in. in diameter, 30 ins. in the

ground, with brase cap marked:

51/16 f s 26
C
1949
Fork of Beaver Creek, (dry) drains N, 60° B,
Beaver Creek wash, (dry), drains S, 70° E.
At the intersection of the center lines of section 26:

Set an iron post, '3 ft. iong and 1 in, in dismeter, 26 ins. in the

ground at the center i section corner of section 26, with brass cap




o}

£4 €0
63.1¢
70.€0
73.60

20.00

14,28

20,03

25,08

W0 06

e, 10

I Y

57, 3¢

Lov spur, projecte S, B0°® K,

;luh. drairs N, 70* R, ' oo

""ha original 4 section corner of sections 23 and 26, whad by an &

:Land, rolling and broken desert.
'Sotl, sandy to rocky clay loanm,

The original § section corner of sections 26 and 27. narked by an

i.um rolling and droken desert.

Subdivision of Section ldnes, T. 30 8., R, 11 B %/ 3

. ;1;; ' e
1949

Low spur, projects K.

Yash, drains S. 60° K, .

vost, 1 in. in diameter, conforming to the record

Timber, dwarf Juniper.
Undergrowth, shadscale, weeds, and grass.

RBast-west Center Line of Section 26 ‘

Spsinning at the 4 section corner of sections 25 and 26, heretofere
described:

Thence:

sest, nlong the east-west center line‘of section 26
Over broken land, through scattering timber and a -;anx undargrovth.Vk
Shallow wash, drains SE.

At the center-east 1/16th section corner of section 26:

Set an iron post, 3 ft, long and 1 in. in diameter, 30 ins, in the
ground, with brass cap marked: \

E 1/16

c c

S 26
1949

Haise a mound of stone, 23 ft. base and 2 ft; high noa"th of the
Rocky spur, projects SE, '
The center % section corner of sectio!'x 26.
Aasin-lixe wash, drains S,

Hdo2ky spur, prolects S,

BeaTer Creek wask, draias SBE.
rost, 1 in. in diameter, conforming to the record.

SQ.‘. rravelly to rocky clay loas.
Tisder, lwar! Juniper.
Undergrowth, shadscale, weeds, and grass,

W & O T SO VNS ¢ WS S=-ENE



23,40
31.70
34.80

40,00

k.70
14,95
17.80

20,03

21.95
| 40,06

Bubdivisiop-of-Bection Iines, T, 30 S., R, 11 E.

‘¥, 30° B,

North-South Center Iine of the SE Quarter of Section 26

Beginning at the oast 1/16th section corner of sections 26 and 35:

Thence:

N. 0°03* B, along the north-south center line of the SE, quarter of
section 26,

Over‘brokan land, througﬁ scattering timber and a scant undergrowth.
Dim, old ioad. bears W, and NE,

South bank of Granite Wash, bears N, 30° E. and S. 30°W,, wash drains

¢

At the intersection of the center lines of the southeast quarter of
section 26:

Set an iron post, 3 ft, long and 1 in. in diameter 30 ing. in the
ground at the southeast 1/16th section corner of section 26, with brassg
cap marked:

SE 1/16

S 26

1949

North bank of wash, bears S, 30° W, and NE.

Beaver Creek wash, drains E,

Low spur, projects S, 60° E,

The center-esast 1/16th section corner of section 26.
Land, rolling and broken desert.

Soill gravelly to rocky clay loam.

Timber, dwarf Jjuniper.
Undergrowth, shadscale, weeds, and grass.

Eagt-West Center Line of the SE, Quarter of Section 26
Beginning at the south 1/16th section corner of sections 25 and 26:
Thence:

N, 89°59' W, along the east-west center line of the SE. quarter of
section 26.

Over rolling land, through scattering timber and a scant undergrowth.
Spur, projects N,
Dim, old road, bears N, and S,

East bank of Granite Wash, bears N. 10° B, and S, 10° W,, wash drains
N. 10 ° E.

The southeast 1/16th section corner of section 26.
West bancof wash, bears N, 30° E, and S,

The center-south 1/16th section corner of section 26.

lend, rolling to broken desert.

8011, gravelly to rocky clay loam.




Subdivision of Section Lines, T. 30 S., R, 11 B,

‘T4icher, dwarf juniper.
‘Undergrowth, shadscale, weeds, and grass.

General Description

re land in sections 25 and 26 is mainly a roll!.ng to brohan desert,
Tre e0fl iz the draws is a loose, sandy to gravelly clay loam, and |
the slopes this becomes very rocky. A widely scattered growth of
dw-rf funiper is to be found throughout the area, and pinon pine gre
on the more rocky slopes. The undergrowth consiste of:a scanty stamd
of shadscale, weeds, and gramma grass, In both Granite and Beaver

waskes there is-an intermittant stream of water during the wet seasen..
o one is living in the srea, and no indication of commercial deposi -
nf =ineral were encountered, although it is in the general area beig ¢
‘prosracted for fissionable material. ‘

B 5 A GRS FREIRNS G ¢ SN AS-SERED-3
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85 CERTIFICATE OF CADASTRAL EX

x..__,___w’ e %m-rmmm
M‘-'-/’.S

pursuance of special mstruchombearmgdateofﬁne_-jnth;__dayof___m_.m____. :
I have sorwerad _dependently ;

of the ____Salt lake Meridian, in the State of
represented in the foregoing field notes as having been executed by me and under my.direction ; and M
said survey has been made in strict conformity with said instructions, the Manual of Instructions for tke
Survey of the Public Lands of the United States, and in the specific manner described in the foregoing

field notes. )

Salt leke City, Utah W et
: Robert C.

Appil 9, 1950 . __Qada.siu:al_hginam__,...-_....______

CERTIFICATE OF APPROVAL

BUREAU OF LAND MANAGEMENT,

Washington, D.C,, NOV. 8 1956 19

The foregoing field notes of thesurweyxt _the..dependent_msnrm.-nf...portions--ni--tha.._.-.;
boundaries. and suryey.of part of the subdivision-of-ssction.lines .of..Sactions. aj.and
26.in  Township.30.Sonth, Bange 11 East af the Salt Leke Neridisn, Utah. ... ... ...




UNITED STATES
DEPARTMENT OF THE INTERIOR

BUREAU OF LAND MANAGEMENT

FIELD NOTES

of the

; . ..Dependent Resurvey of the West Boundary

Of the Salt. lake Meridian,

the State of Utoh

EXECUTED BY

Andrew Nelson, Cadastral Engineer

Robert C. Yundt, Cedestral Inginser

nder special instructions dated Jung .30 , 19.49.., which provided

r the surveys included under Group No. ..372 ., approved July 18, 1949
d supplemental special instructions dated August 26, 1249 and March 14, 1952,

gved .Septembe 049 apd, April 14, 1952, respectively.
R TR snhonE ShstPactions Hdeba e e S A 15.’9-,1.%2

Survey commenced September 1 , 19.46.

Survey completed July 15 , 19.52
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T. 29 S., R, 8 E,

The following field notes are those of the surveys and resurveys
outlined in special instructions dated June 20, 1949, supplemental
special instructions dated August 26, 1949, and supplemental special
instructions dated March 14, 1952, all for Group 372, Utah.:

Special instructions dated June 30, 1949, approved July 18, 1949,
provide for in T. 29 &,, R. 8 E., the dependent resurvey of sections
3, 10, and 15, and adjacent sections if necessary, and the subdivi-
sion of said sections that will determine the extent of tresspass on
the public domain.

Supplemental special instructions dated August 26, 1949, approved
September 13, 1949, provide for in T. 29 S., K, 8 E., the dependent
resurvey of sections 19, 20, and 30, and the subdivision of those
sections necessary to mark the boundaries of the public domain
therein, together with the usual limited and necessary retracement
and restoration of lines adjacent to the new work.

Supplemental special instructions dated Mareh 14, 1952, approved
April 14, 1952, provide for the completion of the resurvey of the
north and west boundaries, the recurvey of thre west / miles of the
south boundary, the resurvey of tre oripinally surveyed portion of
the subdivisinn, and the comrlotion survey of the sovth boundary and
subdivision. ’

The north boundary. was oripirally survered by A.D, Ferror, in 1823,
and was recurveyed ac snown in the official record of the survey and
resurvey of T, 20 L., r, B E,, Urour 283, Utah, The west boundary
was originally surveved oy A.D. Ferrom, irn 1€¢3, ard resurveved by
A. Jessen, in 1891, Tlre west 4 miler of the south boundary were
originally survered oy A.D. Ferron, ir. 1722, This portion of the
boundary was resgurveved, and the eact 2 milec curveved, as chown in
the official record of I, 30 L., i, 8 E., uroun 380, Utah., Thre east
boundary of the townshi; was surveved by Elliot Bird, in 1919, under
irstructiors for the survey of T, 2, C., . 9 E., Sroup 60, Utah,
A1l of the rubdivision of T. 23 ., %, € E., except secs. 1, 12, 13,
14, 23, 24, 2¢, 26, 35 and 36, were survayed by A.D. Ferren, in 1803,

The surveys outlined ir specisl instructions deted June 20, 1949, =2nd
surplemental special instrintione dated Awmict 26, 1949, were execubed
ny tobert C. Yundt, Cadastrsl Engineer, usire “uff and Zuff solar
trarsit, sarial No. 14191. Tre surveys outlined in supplemental
special instrictions dated Mareh 14, 19° | were executed by Andraw
¥elszon, Caductral Engineer, using a turley solar transit, =serial No.
32871. The instruments are rorstructed in accordance with the stand-
ard specifications of the Hureau of Lend Managemert. Foth instrumentg
have full vertiesl circles with double verniers. The horizontal 1imb
of ea~h instrument has two deuble verniers placed opposite to each
other ard read to sinple minules of arc, whish 1s also the least
count of the verniers of the latitude and declination arcs, and
vertical circles, The directinng of the lines of this survey were
determined by the solar transit method and also by deflection angles
from true meridians determined vy daylight observetions made upon
Polarie during the progress of the work. The instruments were tested
and kept in good zdjustment tr.roushout the progress of the survey.

The mezcurements were made with narrow steel ribbon tapes 8 chains
in length. The tapes were greduated every link for the first 100
links &nd thereafter at intervals of 10 links. The tapes were tested
and found correct, comparison being mede with a Iufkin standard steell
tape 1 chain in length. The measurements were made on the slope,
the vertical anples determined with clinemeters in good adjustment,
ard the slope measurements properly reduced to true horizontal
distarces which only appear in this record.

The geographic position of the CE. cormer of T. 29 S,, R, & E., as
furnished with the sgecial instructions for the survey of this town-
ship, is latitude 38° 14' 02" N., and longitude 110° 59! 30" W,

The magnetic declination at this point is 16°15' E.
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v

Chains

2.11

12.80

L0.06

41,50

22.12

'Soil, sand and blue clay, mixed with rock.

Reestablishment of surveys executed by LJD. F@rron,
in 1883, and resurveyed by A. Jessen, in i89

Commence at the cor. Ts., 29 and 30 S., R. 8 E., markad by an
post, 3 ins. in diam., confonnlng to the record of tho 1952 surve
of T. 20 8., R. 8 E., Group 380, Utah.. ‘

Thence:

M. 0°05' E,, along the W. bdy. of sec. 31, T. 29 S., R. 8 E,

Cver broken and rolling land, through very scattered juniper tlmbqr;;
ascend 180 ft. over SE. slope to top of bluff. - '

The original cor. of Ts. 29 and 30 S., R. 7 E.,~markad'by a quartzite
20 x 16 x 6 ins., properly marked, set, and witnessed. This cor. was
set by A. Jessen, in 1891, during his resurvey of & portion of W.
bdy. of T. 29 S., R. 8 E., as the cor. of Ts. 29 and 30 S., Rs. 7'
and 8 E. Cor. is witnessed by 2 bearing trees as follows.

A juniper, 4 ins. in diam., bears S. 72°30' W,, 44 lks. dist.,
upon which I find dim scribe marks.
A juniper, 10 ins. in diam., bears S. 65° 45' W., 96 lks,. dist.,
upon which I find dim scribe marks.

Continue on same line with continuous measurement .

Top of bluff, faces NW. and bears NE. and SW.; ascend 60 ft. to the }
4 sec. cor.. from bace of bluff..

Point for the % sec. cor. of sec. 31; there is no remaining evidence f
of the original % sec. cor.

Sat. an iron post, 2 ft. long, 1l in. in dlam., 27 ins. in the ground,gt
with brass cap marked

1% s31
1949

Deposit broken glass at the base of the post.

Ascend 20 ft. to spur.

Rocky spur, slopes SE.; descend 250 ft, to the sec. cor.
Low spur, slopes E.; continue descent.

Point for the cor. of secs. 30 and 31; there is no remaining evidence
of the original sec. cor. i

Set an iron post, 30 ins. long, 2} ins. in diem., 27 ins. in the
ground, with brass cap mkd. :

T298
R7E  REE
530
531

1952

Raise 3 emall mound of stone around the iron post.
Land rolling and broken low hills and benehos.

Timber, a few scattered scrub juniper.
Undergrowth, short shadscale, greasewood, weeds, and browse.

& 6 COUDERINE GRINIING SOUNNS. - . . BO—GEEEE.S
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. ‘59(1

1.50

11.00
33.40
40.06

1.80
3.40
6.60
g.60

19.50

19.93

24,80
33.320
37.50

38.30
39.86

| Over rolling and broken bench land, through very scattered timber

-DERENDENT RESURVEY OF THE WEST BOUNDARY OF T. 29 S., R, 8 E,

N. 0°05' E., along the W. bdy. of sec. 30.

and short undergrowth; ascend 20 ft. to rim of bench.

Enter rolling top of bench, bears S. 80° E. and N. g0° W.; thence
over rolling top of bench.

Utah State Highway No. 24, bears N. 80° E, and S. 80° W,

Low spur, slopes W, ‘

The original *.599' cor. of secs. 25 and 30, marked by a sandstone,
12 x 10 x 8 ins., loosely set in the ground and small mound of stone,
marked 4 on W. face. . } '

At the corner point

Set an iron post, 3 ft. long, 1 in. ir dier., 27 ins. in the ground,
with brass cap mkd. .

2 Cany
4U

1949

Deposit the stone cor. monument inverted, alornpside the iren post.

N. 0°05' E., beginﬁing neﬁ measurement.
Bend ir wash, drains N, 10° K., from the &A.
Hécross wasgh, draire NE.; ascerd 90 ft. over eteep CE, slope to spur,
Top of spur, slopes E.

Chort rocky draw, drains E.; ascend 95 ft.

Low rise, bears E. and Vi,

Point for the N. 1/16 sec. cor. cf sec. 30, "t midpoint.

Set &n iron post, 3 ft. leng, 1 in. ir diam., 28 ins. in the ground,
with brass cap marked

N 1/16
530
1949

Deposit broker glass at the base of the post,
Low epur, slopes NE..
Fence, bears SE., and NW, 50 lks. dist., thence W.

Top of the right bank of Pleasant Creek, bears N, 70° W, and S. 70°
E.; thence across creek which flows C. 70° E,

Top of left bank of Pleasant Creek, bears N. 70° W, and S. 70° E,

Point for the cor. of secs. 19 and 30, at proportionate distance;
there is no remaining evidence of the original cor. set for secs.
19, 24, 25, and 30, found,.

Set an iron post, 3 ft. long, 2 ins. in diam., 28 ins. in the ground,
with brass cap mkd.
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3.35
3.70

13.10
19.00

19.93

<.30

35 .00

35.86

. Land, -rolling and broken blue clay and sandstone hill®, i*i.if

. o « T295 IS Le Soa !
R7E R8E
. S .
830 -
1949

Depoéit broker. glass at the base of the post.

So0il, sand and clay, mixed with rock. i .
Timber, very scattered scrub juniper and pinon. = - G
Undergrowth, short shadscale, greasewood, browse, and weeds. . |

. B (L

N. 0°05' E., along the W. bdy. of sec. 19.

Over rolling and broken land, through very scattered timber and
short undergrowth; over bottom lands of Pleasant Creek.

Irrigation ditch, 10 lks. wide, 2 ft. deep, drains E,

Base of clay hill, bears NE. and SW.; ascend 260 ft. over steep
S. slope. '

Rocky ledge and spur, projects S. 80° E.; descend NE. slope.

Gulch, 80 ft. deep, drains S. 80° E.

Point for the S; 1/16 sec. cor. of secs. 19 and 2, at midpoinﬁ.

et an iron post, 3 ft. long, 1 in. in diam., 28 ins, in the grouﬁd,“
with brass cap marked . . . . ’

S.l/lé . . . ‘. [
S24 | s19
1949

Deposit broken glass at the base of the post.

"Top of small mesa, 40 ft. above cor., bears E. and N. 80° W.;" thence

over flat top of mesa,

Leave flat top of mesa, bears E. and W.; descend 150 ft. over rocky
N. slope to the 4 sec, cor.

The original 3 sec. cor. of secs. 19 and 24, marked by a trachyte,
22 x 12 x 8 ins., firmly set, marked 4 on W. face.

At the corner point

Set an iron post, 3 ft. long, 1 in.. in ddam., 24 ins. in the ground
and ir. a mound of stone to top, with brass cap marked

3
s | s19 '
1949 o

Deposit the stone cor. monument inverted, alonééide the iron ﬁoat.

Thence:

N. 0°08! E., beginning new measurement.

6. 5. CUSIIUNIE SNNNS SIS ;. .o MP-SI4
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DEPENDENT RESURVEY OF THE WEST BOUNDARY OF T. 29 S., R, 8 E,

7.80
B.60
9.80

11.30

20.435

21.30
31.50

40.87

2.00
3.70
10.40
15.00
26,20
39.23

*TChaing

Descend 220 ft. over steep N. slope to the Dirty Devil River.
Base of descent, bears NE. and SK.; thence over bottom lands of riven
Clay bank, 4 ft. high, bears NE., and SW,

Right bank of the Dirty Dévii‘River, bears NE. and SW,; thence across
river which at this point flows NE.

Left bank of the river, bears NE. and SW.; ascend 290 ft. over rocky
SE. slope to .spur. .

Point for the N. 1/16 sec. cor. of secs. 19 and 24, at midpoint.,

Set an iron post, 3 ft. long, 1 in. in diam., 28 ins. in the ground,
with brass cap mkd.

N 1/16
s24 | 819
1949
Raise a small mound of stone around the post.

Small draw, drains S. 80° E,

‘ Spur, 290 ft. above rivér, slopes E.; descend 160 ft. over ledgy N.

slope to the cor.

The cor. of secs., 13, 18, 19, and 24, marked by a trachyte, 16 x 12
X 5 ins., firmly set, marked 3 notches on N, and S. edges.

At the corner point

Set an iron post, 3 ft. long, 2 ins. in diam., 20 ins. in the ground
to solid rock and in a mound of stone to top, with brass cap mkd.

T298
R7E  R8E
S1 518
S24 | s19

1949

Deposit the cor. stone inverted, alcngside the iron post.

Land, broken breaks of the Dirty Devil River,

Soil, sand and clay with a rocky surface.

Timber, a few scattered scrub juniper and pinon.
Undergrowth, short shadscale, greasewood, browse, and weeds.

N. 0°33' E., bet. secs. 13 and 18, o

Descend gradually over broken rocky land, through very scattered
timber and short undergrowth.

Rocky draw, drains S, 70° E.

Small spur, projects SE,

Draw, 50 ft. below cor., drains SE.

Base of abrupt ascent over SE. slope, bears NE. and SW,
Top of bluff, 310 ft. above draw, bears NE. and NW,

The % séq. cor. of seecs. 13 and 18, marked by a tr%chyte stone,
18 x 8 x 6 ins., firmly set in the ground, marked 3 on W. face.

At the cor., point, on top of point from mesa.

Set an iron post, 3 ft. long, 1 in. in diam., 28 ins. in the ground,
with brass cap marked
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DEPENDENT RESURVEY OF THE WEST BOUNDARY OF T, 29 S., R, 8 E,

T Chains

0.40
19.00

41.70
43,90
44,32

19.5

23.50
29.50
36.70

40.00

i E
"s13 | s18
1949

Deposit the stone cor. monument inverted, alongside the iron post.

Thence:

M. 0% W., beginning new measurement.

Top of N. rim of point from mesa, bears E. and W.; descend 300 ft.

! over steep N. slope.

! Wash in draw at base of descent from mesa point, drains N, 80° E.;

thence over rolling land.
Wash, drains E.; ascend 35 ft. to low rise.
Low rise, bears E. and W.; descend 10 ft. to cor.

The cor. of secs. 7, 12, 13, and 18, marked by a trachyte, 20 x 12 x
6 ins., properly marked, set in a small mound of stone.

At the cor. point:

Set an iron post, 30 ins. long, 2} ins. in diam., 4 ins. in the
ground to solid rock and in a large mound of stone to top, with brass
cap marked :

T29S
R7E  REE
12 | S
513 | S18

1952
Deposit the stone cor. monument inverted, alongside the iron post.,

land, broken clay, shale, and sandstone hills.
Soil, sand and clay.

Timber, very scattersd scrub Jjuniper and pinon.
Undergrowth, short browse and weeds.

Note: The north 2 miles of this boundary are out of limits and
cannot serve as a basis for subdivision of T. 29 8., R. 7 E. There-
fore, these lines are resurveyed as the west boundary of T. 29 S.,
R. 8 E., and new corners are established for T. 29 S., R. 7 E. at
regular intervals of latitude north of the cor. of secs, 7, 12, 13,
and 180 -

N. 0°03' W., along the west bdy. of sec. 7.

Over rolling blue clay and sandstone hills, through very scattered
timber and short undergrowth,

Enter low rocky outecroppings, bears E. and W.

Top of low ridge, bears E. and W,

Low ledge, slopes YE.

Small wash, 3 ft. deep, drains NE,

Point for the % sec. cor. of sec. 12, T, 29 S,, R. 7 E,

Set an iron post, 30 ins. lone, 25 ins. diam., 18 ins. in the ground,
with trass cap mkd.

1
s12 |
1952

9. 5. GOVEANNENT PRINTING OPFICR 16—28520-1
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40.60

37.60
39.40

40,7C

4
'

,‘Tha Fy séc.'cor. originally established for secs. 7 and 12; m;rked by

Build a mound of stone, 3 ft. base, 1 ft. high, W, of cor.

A trachyts stone, 15 x 10 x 3 ins., firmly set in a small mound of
stone, marked 4§ on W, face. This point now functions as the cor. of

8ec, 7 only.
At the cor. point:

Set an iron post, 30 ins. long, 2} ins. diam., 12 ins. in the ground
and in a mound of stone, 3& ft. base, 18 ins. high, with brass cap
marked

%

87
1952

Deposit the original stone cor. monument alongside the iron post .

Thence:

N, 0°31! E., beéinning new meésurement.
Contirue over rolling land.

Kide shallow wash, drains CE.

Point for the cor. of secs. 1 end 12, 1, 29 £., n, 7 E,

Set an iron post, 30 ins. lone, 2. ins. diam., 24 ins. in the ground,
with brass cap marked

T29S
K7E  REE

«
__:Ll- o
g12 177
1952
suild a mound of ctone, 25 ft. base, 2 ft. high, N, of cor.

Corner falls on E. edge of road, bears N. and S.

Tre cor. originally establiched for secs. Ly 6, 7, ard 12, marked hy
a2 trachyte stcne, 13 x 12 x 7 ins,, firmly cet ir a small mound of
stcne, marked 1 notch orn N, edge and 5 notches on &. edge. This
point row functicns as tre cor. of secs, 6 and 7 only.

At the cor. point:

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in the ground,
and in a mound of store, 3 ft. base, to top, with brass cap marked

T29S,
R7E RgE
s1 Fﬁﬁ—
&7
1952
Deposit the original stone monument, inverted, alongside the iron
post. .

Corner 1s 1 chain W, of channel of Deep Creek.

Land » rolling .

Soil, sand and clay.

Timber, a few scattered scrub Jjuniper and pinon.
Undergrowth, short shadscale, greasewood, browse and weeds.

N. 0°35' E,, along the W, bdy. of sec, 6.

Over low rolling land, through very scattered short undergrowth,
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Chains
16.50.

24480
38.70

40.86

15.40

37.00

40444

Shallow wash, drains SE. .- \ ‘ v hRb
Deep Creek Wash, a wide shallow dry channel, drains SE.

Point for the % sec.-cor. of sec. 1, T. 29 S., R, 7/E; ;
Set an iron post, 30 ins. long, 2% ins. diam., 26 ins. in the ground}

with brass cap marked

s1
1952

Build a mound of stone, 33 ft. base, 30 ins. high, W. of cor..

The 4 sec. cor. originally established for secs. 1 and 12, marked by
a sandstone, 12 x 10 x 2 ins., firmly set in a small mound of stone,
upon which I find no visible marks but assume they have worn off the
stone. This point now functions as the 4 sec. cor. of sac. 6 only.

At the cor. point:

Set an iron post, 30 ins. long, 2} ins.diam., 18 ins. in the ground
and in a2 mound of stone, 3 ft. base, to top, with brass cap marked

%
86
1952

Deposit the original stone monument alongside the iron post.

Cor. %s 15 lkse W, of small wash, 5 lks. wide, 2 ft. deep, drains
S, 200 W,

Thence:

N. 0°26! E., beginning new measurement.
Continue over rolling land.

Wash, i5 Jks. wide, 2 ft. deep, drains SW,

Berd in small rocky wash, drains SW. from N. 5° W.; thence along E.
side of wash. -

The cor. of Ts. 28 and 29 S., Rs, 7 and 8 E., marked by an iron post|
2% ins. diam., conforming to the record of the survey of T. 28 S,,
K. 8 E., under Group 383, Utah.

Land, rolling,

Soil, sand and clay.

Timber, none.

Undergrowth, short shadscale, browse and weeds,

DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISICON, T. 9 S,, R, 8E.
Heestablishment of surveys executed by A, D. Ferron,
in 1883. '

The cor. of secs. 10, 11, 14, and 15, is marked by a sandstone, .
2l x 9 x 9 ins., firmly set in a mound of stone, marked 4 notches on
S. edge and 2 notches on E. edge. '

At the cor. point:

Set an iron post, 3 ft. long, 2 ins. in diam.,, 28 ins. in the ground ¢
with brass cap mkd., : ’ . )

6. 5. SOTREINNY SRRSO SOUINE. W—snie-1
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96

Chains

10.00

22,00

26.00

38.29

40.00.

- 50.00 .

80.00

82.50

82.69

T29S REE
510 ] S11
. 815 | 514
1949

Deposit the stone cor, monument inverted, alongside the iron post.

.Thence, from the above cof;

East, along.the S. bdy; of.sec; 11.
Ascend gentle W. slope of barren clay and rocky valley land.

Enter blue clay hills with a general northerly and southwesterly
exposure and drainage; continue gradual ascent along bottom of long
wide draw,

Shallow waéh, in bottomlof draw, drains N. 85° W.; continue up draw.

Thence‘along,s. edge of clay hills and N, edge ‘of hollow or draw,
bears N, 85" W. and S. 89° E,

Point for the N. % sec; cor, of séc. 14, at a point, West 40.00 chs.
dist., from the true point for the SE. cor. of sec. 14,

Set an iron post, 30 ins. long, 2% ins. in diam., 24 ins. in the
ground, with brass cap marked

I s1
1952
Raise a small mound of stone around the post.

Cor. post set on gradual S. slope, 80 ft. above the sec. cor.

Point for the S, ﬁ'sec. cor, of sec. 11, at record distance; there is
no.remaining evidence of the original % sec. cor. of secs. 11 and 14.

Set an iron post, 30 ins. Yong, 2% ins. in diam., 24 ins. in the
ground, with brass cap marked

A

1952

small
Raise a/mound of stone around the post.

Post set on gradual S. slope, 1 ch. N, from edge of draw bearing E.
and W,, about 4 chs. N. of wash in draw draining W.

The W, base of mesa, bears N. and S.; ascend abruptly over nearly
inaccessible breaks of same.

The true point for the SE. cor. of sec. 11. The true point for cor.
falls on inaccessible face of ledge where it is impossible to set a
cor, monument,

Top of vertical sandstope rim, nearly 100 ft. high, and top of W,
rim of Caineville Mesa, 1120 ft. above the cor. of secs. 10, 11, 14,
and 15, bears N, 10° E. and S. 20° W,

Point for the witness cor.” for the SE., cor. of sec. 11.
Set an iron post, 30 ins. long, 2% ins. in diam., 6 ins. in the

ground to solid rock and in a large mound of stone to top, with
brass cap marked




97

- DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISION, T. 29'S., R, 8 E.

| Chains

31.00

38.00

£0.58

78.C0

31.16

T295
S11
WC
RBE
1952

S12

Cor. is East, 2.69 chs. dist. from the true point for the SE. cor,
of sec. 11. There is no remaining evidence of the cor. monument
originally set for secs. 11, 12, 13 and 14. -

Land, rolling talus slope and nearly inaccessible W. breaks of
Caineville Mesa. -

Soil, elay and sand.

Mile is nearly void of all vegetation.

‘Top of nearly vertical rim of mesa, bears N. 80° W. and S. 80° E.;

From the true point for the SE. cor. of sec. 11, which is West,
2.69 chs. dist. from the witness cor.

N. 0°56' E., along the E. bdy. of sec. 11.

Along inaccessible W, face of W. breaks of Caineville Mesa,

thence over rolling top of mesa through very scattered scrub timber
and short undergrowth, -

Point for the W. ﬁ’sec. cor., of sec. 12, at a southing of 40.00 chs,
from the cor. of secs. 1 and 12.

Set an iron post, 30 ins. long, 2% ins. in diam., 26 ins. in the
ground, with brass cap marked
| 4 512
1952

Raise a mound of stone, 3 ft. base, around the post.

Point for the E, % 8ec. cor. of sec, 11, at midpoint; there is no
remaining evidence of the original ﬁ'sec. cor.

Set an iron post, 30 ins. long, 2% ins. in diam., 26 ins. in the
ground, with brass cap marked

3 11 |
1952

Raise a mound of stone, 3 ft. base, around the post.

Contirue over rolling top of mesa.

Point for the cor. of secs. 1 and 12, at a northing of 80.00 chs.,
from the true point for the cor. of Secs. 12 and 13,

Set an iron post, 30 ins. long, 2% ins. in diam., 26 ins. in the
ground, with brass cap mkd.

7295 ReE
51

SL I S12
1952

Raise a mound of stone, 3 ft. base, around the post,

?oint for the cor. of secs. 2 and 11 at proportionate distance; thers
18 no remaining evidence of the original cor. set for secs. 1, 2, 11,
and 12,

Set an iren post, 30 ins, long, 2% ins. in diam., 26 ins. in the -

ground, with brass cap marked

. $. SOVEASNUNT PRINTING SrYICS 16—~38530-1
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Lo

RN S : 7295 R8E ’
. T, 82 »
51
. ‘811 .

. . . 1952 .

Raise 2 mound of stone, 3 ft. base, around the post.

»

‘- . | land, ralling top and br,;olcen inaccessgible W, ,braaks of Caineville
Mesa., .

So0il, shallow sand and rock on top of mesa and clay and shale on
‘ breeks. . ' ’
Timber ¢y very scattered scrub juniper and pinon on top of messa.
Undergromwth, short browse, grass, and weeds on top of mesa; breaks
of mese ‘are void "of vegetations

Neo 1°00' E., along the Ee bdys of sec. 2.

Over rolling top of Caineville Mesa, through very scattered scrub
timber and short undergrowth.

36,85 Point for the W, 4 sec. cor. of sece. 1, at & point which is a north-
ing of 40,0C chs. from the cor. of secs. 1 and 12.

Set an iron post, 30 ins. long, 2 inse in diam., in a large mound
of stone to top, over a cross. (X) cut on the sandstone surface rock,
with brass cep marked

;"-’Sl) " ’

1952

D

Cor. post is set on narrow heck of messz, and 1,00 che ‘fo the Ee. of
vertical W, rim of same,

. . - . o

* 40,58 Point for the 4 sec. cor. of sec. 2 at proportionate distance; there
. 1s no remaining evidencse .of the original 7 sece. cor. set for secs. 1
and 2, Mark a cross (X) on the sandstone surface rock, over whichs

Set an iron post, 30 ins. long, 25 ins, in diam., in a large mound
of stone to top, with brass cep marlked

3 S2
1952

Cor. post is set on narrow neck of mesa, sbout 2 chs. to the Z. of
vertical Yig rim.

Continue over rollimz top of mesa near W. rim of neck of same.

62460 Top of We end of small outcropping on top of mesa, about 1.00 che
E. of the vertical W. rim of same.

81,96 The cor. of secse 1, 2, 35, and 36, on the N, boundery of the town-
ship, marked by en iron post, 25 ins. in diam., conforming to the
record of the 1952 sunveys in Te 28 S.y, Re 8 -E., Group 383, Utah.

Lend, rolling top of Caineville- Mesa.

So0il, shallow sand and rock.

Timber, very scattered secrub juniper and plnon.
Undergrowth, short shadscele, browse, snd weeds.

The witness cors of secs. 34 and 35, on the S. bdy.' of the to;mship,
is marked by an iron post, 2% ins. in diam., conforming to the
record of the 1952 surveys in T, 30 Sey Re 8 Eu, Group 380, Utah,

EThence, from the true point for’ coryd, which is East, 1,15 chs's diste
from tHe witmess cor.

. N. 1°54". Eo" bet., 8€CS8e 3\4 and ,35. ¢
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Cheins

1:410
15440
KR 'yl

Eral7

Over broken blue clay and shale hills nearly void of vegetation;
descend 220 ft. over steep Ne slope to wash,

Gulch, 220 ft. below core., drains E,
Cley ridge, 180 ft. ebove gulch, bears E. 2nd W,
Guloh, 180 ft, below ridgey drains Be

Figh ridge, 140 ft. above guleh, bears E., and W.; desoond Ne slope
over numerous small washes and spurs. . ’

Point for the 3 sec. cor, of secse 34 and 35 at midpoint; there is
no remeining evidence of the original 3 sece cora :

Set =n iron post, 30 ins._ long, 2% ins. in dism., 26 ins. in the
rreund, with brass cap marked

&
4

) . . L) »

834 §356
1952
~aise & smell mo,xind of st‘one‘ around the, 'post. .
Post is set on N. slope, 320 ft. below ridge.
Continue descent over No slope.

Nash in draw, 200 ft. below the 3 sece core, drains Ne 20° We;
cantinue descent.

Shellow wash in wide drew, draeins northerly from the SWe; thence
alone general bottom of wash,

romt for the core of secs. 26, 27, 34, and 35, at proportionate
istarce; there is no remaining evidence of the original sec. oor.

Set en iron post, 30 ins. long, 24 ins. in diam., 26 ine. in the
rround, with brass cap marked .

1295 RBE
527 ’ 826
S34 | 835
13562
ieise & small mound of stone around the post,

Core is 400 ft. below the % sec. cor,

Land, broken clay and stale. hills,
5011, blua cley and shale. .
Lan? is nearlv void of all vegetation,

! no remaining evidence of the original ¢ seo. cor,

Set ar iron post, 30 ins. long, 2¢ ins. in diem., 26 ins. in the

e 0°28' E., bpte secs. 26 and 27.

“¥ur a serios of smull blue clay spurs and washes draining north-
westerlys, nearly void of vegetation. ’

Low svur, slopes SW,
Tash, in draw, 40 ft,. deep, drains NW,
Low s;:»,vr, sluves N. 50 W,

Polzt for the g sec. oor. of secs., 26 and 27 at midpoint; there is

[ [ ™
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ground, with brass cap marked

1
827 | s26
1952

Raise a small mound of Qtoﬁe around the post.
ishalio‘w diaw, drains NW, from the E.

Spur, 40 ft. above the % sec. cor., slopes NW,
Wash in draw, 60 ft; below spur, drains NW.
Low spur, slopes W.

Wash in shallow draw, drains NW,

Spur, 60 ft. above draw, slopes NW,

" Wash in draw, 100 ft. below spur, drains NW.

Point for the cor. of secs. 22, 23, 26, and 27, at proporticno*az
distance; there is no remaining evidence of the originsl cor,
monument.,

Set an iron post, 30 ins. long, 2% ins. in diam., 26 ins. in the
ground, with brass cap marked

T295 R8E

S22 | 523
527 | 826

1952
Raise a small mound of stone around the post.
Land, broken clay and shale hills.

Soil, shallow blue clay and shale,
Land is nearly void of any vegetation.

N. 0°41' E., bet. secs. 22 and 23.

Over broken blue clay and shale hills nearly void of 2ll vegstation;
ascend 60 ft. to spur,

Short spur, slopes S. 80° W,

Enter small valley draining northérly; thence along valley ércssing
and recrossing wash.

Point for the %'sec.'cor. of secs. 22 and 25, at midpoint on the E,
bdy. of sec., 22; there is no remaining evidence of the originszl
4 sec. cor. found.
Set an iron post, 30 ins. long, 2 ins. in diam., 26 ins. ir tre
ground, with brass cap marked
3
S22 | s23
1952

Raise a "small mound of stone around the iron post.

Continue along valley.
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Chains ‘ . R
69.20 Leave valley land, drains westerly and ascend S. slope of ridge,

74.60 | Top of shale and clay ridge, 140 ft. above the % sec. cor., bears
E. and W.

80.00 Point for the cor. of secs. 14 and 23.

Set an iron post, 30 ins. long, 2% ins. in diam., 26 ins. in the
ground, with brass cap marked - T .

T295 R8E .

S1 '

S22 }-55%— .
1952

Raise a sma2ll mound of stone around the post.,

80.34 The original cor. set for secs. 14, 15, 22, and 23, marked by a
sandstone, 10 x 10 x € ins., firmly set in the ground, marked 3
notches on £. edge and 2 notches on E. edge. This cor. will now
function for secs. 15 and 22 only. :

At the cor. point:

Set an iron post, 3 ft. long, 2 ins. in diam., 27 ins. in the ground
with brass cap marked

T29S RgE

s1
522 ' S14

1949
Deposit the original cor. monument inverted alongside the post.
land, broken blue clay and shale hills.

S0il, blue clay and shale.
Land is nearly void of all vegetation.

N. 009! ., along the E. bdv. of sec. 15.
Over broken blue clay and shale hills.
1.60 Clay spur, slopes N, 30° ¥,

34,10 Shallow draw, drains MW,

37.70 Low spur, slopea NW,

39.66 Point for the § sec. cor. on W. bdy. of sec. 14, at 2 northing of
40.00 chs. from the cor. of secs. 14 and 23..

Set an iron post, 30 ins. long, 2} ins. im diam., 26 ins. in the
ground, with brass cap marked d . .
I+ s14
© 1952

Raise a small mound of stone around the post.

40.62 Point for the E. % sec. cor. of sec. 15, at midpoint; there is no
remaining evidence of the original  sec. cor. set for secs. 14
and 15,

Set an iron post, 14 ins. long, 1 in. in diam., 10 ins. in a2 hole

¥. 5. COVERKNENT PRINTING OFFICK " 16—28590-1
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£ mm mmnxsmx, T. 2 S., R. 8 E.

i 515
r 1949
glnx'and uhsle spur,, 319pes N 30 W
Small drsw, drains ¥. 30° W,

.

‘I Spur, slopes ‘N. 30° W., abowt S cHs. to ‘end.

Point for the N, 1/16 sec, cor, E. bdy. sec., 15, at proportionate
distance.

Set an iron post, 3 £t. long, 1 in in diam., 27 ins., in the -round,
with brass cap marked

N 1/16
S15

1949
Raise a small mound of stone arcund the post.

66420 | Wash, 100 lks, wide, 1 ft. deep, drains NW.; leave clay hills ani
3 enter bottom lands of the Dirty Devil River, bears NE, and SW,
S . . . . .

78.10 | Wash, 10 lks, wide, 5 ft. deep, drains N, 50° W.
81.2L | The cor. of secs. 10, 11, 1k, amd 15,
Land, broken blue clay and shale hills.,

Soil, blue clay and shale.
Land nearly void of vegetation.

N. 0°52' E,, bet., secs. 10 and 11l.

Ovér bottom lands of the Dirty De'nl “f_wer', throurh scattered unler-
growth, :

20,155 | Point for the S. 1/16 sece cor.' of secs. 10 and ll, at prepertionate
distance.

Set an iron post, 3 ft. long, 1 in. in dlam., 2 ins. in the 7round,
with brass cap marked

S 1/16
510 | 811
1949
Deposit broken glass at the base of the post.
3L4.90 | Shallow wash, drains W.

L0.31 | Point for the }'sed. cor. of secs, 10 and 11, a% midpoint; there is
P AU no remaining evidenceof the original i sec. cor.

Set an iron post, 3 ft. long, 1 m. in dian., 28 ins. in the cround,
1 with brass cap'marked °

T et : S10] s11 |

_15L9

Y.t - T P . N
il FEEE e -

Ay N ™ """y
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Cnalins
-y e

27,00

Leposit broken glass at the base of the post.
0im ol i road, bears Z. and SW.

‘zrtical wank, 10 ft. high, bears NE. and SW.

[3¢]

Point or the M. 1/1% sec. cor. of secs. 10 and 11 at proportionate
Jistarce.

.

et an iron pest, 3 ft. long, 1 in, in diam., 28 ins. .in the ground,
i%h brass cap marked

N 1/16
S10 | 511
1949
Devosit “reiren vlass at the base of the post..

. of secse 2, 3, 10, and 11, marked by a sandstene, 15 x 10
ey fi-ml- set, mared 5 notches on 3. edge and 2 notchesron

-5
[CERSEEL

Lo cor. noint:

an iron vtost, 3 ft. long, 2 ins. in diam., 28 ins. in the ground,
S5 cap marked

T295 RBE
83 | 82

S10 | s11
1949
denosit broven ~lass at the base of the post.
"oig core is subjzet to overflow of the Dirty Devil River, therefore
at a point, £9%a71 E.y 2473 chse digt. from the true Ccor., on

LJ
line bet, secss 2 and 11, point for witness corner.

Setoan dron nost, 30 ins. long, 2 ins., in diam., 26 ins. in the
Troamdy Lk hrass ean marked

7295 ABE
53 | s2

1952
“loo o Il cenn: of stone arennd the post.
’ chkqg 2227 hills and rollint botiom lands of the Dirty Devil
< L‘_;.. Treoslar and shale, .

sororvti, slort shddgeale, zreaseyood, weeds, and browse.

Srvontg eir, of seese 2 and 11, on the W. bdy. of sec, 1.
Se TN L, heb, sccse 2 and 11,

Twer -oilint “op of Caineville ‘esa, throush very scattered timber
and short andergrowth,

Top of “. rir of mesa, bears IE. and S, 20° W.; from this peint,

0. 5. COVIRGRENY FUNETIOS GPYICE 0-—20000-t
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“Chains
U.S. Geological Survey triangulation station "Giles" which at the
time of this survey was under construction, bears S. 11°02'30" W.,
about 25 chs. dist. U.S5. Geological Survey triangulation station
"Black" which at the time of this survey was being constructed,
bears N. 55°35'W,
Descaend abrupt nearly inaccessible W. rim of breaks of mesa,

40.05 True point for the 4 sec. cor. of secs. 2 and 11 falls in breaks
where it is impracticable to set a cor. No trace of the original %
sec, cor, could be found.

47.50 Point for the witness § sec. cor. of secs. 2 and 11,

Set an iron post, 30 ins. long, 2} ins. in diam., 26 ins. in the
ground, with brase cap marked

S2

Fy - WC

S11

1952
Ve nccessories zvailable for cor.
Post set on K, slope at hase of talus clope of breaks of mera. bears
N, and £,, and 1185 ft. balow ton of rim of me=a,
From the cor., 8 blues clar spur projecting W., vears horth, abeut
3 chs, dist., arnd 2 blue clay svur projecting W,, bears Zouth, about
3 chains dist.
Thence, descerd gradual W. slore.

60.00 Entar nearly level sottem lands of the Uirty Devil River, bears
N. ard S.

77.37 The witness cor, of secz. 2, 3, 10, ard 11,

T7.FD Top of verticzl onter E, ternk of river, 15 ft, Figh, hears N, 10° #.
and &, 10° E.

25,10 lhe trme ror, of secc, 2, 3, 10, and 11, 125 ft. below the witness
% cec. ~or.

Land, broker talus slope 2nd ¥, breaks of Caineville Mesa.

Soil, blue clay and shale.

No timber except a few scattered scrmb juniper on top of mesa.
Undergrowth, scattered browse and wezds on top of mesa; remainder
of mile ir void of vegetation,

From the true point for the cor. of secs. 2, 3, 10, and 11,

M. 0°12' #., pet. secs. 2 and 3.

Over nearly level bottom lands af the Uirty Devil River, through
medium dense short undergrowth,

20.37 Point for the C. 1/16.sec..cor. of secs., 2 and 3 at proportionate
distance.

Set, an iron post, 3 ft. long, 1 in, in diam., 28 ins. in the ground,
with brass cap marked

S 1/16

s3 | s2

1949

L P
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|

n2rs

L3.74

L2.20

L2.90

56490

€2.00
59 .40
02,60

g2.18

1.2
2250

3.0.71F

!
|
; Continue ovar vottom lands of river.

|

!

!

I

' Deposit broken glass at the base of the post.

/State Hishway Ho. 24, bears NE. to Hanksville and SW. to Fruita, Utah,

Deposit broken glass at the base of the post.

Pcirt for the 3 sec. cor. of secs. 2 and 3 at broportionate distance
tners 1s no remaining evidence of the original § sec. cor.

Set an iron post, 3 ft. long, 1 in. in diam., 28 ins. in the ground,
with brass cap marked

%

S3 | s2
1949

Fencz, hears £, and W,

Top of right bank of the Dirty Devil River, bears NE. and SW.; thencg
across present channel of river, which at this point is a scattered
stream of shallow water flowing NE,

Tovp of left bank of river, bears NE. and SW.; thence across
cultivated land.

Leave bottom lands of river and cultivated land, bears NE. and SW.

Unimproved road, nears NE. and SW.
Utah

The true point for the cor. of secc. 2, 3, 34, and 35, on the N. bdy,|
of the township, which is S. 89°34' E., 33 lks. dist., from the
witnecs cor. of said sections, marked by an iron post, 2% ins. in
diam., conforming to the record of the survey of T, 28 S,, R, 8 E,,
iroup 383, Ttah, A ’

Land, rolling vottom lands of the Dirty Devil River.
Soil, deep clay and sand.

Mo timber.

Undergrowth, zrsasewnod, shadscale, browse, and weeds.

' markad by an iron post, 27 ins. in diam., conforming to the record

. 1°16' E., bet. secs. 33 and 34.

© Shallow wash, drains N. 20° W,

- ground, with Srass -ap marked

From the cor. of secs. 2 and 34, on the S, bdy. of the township,

of the survey of T, 30 S,, R, 8 E., Group 380, Utah.

Detcoand gradually over nearly barren clay flat, cut by numerous small
#3ch2s draining northwesterly into main wash draining northerly.

Nust, 20 ft. desn, drains N, 20° W,

Point for the witnass § sec. cor. of secs. 33 and 34.
Set an iron post, 30 ins. long, 27 ins. in diam., 26 ins. in the
W

s33 % g3,
1952

faise a small mound of stone around the post,

$- 6 SOVEIRNENT PRNFTISS SFVICY 1-—MI00-1
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Chains

L2.50
57,00

80.23

Point for the § sec. cor. of secse 33 and 3L at mid point; there is
no remaining evidence of the orlglnal % Sece cor.

True point for the } sec. cor. falls in bottom of main wash, at bend,
drains Ne 5° W. from S, 5° W.; thence along “E. side of main wash.

Wash, 25 1lks. deep,’ drains MW., about 3 chs. diste. to its Jurtetion
w1th maln wash drainine northerly.

Wash, 25 ft. deep, dralns NW., about 5 chs. dist. to its junction
with main wash,

Point for the cor. of secs., 27, 20, 33, and 3l;, at provortionate
distance; there is no remaininc evidence of the original sec. cor.
Set an iron post, 30 ins., long, 2% ins. in diam., 26 ins. in the
ground, with brass cap marked ‘

T295 ROE

S28 | 527
533 | 334
1952

Raise a small mouni of stune arocund ithe —ost.

Land, rollin: clay flats.
Soil, deep clay and shale.
¥ile is nearly void of all vegetation.

-Draw, 3120 ft. below spur, drains H.

-Long spur, 30 ft. -high, projecta li.

| Raise a small mound of stone around the post.

¥From the cor. of sees. 26, 27, 3L, ani 3°.

S. £9°0L" Wi, bet, secs. 27 and 2,

Cver broken blue e¢lay and shale hills nearlr void of all vegatation.
Tiraw, 30 ft, be ow cor., drains . 307 7,

Spur, €0 ft, above draw, projects . 297 &,

Short spur, 52 ft. above draw, sloves .. 20° L.

Draw, L7 ft. b;low spué, draing . 10° E.

Shallow draw, drains K.

Shallow draw, drains Ne

Low spur, slopes N.

Point for the 4 sec. cor. of secs. 27 and 3L at proport onate distance

there is no remaining evidence of the original - . SeCe COr,

Set an iron post, 30 ins. long, 2% ins. in diam., 26 ins. in the
ground, with brass cap marked

527

L «
<

s3ly
1952

b

-,

Y. 0, GOVERNMENT PRINTING OPPICE 18—28520-1
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Ghaing
46.70 .| Short low spur, slopes N/,
55.80 | Enter clay flat, bears N. and S.
78,40 -| Wash, 15 ft. deep, drains NMW. . .
80,80 | The cor. of secse 27, 28, 33, and 3L. ) . ]
Land, broken blue clay and shale hills and clay flat.
Soil, blue clay. . ' ‘
Land nearly void of all vegetation.
N. 0°33' E., bet. secs. 27 and 28,
" Descend graduallyjover nearly level clay flat nearly void of all
vegetation.
11.20 | Bottom of wash, 15 ft. deep, drains N. 20° V.
23,00 | Wash, 15 ft. deep, drains WW.
1,0.105| Point for the % sec. cor. of secse 27 and 28 at proportionate
distance; there is no remaining evidence of the original % sec. cor,
Set an iron post, 30 ins. long, 2% ins. in diam., 26 ins. in the
ground, with brass cap marked
s28 | s27
1952
Raise a small mound of stone around the post,
LC.60 | Top of S. bank of Sand Creek, bears NE. and SW.
L3.00 | Bottom of dry channel of Sand Creek, flows NE.
L8.00 | Top of ¥. bank of Sand Creek, bears NE. and SW.
55.00 | Sharp bend in dry channel of Sand Creek, drains N. 20° E. from the
E.
58.00 | Enter broken rocky land, bears NE. and SHW.
80.21 | Point for the cor. of secs. 21, 22, 27, and 28, at proportgonate
distance; there is no remaining evidence of the original sec. cor.
Set an iron post, 30 ins. long, 2% ins. in diam., 25 ins. in the
ground, with brass cap marked
T29S RBE
1952
Raise a mound of stone around the post.
Land, nearly level and rolling bottom lands.
Soil, clay and shale.
No timber,
Undergrowth, scattered short browse and weeds on Ne portion of mile

U, 6 COVERNMENT PRINTING OFYICK © 16—28520-1
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9.20
10,10
18.00
30,10

- 38,20
' 40.05

1.30
3.60
36.10
37,60
39.90
ho.éd

1.50

17.00

25.00

1.00 °

From the cor. of secs. 22, 23, 26, and 27.
S. 89°L8" W., het. secs, 22 and 27. -
Over broken blue clay hills nearly void of all vezetation.
.Low sho;£ spur, siopes Ne 70° W;
Low spur, slopes N. 70° W.
Shallow wash in draw, drain_ ¥, 70° W.
Low gpur, slopes N.
Low spur, slopes M. 25° W,
Wash in shallow gray, drains N.,?about 3 chs., thence ¥,

The + sec. cor. of secgs 22 and 27, mark d by a sandstone, 10 x 10
x 6 ins., firmly set in a small moun? of stone, marked -, ocn ¥, face.

At the cor. point:

Set an iron post, 37 ins. long, 2% ins. in Aiam., 2% irs. in the
ground, with brass cap marked

1952
Deposit the original cor. stone inverted, alonsside the nost.

Cor. set at the iE. bhase of low spur sloping .

Thences
S. 89°52' W., beginning new measurement,

Iow clay and shale spur, slores'!W.

w

Leave clay and shale hills and enter clay flat, bears I, ari
Top of vertical E., bank of Sand Creek, 25 ft. Righ, bears . and S.
Bottom of dry channel of Sand Creek, drains M.

Top of vertical W. bank of 5and Creek, 25 ft. hizh, berrs . and S.
The cor. of secs. 21, 22, 27, ani 28,

Land, flat and broken clay and shale hills.

5011, clay and shale.
Land nearly void cf all vegetation.

L. 0°6t E., bet. secs. 21 and 22,

Along broken E. slope of breaks to the W., through scattered short
undergrowth,

with 8and Creek.

| The NE. point of slow spur from the SW.

3

Wash in shallow draw, drains . 80° E. about 2.0 chs. dist, to its

Wash in shallow draw, drains iiE., aaoat 2 chs. dist., to iis Janeticrn

|
!
l
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDRVIS

PSR SN
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el

LreB2

Sunction with Sand Creek draining northerly, LR !
“oint for the % sec. cor. of secs. 21 and 22 at: propord! pate

iistance; there is no remaining evidence of the original R Bec. cof

Set an iron post, 30 ins. long, 2* ins, in diam., 18 ins.! in the
zroard to solid rock and in a large mound of stone to top, with bras
cans ~arked : :

. by . . E Pl

4 .
© sa1| s22 .
1952 ° )

Uerosit 3 niece of petrified wood alohzside the post.
Cor. 1s set’ on 5. 5lope, about 6 chs. W. of channel of Sand Creek.
anistore rim, £ ft. high, faces’S. and bears E. and SW, '
Yocry spur, slopgc NE.

wnallow draw, drains . 7Q° E.

The cor. of secs. 15, 16, 21, and 22, marked by a'sandstone, 21 x 11 |
¥ 13 ins., firmlv set in the ground, marked 3 nidtches on E. and S.
edsag,

At she eor, rotob:

‘et an iror rost, 3 ft. lonz, 2 ins, in diam., 11 ins, in the ground,

to 50lil rock and in a large mound of stone to. top, with brass cap

mAaryesd

T295 RBE
516 | 515

1949

.

s

~eposi. tie original cor. stons inverted, alongside the posy.
Land, broken shalc and sandstona.
Scil, recwy san? and clay,

Moo LiMier.

YUnderarowthy scattered shadscale, greadewood, browse, and weeds,

v

Freaothe cire of secse 15 and 22, on the W, bdy. of sec. 1.

Se #7°L3' W,, tet, secs, 15 and 22,

fver Browen sanistene, clay, and shale hills, through very scattered
-3t iniertrowth,

Tow s™ir, slones VW,

"allov iraw, dratng ", . . et .

Lov svnup, sloras 'Y,

lev oor, slores Y,

Shallow drak, 4mins X,

low stur, slep s e 20° W,
. * *

folnt lor i | sece cor. of secss 15 and 22 at midpoint; there is

© & CONRRIND SIS S G
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v

145,10
L7.00
51.80

63.30

66470
76490
81.64

28.30

L0.97

51.25
61,155

remaining evidence of the original % S€Ce COr.
At the cor. point:

Set an iron post, 3 ft. long, 1 in. in diam., 28 ins. in the ground,
with brass cap marked

515

1
S22

. . .1949

Deposit broken glass at.the base of the post and raise a small.mound
of stone around same,

Shallow draw, drains X,
Low spur, slopes N.

small wash, drains N. 20° W., about 5 chs. dist., thence W. into
Sand Creek.

Top of E. bank of Sand Creek, bears N. and 5.3 thence across dry
channel of creek draining H.

Top of W. bank of creek, bears M. and S.

Top 6f rock§'1edge, féces E.‘and béars N. and S.

The cor. of secse 15, 15, 21, and 22, 140 ft. above Sand Creek.
Land, broken shale and clay hills,.

Soil, shale, clay, and sand,.

No timber.
Underzrowth, scattered short shadscale, browse, and weeds.

¥. 0°13' E., bet. secs. 15 and 15,

Over broken SE. slope of reef, through very scattered short under-
growth.

Tov of sandstene and shale reef, 130 ft, above cor., faces W, and
bears YE. and SW.; descend ledgy M. slape.

. hi . . .
Point for the i .sec. cor. of secs. 15 and 16 .at midpoint; there is
no remaining evidence of the original , sec. cor.

Set an iron post, 3 ft. long, 1 in. in diam., 28 ins. in the gmound,
with brass cap marked

2
516 | 815

1949
Deposit broken glass at the base of the post.
From this % sece COre, U.S. Coast and Geodetic Survey bench mark
¢ 25, set in 193L, bears N. 15°08' W,, 13,17 chs. dist. Point is
marked by a regulation brass tablet set in concrete, and is located
6n E. side pf State, Highway No. 24.
Wash, 20 lks. wide, 6 ft. deep, drains Y. 30° E.
Point for the N. 1/16 sec. cor. of secs. 15 and 16 at midpoint.

Set an iron ﬁdst, 3 ft. long, 1 in. in diam., 28 ins. in the ground,

Na 5. GOVERNMENT FRINTING OFFICE 16—28520-1
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Chains
with brass cap marked
N 1/16
. S16 1315
19L9
Deposit broken glass at the base of the post.
From this cor., U.S. Coast and Geodetic Survey bench mark C 25, get
193L, bearg S. 2L°20' W., 8.52 chs. dist.
59.L0 | County road, unimproved, bears NE. to Hanksville and SW. to Fruita.
59,70 |Top of right bank of the Dirty Devil River, 15 ft. high, bears NW. and
Se 30° E.; thence across river which is a shallow scattered muddy
stream flowing S. 30° E. ,
75.20 |Top of left bank of river, 15 ft. high, bears MW, and S, 30° E.
BL.9L | The cor. of secs. 9, 10, 15, and 16, marked by-a trachyte stons,
1 x 10 x 7 ins., firrly set in mound of stone, marked L notches on
S. edge and 3 notches on E. edge. . .
At the cor. point:
Set an iron post, 3 ft. long, 2 ins. in diam., 6 ins. in the ground
to solid rock and in a large mound of stone, with brass cap marked
T29S RSE .
S9 | 510
. 516 | S15
19L9
Deposit the stone cor. monument inverted, alongside the iron post.
Land, broken sandstone and shale ledges and botton lands of the Dirty
Devil River,
Soil, blue clay and sand,
No timber. .
ndergrowth, short shadscale, greasewood, browse, and weeds.
From the cor, of secs. 10, 11, 1L, and 15.
M. 899507 W,, bet. secs. 10 and 15.
Cver bottom lands of the Dirty Devil River, through scattered short
underzrowth,
12.00 | Vash, 20 lks. wide, 12 ft. deep, drains NW.
20.2€ | Foint for the K. 1/16 sec. cor. of secs. 10 and 15 at proportionate
dlstance,
vet an iron post, 3 ft. long, 1 in. in dian., 28 ins. in the ground,
wWith brass cap marked -
E 1/16
S10
515
1949
Deposit broken zlass at the base of the pbst.
. Y - . - 2 ) SR
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63.80.

74410

8l.12

19,90

;}; « .. ... DBPENDENT RESURVEY OF A PORTION OF THE SUBDIVISION, T, 29 S., R, 8 E,
Chains :
22,80 Top of vertical right bank of the Dirty Devil River, bears NE. and

SW.; thence across river which is a scattered stream of muddy water,
24,20 Top of left bank ofhriver, 3 ft. high, bea;s NE. aﬁd SW.s conﬁinue
-across bottom lands of river. . . .
38.20 Leave bottom lands of river and ascend E. slope of spur, bears NE.
, and SW, . . .
38.70 Irrigation canal, 15 lks, wide, 2 ft. deep, drains NE.
39.80 Utah State Highway No. 24, bears NE. to Hanksville and SW. to Fruita.
40,56 Point for the 4 sec. cor. of secs. 10 and 15, at proportionate
distance; there is no remaining evidence of the original % sec. cor.
Set an iron post, 10 ins. long, 1 in. in diam., é ins. in a hole
drilled in the solid sandstone, with brass cap marked
[
L _S10
4 S1%
) 1949
Continue ascent over E. slope of spur.
46.40 Top of spur, 160 ft., above bottom lands, slopes S., about 5 chs.
distant to end; descend steep W. slope.of spur.
49.50 The W, base of épur, bears N, and £.; thence over bottom lands of
river,
55.10 Recross Utah State Highway No. 24, bears SE. and N, 70° W,
57,20 Recross Utah State Highway No. 24, bears N, 70° E, and S, 70° W,
60.84

Point for the W, 1/16 sec. cor. of secs. 10 and 15, at proportionate
distance.

Set an iron post, 3 ft. long, 1 in. in diam., 30 ins. in the ground,
with brass cap marked

W 1/16
$10_
$15

1949

Dsﬁosit broken glass at the base of the post.
Small wash, drains S. 10° E.

Leave bottom lands of .the Dirty Devil .River .and ascend steep E.
slope, bears N. 20° E. and S. 20° W,

The cor. of secs. 9, 10, 15, and 16, 160 ft. above bottom lands.

Land, rolling bottom lands of Dirty Devil River,

Soil, deep sand and clay.

No timber.

Undergrowth, short .shadscale, greasewood, weeds, and grass.

N. 6°40’ E., bet. éecs. 9 and 10.

Over general E. slopé of broken ciay and shale hills, through
scattered short undergrowth,

Top of ascent on spur, slopes NE,; descend abrﬁpt N. slope.
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Chains

33.70
37.20
40.805

58.80
67.40
68.60
76.60

81.61

10.40

11.40
12.30
12.60

20.35

Wash in large main draw, 180 ft. below spur, drains E.

Spur, 100 ft. above draw, slopes SE.

7P01nt for the ¢ sec. cor. of secs. 9 and 10 at midpoint; there is no
remaining evidence of the orlglnal 5ec. COr.

Set an iron post, 3 ft. long, 1 in. in diem., 28 ins. in the ground,
with brass cap marked
N .
s9 | 810
1949 -

Deposit broken gla;s at the base of the post.
Wash in shallow draw, drains SE,

Small spur, slopes NE,

Wash in shallow draw, drains E.

Low ridge, bears E. and W,

The cor. of secs. 3, 4, 9, and 10, marked by a sandstone, 21 x 11 x 4
ins., firmly set, marked 5 notches on S. edge and 3 notches on E,
edge.

At the cor. point:

Set an iron post, 3 ft. long, 2 ins. in diam. s 28 ins. in the ground
with brass cap marked

T29S HEE
S S
S9 | 510

1949

Deposit the original cor. monument, inverted, alongside the iron post.

Land, broken clay and shale hills,

Soil, clay and sand.

No timber.

Undergrowth, shadscale, greasewood, sagebrush, weeds, and browse.

From the true point for the .cor. of secs. 2, 3, 10, and 11.
N. 89°11' W., bet. secs. 3 and 10.

Over bottom lands of the Dlrty Dev1l Rlver, through scattered short
undergrowth,

Top of right bank of the Dirty Devil River, bears NE. and SW.; thence
across river which is a scattered stream flowing NE.

Loft bank of river, bears NE. and SW.
Irrigation canal, 10 1lks. wide, 2 ft. deep, flows N,
Utah State Highway No. 24, bears N. to Hanksville and S. to Fruita,

Point for the E, 1/16 sec. oor. of secs. 3 and 10 at proportionate
distance,

Y. 5. COVERRNENT PRINTING OPFICK 16—38530-1
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38,70
L0.70

&L.00
A5 50
71,20

81.kL0

L.20
12.50
18.80
29.70
36450
Lo L6

T e
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Set an iron post, 3 ft. long, 1 in. in diam., 28 ins. inithe ground,
with brass cap marked

83
E 1/16—
810

1949
Deposit broken glass at the base of the post.
Top of bluff, 20C ft. high, bears N. and S.

Point for the 4 sec., cor. of secs. 3 and 10 at proportionate
distance; there is no remaining evidence of thé oriminal - 56C, COT.

Set an iron post, 3 ft. Tong, 1 in. in diam., 30 ins. in the "zround,
with brass cap marked

53°

. . h
510
1549

Lepcsit trokern *lass at the base of the w.st.

Thence over btroken clay ani shale hills,

wash in’'shallc. draw, draing e

small spur, slomes o

nash in shallow iraw, "draing .

Sandstone ledge, bears . ant S

The cor. of secse 3, Ly, §, ant 10, 120 £+, svove the - sec. cor,

‘and, rolling bottom lands of Lhe Dirty Levil Jdver and Troken

cYay ant chale hills.

Soil, clay ani shale,

Yo tirmher,

“nler-rowth, slort shadscale, greascvond, sare! ragh, weeds, dnd
hrovuse, )

f
r

', D02 E., bet. secse 3 and L.

“ver reneral Z. slope of broken clay and shale hills, tnrouzh
scattered nderrrowth. ’

.

wash in shallow <draw, drains b.

wash in shallow *draw, drains . 70° E.
Wash in shallow draw, drains L, °

wash in shallow draw, drains GB.
Wash in shallow draw, drains E.

The } sec, cor. of sccse 3 amd L, marked by a sangstone, 30 x 10 x 6
ins, firmly set in the sround, marked i on W. face.

At the cor. point,

Set an iron post, 3 ft. long, 1 in. in diam., 30 ins. in the ground,
with brags ‘cap marked ’ '

Yo e COVERNHINT DUINSWG AP . . . . - 1—GBA90~1
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Cha ins

3.10
26460
L0.8L

" 2.60

11.10
19.00

21.30

22.80
35.80

L0125

L5.50

51,50

1
4

Sh 53 R T
1949

Deposit the original cor. momment inverted, alongside thp 4.

Thence:

Ne 1°40' E., beginning ncw measurenent.,

.

Low spur, slopes SE.
Wash in shallow draw, drains E.

The cor. of secss 3 and L on the N, bdy. of the township, marked by |
an iron post, 2 ins. in diam,, conforming to the record of the survey!|
of T. 28 S., R. 8 E., Zr-up 383, Utah, 3

Land, broken clay and shale hills,

Soil, clay and shale.

No timber,

Indersrowth, scattered browse and weeds,

From the cor, of secs. 32 ani 33, on the 5. bdy. of the township,
marked by an iron post, 2% ins. in diam., conforming to the record
of the survey of T. 30 5., R. 8 E., Group 38Q, Utah,

N. 0°42' E., bet. secs. 32 and 33.

tver brolien JE. slope of reef, through very scattered scrub timber
and short undercrowth, ) :

Shallow draw, 10 ft. deep, drains E.

Top of vertical sandstone reef, 90 ft. high, faces NW. and bears NE.
and SW, )

Top of vertical right bank of Sand Creek, 15 ft. high, bears NE. and

Bottom of dry channel of Sand Creek, draing NE.

Top of vertical left bank of Sand Creek, 30 ft. high, bears NE. and
Swi. . . . o .

Point from which the vertical left bank of Sand Creek, bears N. 10° W
and S, 70° E,, bears East, 25 lks. dist.

Point for the * sec. cor. of secs. 2'2 and 33 at midpoint; there is no
remaining evidence of the original 3 sec. cor. :

Set an iron post, 30 ins. long, 2% ins. in diam., L ins. in the groung
to solid rock and in a large mound of stone to top, with brass cap
marked '

-

L

s32 | 533 e
w52 T

Wash, 25 ft. deep, drains E., about 3 chs.. to its junction with Sand
Creek. . i e bR !

Base' of sandstone rim, faces SE. and b'e,gr.fs NE, andSW.

!
7
i
]

o ot A Yeuagrgn-g
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58,00
© 73.60
‘ Qo.éS

3.30
11.20
17.60

22,20

39.70
40,30

41,30

L45.53
68.00

80.60

The cor. of Secse 28,_29, 32, am? 33, marked by a sandstone, 25 x 12
'x 9 ins., fimly set, marked L notches on E. edse and 1 notch on S.

116

Top of.sandstone rim, 250 ft. above base, bears NE, and SW.

Shallow .draw, drains NE,

edge.
At the cor. point:

.

Set an iron post, 30 ins. long, 2% ins. in diam., 20 irs. in the
ground to solid rock and in a large mound of stone to top, with
brass cap marked . ' .

T295 HBE
529 | s28

s32 | $33

1952

Deposit, the stone cor. monument inverted, alongside the nost.

Land, broken shale and sandstone rims and hills.
Scil, shallow clay and sand,

Timber, yery scattered scrub junirver and pinon,
Under~rowth, short sagebrugh, shadscals, ~reasewood, weeds, and grassj

From the cor. of secs. 27, 28, 23, and 3l,
S. B9°5L' W., bet. secs. 27 and 33,

Cver broken sandstone ani shale hills, through scattered scrub timber
ani stort unidersrewth,.

Small ~ash, drainsg MW,
Settom of main wash, 20 ft, deep, drains .
wash, 15 ft. deep, drains ',
Top of rocky reef, bears NE. 4nd GW.; descend abrupt ledgy W. slope.
Point Tor Lke witness. ; scc. cor. of secse. 20 and 33.
Lset an iron post, 37 ins. long, 25 ins, in diam., 5 ins. in the sround
to solid rock and in a large mound of stone to top, with brass cap
marked
_ 528
VG 4
S33
1952
Cor. set on W. slope ori sheif of rim.
Top of E. bank of Sand Creek, L0 ft. high, bears N..and S.
True point for the ’ sec. cor. of secs. 28 and 33, falls in bottom of
dry channel of Sand Creegk, 170 ft. below reef, drains N., where it is
impracticable tq set a cor. No trace of original cor. found.
Top of vertical W, bank of Sand Creek, 25 ft.-high, bears N, and S.
Top of rocky ladge, 50 ft. high, bears N. and S. and faces E.

Wash, drains NE. :
The cor. of secs. 28, 29, 32, and 33, 160 ft. above Sand Creeg.

Mo 8: GOVENNMENT PRINTING OFPICE 15—28520-1
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14.70
27.50
33.70

3.50

6.0

Land, broken shale and sandstone ledges and hills,
Soil, clay and sand, . ‘ o
Timber, a few scattered scrub juniper and pinon, Co .
Undergrowth, short sagebrush, shadscale, greasewood, browse, and

-

M. 0°30' E., bet. secs. 28 and 29,

Along broken E. slope of bluff, through very scattered scrub timber
. and short undergrowth. . .

Wash in shallow draw, drains NE.

Top of rocky peoint, nrojects k.

Top of roclky point, projects E.

Wash in bottom of shallow draw, drains NE.

Point for the : sec. cor. of secs. 28 and 29 at midpoint; there is
no remaining evidence of the original % sec. cor.

iark a cross (X) on the sandstone surface rock, over which:

Set an iron post, 30 ins. long, 2% ins. in diam.,-in a large mound of
stone, 5 ft. base, with brass cap marked

N

529 | 528

Wash in shallow draw, drains "E,
Wash in shallow draw, drains E.

The cor. of seese 20, 21, 28, ard 29, marked by a sandstone, 20 x 10
x £ ins., firmly set in a small mound of stone, marked 2 notchez on
S. edge and l; notches on E. edge.

At the cors point, on sandstone surface rock, in small boxed gulch,
drains L., mark a erass (), over which. .

set an-iron pest, 3 ft. long,. 2 ins, in diam., in a large mownd of
stone, 5 ft. base, with “rass cap marked

7295 R8E

S20 | s21

S29 | 528
1949

Land, broken sandstone and shale slopes.

Soil, shallow sand and clay.

Timber, very scattered scrub juniver and pinon,. .
Undergrowth, short sagebrush, shadscale, greasewood, browse, and
.weeds. ., . . . .

From the cor. of sees, él, 22,.é7, and 28,
N. £9°58' W., bet. secs. 21 and 28. s :

Gver broken and rocky land, through very scattered shert timber and
undergrowth, ) ‘

Shallow rocky draw, drains NE. about’ lj chs. dist. to its junction

U. 5. GOVERNMENT PRINTING OFFICK T 16—28530-1
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i18

Chains

17.50 |

31.50
40.68

5.70

40.11

14.90

36.90
40.19

43.00
45450
57440

with Sand Creek.
Rocky spur, prajects NE., 120 ft. above cor.
Rocky draw, drains SE.

The % sec. cor. of secs. 21 and 28, marked by a sandstone, 16 x 12 x
7 ins., firmly set in a mound of stone, marked 4 on N, face.

At the cor. point; on sandstone surface rock, marked a cross (X),
over which.

Set an iron post, 30 ins. long, 2% ins. in diam., in a large mound
of stone, 5 ft. base, with brass cap marked

21
T
1952

Thence:

N. 89°51' W., beginning new measurement.

Ascend 160 ft. over broken E. slope to the sec. cor.
Shallow draw, drains N,

The cor. of secs. 20, 21, 28, and 29.

Land, bréken shale and sandstone hills.

Soil, clay and sand, with a rocky surface.

Timber, scattered short scrub juniper and pinon.
Undergrowth, short shadscale, sagebrush, greasewood, weeds, and grass

N. 0°21' E., bet. secs. 20 and 21.

Over general'SE. slope of rocky bluff, through very scattered timber
and short undergrowth.

.Top of rocky bluff, faces NW, and bears NE. and SW.; descend 280 ft.

over NW, face of bluff, -
Base of bluff, bears E. and W.; thence over broken bottom lands.

Point for the % sec. cor. of secs. 20 and 21 at proportionate
distance; there is no remaining evidence of the original 7 sec. cor.

Set an iron post, 3 ft. long, I in. in diam., 28 ins. in the ground,
with brass cap marked

% .
s20 | sa1 )
1949 ) \

Deposit broken glass at the base of the post.
Spur, 70 ft. above the f sec, cor., slopes SW,
Spur, projects S. 70° W.; descend 160 ft.

Utah State Highway No. 24, bears NE. to Hanksville, Utah and SW. to
Fruita, Utah,
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Crains

L 22.00

£5.285

653,00

65.50

£20.38

:

Main wash, coarse NE.

Point for the N. 1/16 -sec. cor. of secs. 20 and 21, at proportionats
distance.

5

Set an iron post, 3 ft. long, 1 in. in diam., 28 ins, in the ground,
with brass cap marked . . .
N 1/16
s20 | s21
1949

Deposit broken glass at the base of the post.
Shallow wash, drains N, 70° E.
Cut bank, 3 ft. high, bears NE. and SW.

Point for the cor. of secs. 16, 17, 20, and 21, at proportionate
distance; thers is no remaining evidence of the original cor.
monument .

Set ar iron post, 3 ft. long, 2 ins. in diam., 28 ins. in the ground |
with brass cap marked -

T29S R8E
512'816
5201521

1949

Deposit broken glass at the base of the post.,

Land, oroken shale and sandstone breaks and hills.,

Soil, clay and sand.

Timber, very scattered scrub juniper and pinon.

Undergrowth, short shadscale, greasewood, sagebrush, browse, and
weeds.,

From the cor. of secs. 15, 16, 21, and 22.
L. 229531 W,, bet. secs. 16 and 21.
Over broken shale and sandstone, through short timber and undergrowth.

Top of ridge and reef, 180 ft. above cor., faces W, and bearg
N4 15° £, and S. 15° W.

Utah State Highway No. 24, in saddle bet. 2 ridges, 90 ft. below top
of reaf, ovears N, and S.

tidge, 60 ft. avove saddle, bears N, 30° E. and SW.; descend 220 ft.
over steep NW. slope.

The § sec. cor. of secs. 16 and 21, marked by a black lava stone,
16 x 12 x £ ins., firmly set, marked 4 on N. face.

At the cor. point:

Set an lron post, 3 ft. long, 1 in. in diam., 28 ins. in the ground,
with orass cap marked

S16
5
1949

Deposit broken glass at the base of the poste.

- 0 SOVIRNBINY PRINTING SOVICE W—20-1



PR

INDEX DIAGRAM

Township 34 SOUTH. ..., Range T _EAST

. s 4 .3.5"{ s 3i5¢ 35‘7 1 5#7
7 s 9 35’{ 10 1 12 JI#Y
36O
18 17 39’7 18 353 . 4 B 3 {7
35&
19 0 n F85d .8 % é#‘
0 . s 3 f/ 27 2 5 _3#(4
3.3 363 36/ =40
n 3 s 3/ s S/ e s IHG 3 i#{
340 | 34/ 352 | 443 | 343 | g44

GPQ S8t




J20)
of B om0 DERENDEYY RESURVEU OF A PORTION OF THE SUBDIVISION, T. 29 S., R. 8 E.

Aing
oo ‘ :
ol 1“‘,’“." es P N . .
gaphd ol o ¢ vt Co

8., 89°46' W., beginning new measurement,
1,00 | Low spur, slopes NE.

5.60 | Small wash, drains N. 20° W., about 8 chs. dist. to its junction with
the Dirty Devil River.

7.90 | Low spur, slopes N,

$6.80 | Small wash, drains N, 30° E., about 4 chs, dist. to its junction
with the Dirty Devil River.

40.34 | The cor. of secs. 16, 17, 20, and 21:

« | Land; broken shale and sandstone hills.

Soil, clay and shale.

Timber, a few gcattered scrub juniper and pinon,

Under growth, short sagebrush, shadscale, greasewood, browse, and
weeds.

N. 0°09! “', bet. secse 16 and 17.

Over bottom lands of the Dirty Devil Kiver, through scattered short
Undergrowth. . : .

4.5 | Top of right bank of the Dirty Devil River, bears N. 60° E., and
Se 60° W3 thence across river which at this point is a scettered
stream‘flowing N, 60° E.-

6.00 | Top of left bank of river, bears ¥, 60° E, and S. €0° W,

700 [Top of outer bank of river, beers Nk. and SW,.; .ascend abrupt 8. slope
of bluff.

18.4C | Top of blurr, 350 ft. above cor., faces N. and bears N. €0° E. end
S. 60° W.; descend abrupt NE. slope.

38,20 Shallov'ash in drew, 250-ft. below top of bluff, drains S, 60° E.

40.19 | The 4 sec. cor. of secs. 16 and 17, marked by & sandstone, 30 x 14 x 4
ins., firmly set, marked 3 ¢ on W. face,

At the cor. point, on S. slope, 40 ft. above draw.

Set an iron post, 3 ft. long, 1 in. in diam., 28 ins. in the ground,
with brass cap marked

ps
4
817 | 816
1949

t

Deposit the original cor. monument inverted, alongside the post.

Thence:
N, 0°28' E., beginning new measurement.
25,20 | Spur, 360 ft. above the % sec. core, slopes E.

[

84,80 | Wash in draw, 120 ft. Relow spur, dreins NE.

. .

40,97 ‘ Point for the cor. of secs, 8 9, 16, and 17, at pr0portionate
distance; there is no remaining evidence of the original sec. core.

V. B GOVERNNENT PRINTING OPPICK 16245801
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Chaing

8440
11,70
15,00
33.80

39.63

16.00
22.80
30.00
35,00

40.77

‘The § Sec. cor. of secs. 9 and 16, marked by a sandstone, 31 x 7 x 4 §

| marked

Set an iron post, 30 ins. long, 2% ins. in dieam., 8 ina. in the

ground to solid rock end in a large mound of stons to top, with briui‘w

i

cap marked .
T29S REE o Lo
88 | s8¢
1962

Post set on smgll sandstone ghelf fecing N.

Land, broken sandstone and shale hills,

Soil, clay and sand,

No timber.

Undergrowth, short{ shadscale, sagebrush, greasewood, browse, and
weeds .

T

From the cor. of secs. 9, 10, 15, and 16,
N. 89°43' W., bet. secs, 9 and 16,

Over broken clay and shale hills,'throuéh scattered short undergrowth}
Wash in shallow drew, dreins SE.

The §¥e. end of small red clay knoll.

Wash in draw, 240 ft. below cor., draing S. 50;'E.

Shallow,draw, drains S.

ins., firmly set, marked %'on‘N. face. Alongside this monument is
8 sandstone lying on the ground, 11 x 7 x 2 ins., marked %.

At the cor. point: |

Set an iron post, 30 ins. long, 2% ins. in diam., 6 ins. in the grounf
to solid rock and in & large mound of stone to top, with brass cap

s9
N V
4

516

. .1982 |
Deposit both stone cor, monuments, inverted, alongside the iron post.

Cor. set on gradual S. slope in small depression draining S,

S. 88°44' W., beginning new measurement.

Continue over bréken land,

Top of clay spur, slopes S., 110 ft. above the % sec. cor.
Wash in dreaw, 110 ft. below spur, drains S.

The N. poimt of spur at bend in drew draining SE. from the SW.
Recross dr;w, drains(éE. | ) © )

The cor. of secss 8, 9, 16, and 17.’

Land, broken clay and sandstons hills.f

U. 8. GOVEANMENT PRINTING OFFICK T 16—28520-1
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Soil, rocky elay and sand.

No timbor.

Under growth, scajtered short sagebrush, shadscals, greasewood, browse
and weedg .

N. 0°14' E., bet. secs. 8 and 9.
" Over broken shale and cley hills, through scattered short undergrowth|
18,60 Wash in shallow draw, drains SE, .
23,00 | Wash in shallow drew, dr{ains SE'.

40.97 | Point for the § sec. core of secs. 8 ‘and 9 at proportionagye distance;
there is no rem&ining oevidence of the original 3 % 8ec, cor,

At the cor. point:

Set an iron post, 30 ins. long, 24 ins. in diam., 26 ins. in the
ground, with brass cap marked

Raise a small mound of stone around the post.
61.00 | Wash, drains SE.
66.20 Top of shale rim, faces M, and bears NE. and SW.; descend Mf. slope.

78420 Wash in sha.llow draw, drama NW.

81.94 | Point for the cor. of secs. 4, 5, 8, and 9, at proportionate
distance; there is no remaining evidence of the original sec. cor,

Set an irom post, 30 ins. long, 2% ins. in diam., 26 ins. in the
ground, with brass cap marked

T29S RBE
S5 | S84

S8 | S¢9
1952
Raise a small mound of stone around thre poste
Land, broken clay and shale hil'ls.
Soil, clay and shale.

No timber.
Undergrowth, shadscale, sagebrush, greasewood, browse, and weeds.

From the cor. of secs. 3, 4, 9, and 10.

S. 89°47' W., beto 33080 4 and 9.

Ascend gradual SE. slope of brokerr clay and sfale hills, through
scattered short undergrowth. -

25,20 | Top of ascent, 130 ft. above cor., bears NE. and :SW.; descend .

40.42 *| Point for the 4 sec. cor. of secs., 4 and 9; there is no remaining
evidence of the original 3 sec. cor,

| Set an iron post, 30 ins. long, % ins. in diam., 26 ins. in the
ground, with brass cap marked ' S - .

M. B, GOVENNMENT PRINTING OFFIGE 1§—~28520-1
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B —

Thains

70,00

80.54

16.80
24.00

40.97

44.50
€0.70

81.86

4.5

11.10

sS4 ' R

1952

Raise a small mound of stone around the post.

Top of shale rim, faces N¥. and bears NE. and SW., 120 ft. above the °
% 8ec, cor.; descend NN. slope of rim.

The cor. of secse 4, 5, 8, and 9, 120 ft. below top of rim.

Land, broken clay, sandstone, and shale hills.
Soil, clay and sand. .

No timber. ‘
Undergrowth, scattered short shadscale, sagebrush, greasewocod, browse,

and weeds.

N, 0°26' E., bet. secs. 4 and 5.

Over broken clay and shale hills, through very scattered short
undergrowth.

Shallow wash, 20 lks. wide, drains XNE,
Shallow wash, dreins E.

Point for the i sec. cor. of secse 4 and 5 at proportionate distance;
there is no remeining evidence of the original 3 sec. cor,

Set an iron post, 30 ins. long, 2} ins. in dism., 26 ins. in the grown
with brass cap marked

Bl

55 | s4
1952

Raise a smell mound of stone around the post,
Wash, 15 lks. wide, draing NE.
Wesh, 10 lks. wide, drains E.
The cor. of secs. 4 and 5, on the N, bdy. of the township, marked by
an iron post, 2% ins. in diem., conforming to the record of the survey
of T. 28 S., R. 8 E., Group 383, Utah, '
Lard, broken cley and shale hills.
Soil, blue clay and sand. ‘

No timber.
Urdergrowth, scettered shadscale, sagebrush, browse, and weeds.

From the cor, of secs., 31 and 32, on the S. bdy. of the'township,
marked by an iron post, 24 ins. in diam., conforming to the record
of the survey of T, 30 S., R. 8 E., Group 380, Utah,

N. 0°22' E., bet. secs, 31 and 32,

Over broker clay and shale hills nearly volid of vegetation.
Shallow draw, drains N, 50° E,

‘Leave clay hills and enter clay flat, bears Mi. and SE.

. 5. SOVERNENDY FRNITING GIVICE 16—t




13.80

24.00

40.25

§9.70

Point for the % sec. cor. of secse 51 and 32 at prepox-tiomte distanoix

T {growdwith. brags cefi marked |, . ‘

‘and short undergrowth. . . . .

4F & PORTION OF THE BUBDPIVISION, T, 20 8., R. 8 E.
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1

I S wluaen wue of .

hore ;isrmo. remaining evidence of the oniginal % sec. eor.
Set an irem post, 30 ins. long, 2% ins. in diam., 26 ins. in the

. PR N LI

I T .
.- » 881|882 A

"""" 1952

Raise & smell mound of. stome aroupnd the. post..

Cor.. post: «i§ set on gentle W. slope of small clay rise.

Leave clay flat and enter low clay hills, bearg NW. and SE.

.

The cor. of secs. 29, 30, 31, and 32, marked by a sandstone, 14 x 10 4
6 ins., firmly set, marked § notch on S. edge and 5 notches on E. edge

. . . . ¢ 3

At. the cor. ppint:

Set an irom post, 3 ft. long, 2 ins. in diam., 26 1;13. in the ground,
with brass cap marked . .o .

' : ‘ . T29S RSE
. ~ 530 | S29

831 | 832 |
1949

Raise & small mound of stone around the post.

land, clay flat and rolling clay hills.

Soil, blue clay.

Lend is nearly void of all vegetation.

From the cor. of lsecs. 2‘8, 29, '32,' and 33.
S. 89°55' W., bet. gecs. 29 and 32,

Over broken shale and c.lay hills, thi-bugh very scattered scrub timber

Top of black rocky ridge, 220 ft. above cor., bears N. and S.; descend
120 ft. over W, slope. .

Base of descent, bears N, and S.; ascend gradually.

Point for the % sec. cor. of secs. 29 and 32 at proportionate

distance; there is no remaining evidence of the original 5 sec. cor,

Set an iron post, 30 ins. long, 2% ins. in diam., 24 ing. in the
ground, with brass cap marked

s29

s82

-

1952

v (3 . 3 v

Raise a small mound of stoms around the post.

Ascend abruptly over broken E. slops of reef to the W,

Top of rooky reef, 260 ft. above the i sec. cor., faces W. and bears

- .
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Chains 2y Eagl

. N. a.nd S., descend abruptly over nee.rly vertieal ll‘. face of reof.
B . W Sl ‘z PRy

60.60 |Base -of nearly vertical face of reef, bears N..and i8¢y dosnond

abrupt W. slope. . o

80450 |[The core. of' secSe 29 30, 31, and 32, 440 £t. beio' tap of reef.

Lend, broken E. slope and W. bresks of reef. :

Soil, clay and shale.

Land nearly void of all vegetation.

S. 89°30°" W.‘,‘bet. secs. 30 and 31.
Over rolling clay hills neariy void of all vegetation.:

13,40 ‘| Small wash, draing N.

17,10. | Low spur, slopes N. . 2 . . . . oA,

27.20 ‘lain wash, 60 lks. wide, 3 ft. deep, dralns N. 20 W., 5 chs. dist.,
thence NE., ascend.SE, slope.. ' . -, fii., .c e$ oo .

31410 | Begin ascent over E. slope. ‘

40,07 | Point for the % sec. cor. of secs. 30 and 31 at prOportionate dlstano+
there is no remaining evidence of the original % Z 8ecC. COr.

we

Set an iron post, 3 ft. long, 1 in, in diam., 20 ins. in the ground
to solid rock and in e large mound of stone, with brass cap marked

830

S
§31

1949
Continue over broke;x clay and shale hills.
44.40 | Low spur, pro:)ects SW., 2,50 chs, dlst., thence S.
51.40 | Low spur, slopes Se 15° E. \ ‘
58.40 | Clay spur, slopes S., about 2 chs.. dist‘. to ve'nd.
79.69 | The cor. of secs, 25, 30., 31, end 36, on the W. bdy. vof the township.
Land, broken clay hills..

Soil, clay and shale.
Land nearly void of all vegetation.

From the cor. of secs. 29, 30, 31, and 32,
N. 0°21" E., bet. s6cs8., 29 and 30,
Over rollin- clay hills and flats nearly void of vegetetion.

40.05 | Poimt for the 5 sec. cor, of secs. 29 and 30 at proportionate distaneje;
there is no remaining evidence of the original i- 868Ce COr'y T

Set an iron post, 3 ft. long, 1 in. in diem., 28 ins, in the ground,
with brass cap marked

%
4

s29

. & SOVESNRENT PUSNIIDS GPVICK: 10--20800-1
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Chains
' Deposit broken glass at the base of the post,
64.10 | Wash, 1.00 ch. wide, drains N. 20° E.

71.00 Utah State Highway No. 24, bears NE, and SW., at bgse of low rolling
hills, ’ ‘ ‘ ’

80,10 The cor. of secs, 19, 20, ‘29, ‘and ‘30, ‘marked by a sandstone, ‘16 x 8
x 6 ins., marked 2 notches on S. edge and 5 notches on E. edge,
firmly get in the ground.

At the cor. point:

Set an iron post, 3 ft. long, 2 ins. in diam., 28 ins. in the ground
with brass cap marked

T29S R8E .

519520
ssolsz9

1949
Deposit the stone cor. monument inverted, alongside the iron post.

Land, rolling clay hills and flats.

Soil, blue clay and shale.

No timber. . ,

Undergrowth, very scattered short shadscale, greasewood, browse, and
weeds.,

From the cor. of secs. 20, 21, 28, and 29,
S. 89°46' ®., bet. secs. 20 and 29.

Ascend gradual SE. slope of high bluff to the NW., through very
scattered short undergrowth,

12,40 Top of bluff, faces NW. and bears NE. and SW.; descend abrupt NW.
breaks of bluff,

24,90 Shallow draw at base of Rluff, 220 ft. below top, drains N, 20° W.;
thence over rolling clay hills,

29.60 | Low clay spur, slopes N. 5° W.
38.60 Small wash, drains N. 207 W,

L0.46 Point for the 5 sec. cor. of secs. 20 and 29 at proportionate
distance; there is no remaining evidence of the original % sec. cor.

Set an iron post, 3 ft. long, 1 in. in diam., 28 ins. in the ground,
with brass cap marked

4 9520
4 52
\ 1949

Deposit a trachyte stone, 17 x 10 x 8 ins., marked with a cross (X),
at the base of the post.

59.10 Shallow wash, drains N, 20° W,

61,70 Shallow wash, drains'N.

t

65.95 Top of Fight bank of large shallow main wash, béars NE. and SW.;
thence across wash draining NE,
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Chains
67.65

70.00
78.10

80.92

14.60
27.60

33.90

40.18

40440

60.27

20.20

nbe

Top of lef't bank of wash, bears NE. and SW,
Utah State Highway No. 24, bears NE. and SW,
Low spur, slopes NE,

The cor. of secs. 19, 20, 29, and 30,

Land, rolling and broken clay hills and breaks.
Soil, shallow blue clay and shale.

No timber.
Undergrowth, very scattered short shadscale, greasewood, weeds, and

browse.

S. 89°24t W., bet. secs. 19 and 30.

Over broken sandstone and clay hills, through scattered scrub timber
and short undergrowth.

Low spur, slopes NE,
Wash, 60 lks. wide, .4 ft. deep, drains N. 80° E,

Spur, 150 ft. above cor., progects NE.; descend 180 ft. over broken
ledges to Pleasant Creek.

Point for the % %Z Sec. cor. of secs. 19 and 30 at proportionate
distance; tuere is no remaining evidence of the original % sec. cor.

Set an iron post 3 ft. long, 1 in. in dlam., 28 ins. in the ground,
with brass cap marked

% S19 .
. 530
1949

Deposit broken glass at the base of the post.

Pleasant Creek, stream 15 lks. wide, 4 ins. deep, in channel, 30 lks.
wide, 4 ft. deep, flows-N, 10° E.

Thence along bottom lands of creek.

Point for the W. 1/16 sec.-cor. of secs. 19 and 30 at proportionate
distance.

Set an iron post, 3 ft. long, l in. in diam., 28 ins. in the ground,
with brass cap marked

W 1/16
819
530

1949

Deposit brokén glass at the base of the post.
The cor. of secs. 19, 24, 25, and 30, on the W. bdy. of the township.

Land, broken shale and clay hills.

8011, clay and shale.

Timber, very scattered scrub Jjuniper and pinon.

‘Undergrowth, scattered shadscale, sagebrush, greasewood, browse, and
weeds.,

V. 5. GOVERNMENT PRINTING OFWICK 10—28520-1
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Cheins
o From the cor,. of secs. 19, 20, 29, and 30.

.
13 3 .

N. 0°29' E., bet. secs, 19 and 20.

Over broken sandstone and shale hills, through scattered sorub
timber and short undergrowth.

8.10 | Shallow wash, drains NE.
18,60 | Low spur, slopes NE, -
27,70 | Low spur, 'slopes E., about 1 ch. to end.
34,10 | Low rise, bears E., and W,
40.12 | Point for the % sece core. of sacs. 1.9 and 20, at pr(0port10nate

di'stance; there is no remeining evidence of cthe orlglnal % SeC. cor,

Set an iron post, 3 ft. long, 1 in. in diam., 28 ins. in the ground,
with brass cap marked

N

819 | S20
- 1949
o Raise a small mound of stone around the post.

46.30 | Top of shale and sandstone bluffj 90 ft. high, faces WN. and bears
N. 80° E and S. 80° W., descend abruptly.

49.20 | Base of bluff, bears N, 80° E. and S. 80° W., thence over bottom landg
of the 'Dirty Devil River. .

60.18 | Point for the N. 1/16 sece core of secse 19 and 20 at pr0port10nate
distence. ’

Set an iron post, 3 ft. long, 1 in. in diem., 28 ins. in the ground,
with brass cap marked .

N 1/16
519 SZO‘
1949 .

Raise a small mound of stone around the poste
60,60 | Top of right bank of the Dirty Devil River, bears E. and W.; thence
across river which at this point is a scattered stream of muddy water
flowing easterly.
62,10 | Top of left bank of river, bears E. and W,
62,80 | Top of outer left bank of river, bears E. and W.
67.00 | Low spur, slopes SE., about 1 ch-. to endl
71,40 | Low spur, slopes S. 60° W,
77.20 | Base of ledges on N, side of river, bears E. and W.

79480 | Top of ledge, 60 ft. above river, bears E. and W,

A3

80.24 | The cor. of secs. 17, 18, 19, a.nd 20, marked by a sandstone, 18 x 16
x 12 ins., firmly set, marked 3 notches on S. edge and 5 notches on
E, edge.

At the cors point: ° .

U. §. GOVERNMENT PRIKTING OFFICE 16—28520~1
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Chains

4,30

5420

11.30

18,40

19,20

20.108§

25.10

32.20

33,00

40.21

DEPENTRNT ‘RESTRVEY-FT A FORTION OF “THE SUNDIVISIQN, T. 29 S., R. 8 B,
= =t

Set an iron post, 5 ft. long, 2 ins. in diem., 28 ins. in the ground,)
with brass cap marked . . R ‘

.

T29S R8E
518 | S17
S19 | S20

1949

1 B

Deposit the stone cor. monument inverted, alongside the post.

Land, broken shale and sandstone breaks.
Soil, sand and clay.

Timber, scattered scrub juniper and pinon.
Undergrowth, shadscale, greasewood, browsa, and weeds.

From the cor. of secs. 16, 17, 20, and 21.
Se 89°23' W., bet. secs. 17 and 20.

Over broken and rolling bottom lands of the Dirty Devil River,
through scqttered timber and undergrowth.

Top of right bank of the Dirty Devil River, bears NE. and SW.; thenocd
across river which at this point is a scattered stream of muddy water
Top of left bank of river, bears NE. and SW.; ascend SE. slope.

Spur, 60 ft. above‘river,‘s10pqs.s., about 3 chs, to end; descend
SW. slope.

Top of left bank of river, bears N. and ‘S.; thence across river
which flows southerly,.

Top of right benk of river, bears Ne and S.; continue over bottom
lands of river.,

Point for the E. 1/16 sec. cor. of secs. 17 and 20 at midpoint.

Set an iron post, 3 ft. long, 1 in. in diam., 28 ins. in the ground,
with brass cap marked '

E 1/16
517

s20
1949
Teposit broken glass‘at the base of the post.
Spur, slopes Y. 20° W., ebout 6 chs. dist. to endy descend NK. slope

Top of right bank of the Dirty Devil River, bears N. 10° W. and
S. 10° E.; thence across river which flows northerly.

Top of left bank of river, bears No 10° W, and S. 10° E,; ascend NE.
slope. '

The % sec. cor. of secse 17 and 20, marked by a trachyte stone, 14 x|1
10 x 4 ins., firaly set, marked § on N, face.

At ths cor. poiat:

Set an iron post, 3 ft. long, 1 in. in dism., 28 ins. in the ground,
with brass cap marked '

. 0. COVERAUMENT PRINTING OPFICE -—08000-1
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ns T
! 817

wE

520
1949
Raise a mound of stone around the post and 'deposit the original cor,

monuinent inverted, at the base of same.

T . . 13

Thence:

West, begiming new measurement,
8.00 | Shallow wash-near head, drains S.'60° E:

20.255 | Point for the W, 1/16 sec. cor. of secs. 17 and 20; at proportionate
distance. l

| Set an iron post, 3 ft. long, 1 in. in diam., 24 ins. in the ground
and mound of stone, with brags cap marked

W 1/16
817

e e —_—

S20
1949

Deposit a trachyte stone, 7 x 5 x 3 ins., marked (X), at the base of th
the post.

40451 |The cor. of secs, 17, 18, 19, and 20.

Land, rolling and broken bottom lands of the Dirty Devil River.
Soil, deep sand and clay. =~ ° °

Timber, very scattered cottomwood and bottom lands of river.
Undergrowth, shadscale, greasewood, browse, and weeds.

¥ S. 89°49' W., bet. secs's 18 and 19.

Over broken top of N, breaks of the Dirty Devil River, through very
scattered scrub timber and short undergrowth.

204275 |Point for the E. 1/16 8ece core of secs. 18 and 19 at proportionate
distance.

Set an iron post, 3 ft. long, 1 in. in diam., 28 ins. in the ground,
with brass cap marked
E 1/16

S18

S19

1949

Deposit brokeh glass at the base of the post.

40,55 (Point for'the 4 set, cor. bf seci. 18 and 19 at proportionate
. distante; there is no remaining evidence of the orig:}nal % Sec. core

Set an iron post, 3 ft. long, 1 in. in diam., 20 ins. in the ground
to solid rock and in a large mound of stone, with brass cap marked

. 8. COVERRUENTY PRINTING OFFICE. T 1@—aatan-_1
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Chains

40.90
48,20

60.825

62.10
70480
72490
76.10

80.69

16.40 |

40.30

41,53

s18

B

S19

1949
Deposit broken glass at the base of the pogt. ‘ o ;
Wash, 20 lks. widé, 5 ft. deep, in botfomkéf d;ep guioh, draing S,
Spur, projects S., about 10 chs. to end.

Point for the W. 1/16 sec. cor. of secs. 18 and 19 at proportionate

distance. . . .

Set an iron post, 3 ft. long, 1 in. in diam., 14 ins. in the ground
to solid rock and in a large mound of stone, with brass cap marked

W 1/16
518
S19

1949

Deposit a trachyte, 5§ x 6 x 3 ins., marked (X), at the base of the
poste.

Spur, projects S., about 10 chs. to end,

Bottom of main gulch. drains SE. from the NW.

Small gulch, drains N, 60° E.

Small gulch, drains S. 60° B, <« - . o
The cor. of secs., 13, 18, 19, and 24, on the W, bdy« of the township.
Land, broken N, bresks of river. v

Soil, send, clay, and rock. ; ¢

Timber, scattered scrub juniper and also scattered cottomwood along

bottom lands of river,
Undergrowth, sagebrush, shadscale, greasewood, browse, and weeds,

From the cor. of secs., 17, 18, 19, and 20,
N, 0°12' W., bet.'secs, 17°and 18, = ° ’

Over broken shale and clay hills, through scattered scrub timber
and short undsrgrowth.: . : :

Shallow wash in draw, drains SE., at base of mesa, bears N¥. and SE.;
ascend abrupt S. slope,

Top of rim of small mesa top, 420 ft. above base, bears Mi. and SE.;
thence across top of mesa,

Point for the § sec. cor, of secs. 17 and 18 at midpoint; thers is
no remaining evidence of the original } 86Ce COTe

Set an iron post, 30 ins. long, 2% ins, in diam., 12 ins. in the
ground to solid rock anf in a mound of stone, ¢ f{t. base, 1} ft.
high, with brass cap marked ‘
[ . 3 1 -
. 4 '
518 | 817

19852

¥ & SOVEANRANT PRILUNSS APTIOR . 10—28480-1
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'c'huln.

Continue over top of small mest.

80.30 | Top of N. rim of meu., bears m‘. and SE.; descend 470 £t. over broken
N. slope to the sec. cor. .

72.80 | Base of ubrupt descent ‘from mesa, ‘bears W, end SE., thence descend
’ " gradually over broken land.

85,06 | The cor. of secs. 7, 8, 17, and and. 18, marked by & .sandstone, 12 x 12 x
€ ins., firmly set in sms.ll mound of stone, marked 4 notches on Se
edge and 5 notches on E. edge.

At the cor. noint.

Set an iron post 30 ins. long, 2} ins. {n diem,, 6 ‘ins. in tHe
ground to solid rock and in a large mound of stone to top, with
brass cap marked

) o T29S R8E
ST | S8
' T $18| s17
1952

JDeposit the original cor. monument inverted, alongside the post,

Land, broken N, and S. breaks of small mesa,

Soll, clay and sand,.

Timber, very scattered scrub juniper and pinon.

Undergrowth, sagebrush, shadscale, greasewood, browse, and weeds.

From the cor., of secs. 8, 9, 16, and 17.
N. 89°07' W., bet. secs. 8 and 17.’

Over broken clay, shale, and sandstone hills and breaks, through
very scattered short undergrowth.

8420 | Top of N, point of sandstone breaks, 200 ft. above core.
17,50 | Top of NE. point of sandstone breaks.
20,00 | Top of NW. point of sandstone breaks.
40.255 Point for the witness i sec. cor. of secs. 8 and 17,
Set an iron post, 30 ins. long, 2% ins. in diam., 18 ins, in the
ground to solid rock and in a large mound of stome to top, with brass
cap marked
58
WC §<—
817
1952

Cor. set on emall spur at bend of Deep Cpeek Wash, drains SE. from the
SW.; ‘thence along N. breaks of wash.

46,368 True’ ‘poink for the % sec, cor. of secs, 8 and 17, falls in bottom of
Deep Creek Wash near bend, drains SE. from the SW.

48,20 | Small spur, 140 ft. above the witness % sec.’ cor., slopes SW.

52,40 | Bottom of wash, 110 £t. below spur, draihg S.

75.80 | Recross dry bottom of Deep Creek Wash, 1 ch. wide, drains S.

U. & GOVERNNENT PRINTING OPFIGE 16—28530-1



THEINS
8l.11

17.80
23440

40’70

3
&

21,80

36.10

33.%4

DEPENDENT RESURVEY (F A PORTION OF THE SUBDIVISIN, ?.'29 S., R, 8 'j,&
The cor. of secge 7, 8, 17, and 18. '

land, broken sandstone and shale breaks and ledgee.

Soil, shallow sand and clay. .

Timber, very scattered scrub juniper und pinon. d
Undergrowth, sagebrush, shadscale, greasewood, browse, and weeds,

N, 89°51" W., tets secse 7 and 184

Cver broken sandstone and shale ledges and breaks, through very scatt
scattered timber and short undergrowth.

Wash, drains N., about 2,50 chs, dist, to its Junction with Deep
Creek Wdgh drainidg easterly.

Small wash in shallow draw, dreins N,
Top of the Z. edge of small bench, bears N. and S.

The § sec. core. of secs. 7 and 18, marked by a trachyte, 17 x 12 x 4
ins., firmly set, marked % on W, face.

At the cor. point:
Set an iron post, 30 ins. long, 22 ins. in diam., 12 ins, in the
ground to solid rock and in a le.rge mound of stone to top, with

brass cap marked

87

1
4
S18
1952
Deposit the stone cor. monument inverted, alongside the irom post.

Fost set on gradual M. slope, covered with black lava boulders.

Thence:
He B9°34' W., beginning new measurement. ) .
Continue over broken land.

small wash, draing N

"Small wash, draing N, 60° E

Small wash, drains X,

Small wash, 10 lks. wide, drains NE,

Snall wash, drains NE,

Small wash, drains N, 30° E,

Tha cor. of secst 7. 12, 13, and 18, on the W, bdy. of the township.
Land, >roken shale, sandstons and clay hills and brelkl.

..oil, sand and blue clay, - 4
Timber, very scattered scrub Juniper and pinon,

‘rderzrowth, sazebrush, shadscale, gouenood mountain rush, weeds,
and zrass., - .

® & coveneuene FmeTee Ve —-mmane-1




b date

6.30

29.10
,81 .80
LH Xy 89.00

40.47

26,10
41,55

41.92

-

- BRPEUDENT HESURVEY OF A PORTION OF THE SUBDIVISION, T. 29-S., R. 8 E.

| {Over broken!/land, :through very scattered timber and undergrowthe.

Top of ledge, 15 ft. high, faces NE.

| Wash in shdllow drew, draing W.

.| 4t the eorf.‘pointz

I A

1534

From the cor. of seces 7, 8, 17, and 18, - .
N. 0°24' E., bet. secs, 7 and 8, . . . ee !

Bottom of dry channel of Peep Cpeek, .draind NE., about 4 chs. dist.,
thense S.

Top of ledge, 30 ft. high, faces NE.

3 M 3

°

The % Bece core of secs, 7 and 8, marked by a sandstone, 12 x 7 x
ins., firmly set in the ground and small moumd of stone, marked +
on W, faoe.

€ . €

Set an iron post, 30 ins. long, 22 ins. in diame., 6 ins. in the
ground to solid rock and in a mound of stone, 4 ft. bass, to top,
with brass cap marked

W

87| S8
1952

Deposit the stone cor. monument inverted, alongside the post.

Thence:

N. 0°23' E., beginning new measurement.

Continue over broken land.

Ledge, 20 ft. high, faces S. end bears E. and W,

Sandstone outeropping, 10 ft. high, bears M. and SE,

The cor. of secs« 5, 6, 7, and 8, markad by a trachyte stone, 20 x 18
x 16 ins., firmly set in the ground and small mound of stone, marked
5 notches on S, and E. edges. :

At the cor. point:

Set an iron post, 30 ins. long, 2% ins. in diam., 5 ins. in the
ground to solid rock and in a mound of. stone, 5 ft. base, with brass

cap marked

7298 RBE
85

s7 | s8
. es2.,
Deposit the original cor. monument inverted, alongsuie the inon post.
Land, broken sa.ndstone and shale hills and ledges.
Soil, clay and sand,
Timber, very scattered scrudb juniper and plnon.

JUndergrowth, shont sca‘btered sagebrush, sha.dscale, greasewood, weeds,
and browse.

tl. b GOVERNMENT PRINVING OFFICE 18R KR =1
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. .DEPENDENT RESURVEY GF A PORTION COF THE SUBDIVISION, T¢ 29 §., Re

8

Chains

10.40
17.60
33.00

40.58

22.70
23430

26,70

40,33

23.30

29,30

T
NI

From the cor. of secse 4, 5, 8, agd 9.

N, 88°26' W,, bet. 8ecse 5 and 8. . . ‘
Over rolling blue clay and shale hills.nearly void of -all vegetatisoag
Shellow smell wash, drains SE. L &

Flat wash, 15 lks., wide, draing Ne. 30° E.
Wash, 10 lks. wide, 2 ft. deep, drains N. 60° E.

The § sec. core of secs. 5 and 8, marked bfr a trachyte stone, 18 x 1§
x 12 ins., firmly set in, the ground and small mound of stone, marked

%‘ on N, face,

:At the cor. point:

Set an iron post, 30 ins. long, 2% ins. in diam., 10 ins. in the |
ground to solid rock and in a large mound of ,stone to top, with brassg
cap marked ‘
. S5
i
A4 4
S8

1952

Deposit the original cor. momument inverted, alongside the iron post|

Thence:

N, 89°23' W., beginning new measurement.,
Continue over rolling land.

Sandstone rim, be,ars N. and S.

Top of rocky outeropping.

Top of M. point of flat topped mountgin, 310 ft. above the L sec.
cor..3 descend rocky W. slope. : .

The cor. of secse 5, 6, 7, and 8, 15 ft. below point of mountain.

Land, rolling and broken clay hills. .
Soil, blue clay nearly void of all vegetation.

. S. 83°38' W., bet. secs. 6 and 7.

At the cor. point:

Descend gradual SW. slope of broken land, through very scattered
scrub timber and short undergrowth,

Small wash, drains SE.; continue descent.

Sottom of small valley, 150 ft. below cor., drains S.; leave timber,
bears M. and SE.; ascend gradually.

The § sec. cor, of secs, 6 and 7, marked by a sandstobe, 12 x 9 x 3
ins., firmly set in a small mound of stons, marked % on N. face.

ground to solid rock snd in & large mound of .stome to top, with bras

Set an iron post, 30 ins. long, 24 inss in diun.; 6 ins. in the 4
cap marked

B & COVERNRENT PRISTING SPPICR 10-~28880-1
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. ADIPEIDEIIT“RESUKVEY OF A PORTION 0!‘ THE SUBDIVISION, T4 29 S., R. 8 E.

. Lo L. se.

v Y
T4
! : ; 87
1952 -
AR [ : S T o
| Deposit the original cor. monument inverted, alongside the irom post.

Post set on gravelly MW. slope.
. !

Thence: -,
S. 89°43' W,, beginning new measurement.

Top of N. slope of small rock butte.

1
a4

Bottom of dry chamnnel of Deep Creek Wash, dralns S. 140 ft. below
"|" the % secs core

1 ) ° .
The cor. of sections 6,dnd 7, on the W. bdy. of the township.

Land, rolling cley and shale hills.
Soil, shgllaw clay .and sand.
Undergrowth, scattered short shadscale, sagebrush, greasewood, weeds,
and browse.

Timber, scattered scrub Junlper and pinon on E. portion of mlle.

From the cor. of secse 5, 6, 7: end 8.(
N. 0°35' Eo, bet. S9CSe 5 and 6.

Along broken top of high breesks to the E., through very scattered
scrub juniper and pinon timber end short undergrowth.

Top of nearly vertical rim, 100 ft. high, bears NV. and SE.
Bottom of cover in rim, 160 ft. below rim; ascend abruptly.
Top of rim, 50 ft. high, faces NE. and bears NW. and SE.; descend.

The % sec. cor. of secss 5 and 6, marked by a sendstone, 20 x 12 x 6
1ns., firmly set in small mound of stone, marked on W. face.

At the cdr. point, on steep NE. slope, 100 ft. below top of rim.

Set an iren post, 30 ins. long, 25 inf. in diam., 24 ins. in ‘the
ground, with brass cap marked

[N

56| S5
1962

Raise & small mound of stome around the post, and deposit the stonme
monument inverted, alongside the iron post.

Thence: v N
N, 1°03' E., Weginning new measurement,
* Over nearly level and'fblling-clay hills and flats.

L] 3

The cor. of secse § and 6, on the N. bdy. of the townshlp, marked

U B> GOVERKNENT :PRINTING, OPPICK 8—28520-1



- DEFENDENT RESURVEY OF A PORYION OF THE S

by an iron post, 2§ ins. in diem., ocntonngeoﬁ-
survey of T, 28 8., R, 8 B., Growp 583, Utah.

Land, rolling and brokem clay and sandstone hills and £
Soil, shallow clay and sand. v
Timber, very scattered serud juniper and pinon.
Undergrowth, lhl.daoalo, sagebrush, greasewcod, bronn. u‘ wesds,

o

. SR

SURVEY OF A PCRTIGN OF THE SUBDIVISION OF T. 29 S., ﬁ. 8 R,
32ginring at the cor. of secs. 35 and 36, or the S bdye. et the
tosnship, marked by an iron post, 24 ins. diam., oanforming to tb%
recorde.
Theace:

Ne O’Ol' H., bet, 8003035 and 36,

Over rolling bench, through scant undergm'rth; doscend l.ltmg a
rentle lit, slope,.

ef v wi s . .

fntor s‘tmll .r‘*e.w, ﬂvalnin? N+ 30° E.

Leevs ~raw; thence asce;xd along a SE. slope. : ,

Low spvur, p:‘ojectls Ne 30° Ee; thence deacenc{ along a NW, slope.
Poimt !'or- the soce core of secse 35 and 36, .

Set an iron post, 30 ins. long, 2-- ins. diam., 24 ins. in the ground
and ir 4 smell "mu'nc’ of stone, with brass oap marked

SSST §$36 .

’ 1952
No accessorias ‘aveildhlae, o .
Continue descent nlonp a ‘rentle NW. slope, '
‘Enter small wesh, drains N, frod SW. ° .
;Lawo wasl, dreins NZ.; thence ascend aldng a 'SE, slope, ‘

finsh, drains *.; thence mscend over a pentle S, slope.
Polnt for “he cor. of seos, 25, 26, 25, and 386,

Set an iron post, 30 ins, long, 2% ins. diam., 22 ins. in the
freund and in a collar of stone, with brass cap marked

T298 RBE

1962
Mo wccess 3:'163 available,

land, rz1iing tench.
Scily rockr clay loam,
Timber, none; undergrowth, shadscale, sagebrush, weeds, and grass,.

Lo Py a 4

Prom “he eor, of 3008, 2§, 30, 31, and 86' on the B. “y. of the
tmahip, nmarked by an iron post, 2 ins, dh-., omforming to the

recard. . . R . Eoeh

6 IR SIS AVEE [ o]
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PORTIGN OF THE SUBDIVISION, T. 29 S., Re 8 E,
. 3 '

Cheins
Se B9°5at Wc, bets secse. 25 and 36,

Over rolling and broken bench land, through a scant undergrowthae

23.80 Wash, 40 ft. deep, drains North.

24,00 Gep in spur, 30 ft. deeps .

25450 Wash, 40 fte deep, drains N, 10° E. . < .
27.50 Low spur, slopes No 20° Es . . . .
28.70 Wash, drains NE, . . . .
40,05 Point for the 4 sece. cor. of secs. 25 and- 36,

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in the -
ground to bedrock, and in a mound of stons to top, with brass cap

merked > ¢ . . . . .
8§ 25
s
g e
S 36
. 01952
46,50 Small wash, drains NE. 3 chse. to junction with main drew,

55440 | Main wash, dreins N. 5 chss, thence NE.

.

71400 Lend changes from near'ly level to low b;'oken‘ ‘terrain. ‘
72,40 | Wash, drains N. 10° E. : |
73440 Low ridge, bears N, 20° E. and S. 20° ¥,

76690 Shallow wash, drains N, 30° E. . . . R
80.10 The core of secs. 25, 626, 35, and 36, | . . .

v N a

Lend, nearly level and broken.
Soil, sandy and sendy clay.
Timber, nong; undergrowth, shadscale, sagebrush, browse and wegds.

Ne 89°42' W., bets secse 26 end 35,

Over rolling top of bench, through sparse undergrowth; gradually
ascending over general E. slope.

2040 Small wash, 15 ft. deep, dreins N. 10° L.
540 Wash, 20 f%t. deep, drains NE. .
40,00 Point for the % sece core of secs. 26 and 35, on slight NE. slope.

Set an iron post, 30 ins. long, 2& ins. diam., 24 Ins. in the ground
and in a sméll molnd of stone, with brass cap marked

S 26

[ S

S 35
1952

424,00 We rim of bench; enter rough broken land with blue clay soil;
descend ebrupt W. slope 270 fte to draw.

t

48,00 | Bottom of, deep draw, drains N.; ascend 30 fte to spurs




3

L3
L

19

. o PRTION OF THE SUBDIVISION, Te 29 8., Re 8 E4

Chains
R} 3

50400 Clay spur, slopes N.; descend 100 ft. to draw.

54,30 Drew, dreins N.; thence across series of clay spurs and diraws

draining N, .o : . . .
62450 Clay spur, slopes N, . . - .
66420 Draw, drains N, . . . . . .

69430 Spur ridge, bears N. and S. . . . " N

74400 Draw, drains N. 10° W, . . .
75460 Spur, slopes Ne 10° W, . . : .
79450 Drew, drains N. . . .

‘ ) .
79480 The core of secse 26, 27, 34, and 35,

Land, east helf mile rolling top of bench, west half mile rough
and broken,

Soil, east half mile sandy clay, west half mile blue clay,
Timber, none; undergrowth, shadscale, browse and weeds.

3 » . . 3

From the core of secs. 25, 26, 35, and 36

Ne 0°01' W., bet. sccse 25 and 26,

.

Over rolling broken land with general E, slope and drainage, with

sparse undergrowth, o .
5410 Wash in draw, 30- ft. deep, drains NE,- : .
20,70 Wash, 25 f't. deep, drains NE. . - .
29,70 | Wash, 30 ft. deep, drains Ne 70° E,: - = . -

33440 Spur, slopes E, :

. . T

+ 40,00 Point for the é sece core of secs., 25 and 286,

Set an iron post, 30 ins. long, 2% ins. diem., 24 ins. in the
ground and in a mound-of stone te top, with-brass cap marked

. &
A ]
$26° | 825
. . 1952 ° . .
45,10 Main wash, 50 ft. deep, drains E.; begin gradual aséent over S, slope

80400 * | Point for the cor. of ecs. 23,° 24, 25, and 26, °

Set an iroh’post, 30 ins.’long,’ 2% ins.'diam., 24 ins. in the ground

and in a mound of stone to top, with brass cap marked

T298 R8E
523 | s24

826 | 825
1952

Land, rough and droken. * :
Soil, sandy clay and shale, .
Timber, none; undergrowth, ' sparse shadscale, browse and weeds.'

U. 5. GOVIANMENT PRINTING OFFICE 16~98 5801
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P(RTION OF THE SUBDIVISIOK, T. 23 S., R, & E,

40

Cheins

40.07

41.51

57400
66430

80414

14.90
16460
18,70
22,00
26,00
27 440

31470

From the cor. of secs. 19, 24, 25, end 30,
described in the official record.
S. 89°44' W., bet, secs. 24 end 25,

Over rolling end low broken lard with & renerel eesterl:-

slore
through scattered undergrowth. o

True point for the 4 sec..cor. of sscs. 24 and 25, felle
wesh.draining E.; true pcint not merked,
Point selected for the witness 3 sec. cor. of sccs. 24 urs 25,

Set an iron post, 30 ins. long, 2% ins. dl-m., 25 inse in the
ground and in & small mound of stone, with brass ccr marles

"C
S z24

L3

- [
w .
[N
[SCINN ]

Spur, slopes SE.

Wash, 40 fte deep, creins SE.

The core of secs. 23, 24, 25, ond 26,
Land, rolling and broken.

Soil, ssndy and sandy clev,
Timber, none; undergrowth, spﬂ*se short desert brovse,

cn the erst %3., of -lLe
tomship, merked by .an irom post, 2 ins, firm., 50t and murked as

in gl

No 89°39' W,, bet. secss 23 and 26,

Orer rough broken land with renerel nor+h sre'-are, throuph
scattered undergrowth,

_Bottom of wash, drains N. 20° W,

Ridge, bears Ne. 30° W, snd S. Z0° E,

Wash, 18 ft. ceep,

[oN

reins Ue 30° Ve
Ridge, bears Ne 20° We and Se 20° E,

¥nsh, 110 ft. desp, drairs N« 10° W,

Ridge, beers K. and
Wesh, 10C ft. dosp,
Ridge, bears Ne 2£°

Wesh, 100 ft. deep,

Se
dreirs
We &nd

¢rairs

Point for the § sec, core.

bearing N, 10° ¥,

Yo tuming to W,
S. 25° E.

Ne 10° W,

- gy

[¥5

n3

of seces 23 and 2&, on *tor <f r

Set an iron post, 3C ins. long, 2% inse diam,, 2% irs, in <he
ground, with brass cex markad
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’ PCRTIMN OF THE SUBbIVISIoN, Te 29 Sey, Re¢ 8 B,

44,60

47400
48,50
50420
51,70
54,70
56 460
5800
60400
62,00
53420
52,70
67450
72400

79410

40,00

80400

Deposit broken glass et base of poste

Wash, 90 .ft. daep, drains N. 20° W.

Top of spur, slopes N. 20° W,

. . 0

Wash, 40 ft. deep, drains N. 20° W,
Spur ridge, slopes N. 10°% W,
Wash, 130 ft. deep, drains N, . _ ‘ .

Ridge, bears N. and S,
Wash, 50 ft. deep, drains N.

ﬁidge, beg;s Ne ;nd Se

Wesh, 110 ft. deep, drains N,
Ridge, bears N. and S.

Vlash, drains N,

Wash, 80 ft. deep, drains N,
Ridge, bears Ne 10° E, and S. 10° W,

2 - . S °

Ridge, besrs 1T/, and SE.

B . P - B . .

Core of secse 22, 23, 26, and 27.

Land, rough and broken.
Soil, sandy clay and clay. - :
Timber, none; undergrowth, scattered shadscale and browse.

From the cor. of secs. 23, 24, 25, and 28,

ITe 0°01' W., bets seccs. 23 and 249

.

Over gently rolling land; ascend over gradual SE, slope,
Point for the ¥+ secy cor. bf secs’ 23 and 24, on gradual SE, Sldpe.

Set an iron post, 20 ins. long, 2% ins. diam., 24 {ns. in the"
ground to rock and in a small mound of stone, with brass cep marked

i
523 r‘sz4
*1952 - : ’
This core is 22 1ks. E, of*top edge of rim'beering'N. end S. 10° W.,
and 30 lks. We of top of clay spur sloping SE. Deep drews, draining
e and SW,, hoed at-base of rim, 2 chse. Ws of cors :

Thence by +riengulation frem the core of secs. 23,°24, 25, and 26,

Point for the cor., ofrsecs, 1%; 14,'23, and 24, on inaccessible W.
fece of rim; point not merked. Point'selected for witness cor.,
bears N, £0°31! Ee, 5428 chs, diste, on top of SW. point of Ceine-
ville Mesay 1% chs, wides : B

Sct an iron post, 20 ins. long, 2% ins. diam., on rough bedrock
surface, in a large mound of stone to top, with bress cap merked

U. §. SOVERNMENT PRIATING SFVICT 16~28580~1
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PORTION OF THE SUBDIVISION, T. 29 S., R. & E.

Chains
WC
- T295 REE -
513 -
8231524
1 1952°
Land, south half mile, gently rolling, north half mile, rough and
broken,
Soil, sandy clay, clay and rocky.
Timber, none; undergrowth, south half mile, shadscale, browse,
greasewood and weeds; north half mile, scattered shadscale and browsel
From the true point for the cor. of secs. 13, 18, 19, and 24, on the
E. bdy. of the township, monumented by a witness cor., North, 7.17
chs, dist., an iron post, 2 ins. diam., set, marked and witnessed as
‘deseribed in the official record.
S. 89°39' W., bet. secs. 13 and 24,
Across rough broken land, Bonffset line,
40.12 | True point for the % sed. cor. of secs. 13 and 24, falls on 3. face
of mesa rim; p01nt not monumented.
Point selected for witness % sec. cor. bears N. 27° 05' W,, 6,96 chs,
dist., on rocky S. lope at extreme SE. edge of point of mesa top
above rim bearing N, 30 E, and MW,
Set an iron post, 30 ins. long. 2g ins. diam., 6 ins. in the ground
to bedrock and in a large mound of stone to top, with brass cap
marked
Wco
1 513
% s
1952
80.24 True point for the cor. of secs. 13, 14, 23, and 24.
Land, extremely rough and broken.
Soil, rocky and sandy clay.
Tlmber, none; undergrowth, scattered shadscale and weeds.
l N. 89°39' W., bet. secs. 14 and 23.
Over very rough, broken land; descerid 1000 ft. over W, face of
Caineville Mesa, by triangulation.
39.50 Point selected for witness cor. to 4 sec. cor. of secs. 14 and 23,
at end of triangulation, and W. base of talus slope.
Set an iron post, 30 ins. lorg, 2% ins. diam., 4 ins. in the ground
and in a large mound of stone to top, with brass cap marked
, SlA
1
i S—— WC
4 523
1952
40,00 True point for £ sec. cor. of secs. 14 and 23, in bottom of draw,

draining N. 40° W.; point not monumented.

Ascend 220 ft, over NE. slope.




PORTION OF THE SUBDIVISION, T, 29 S., R, 8 E,

Chains

44 40

56.60
59.50
60.80
67.50
70.20
74,30
76.60

78.11

£0.C0

80.00

82.00

Head of draw, 50 ft. deep, drains NW.

Top of clay spur, slopes NW.; descend 200 ft. to sec. cor. over
broken NW, slope.

Head of draw, 50 ft. deep, drains NW,

Spur, slopes NW,

Draw, near head, 75 ft. deep, drains NW,

Spur, from S, 70° W., slopes SE. 2 chs. to spur ridge bearing E.
Draw, near head, 100 ft. deep, drains NW,

Sharp crested spur, slopes NW., 65 ft. above sec. cor.

Cor. of secs. 14 and 23.

Land, very rough and broken.

Soil, sandy clay and clay.

Vegetation, W, 5 mile, none, E. half mile, sparse shadscale and
weeds. ’ ’ )

From the true point for the cor. of secs. 13, 14, 23, and 24.
N. 0°01' W., bet. secs. 13 and 14.
Over very rough broken land, by traverse.

True point for the ﬁ-sec. cor. of secs. 13 and 14, on W, face of
mesa rim; point not monumented.

Point selected for witness cor. to ¥ sec. cor., bears East, 2.13 chs.
dist., at top of mesa rim facing W. and bearing N. and S.

Set an iron post, 30 ins. long, 2% ins. diam., on bare rock, in a
large mound of stone ta top, with brass cap marked
1
4
We  s14 | s13
1952

True point for the cor. of secs. 12 and 13, falls on W. face of
Caineville Mesa; point not monumented. Witness cor. bears N, 89°41!
E., 4.00 chs. dist., hereinafter described.

Thence bet. secs. 12 and 14.
Intersect the 5. bdy. of sec. 11,

Point for the closing cor. of secs. 12 and 14, falls on inaccessible
W, face of Caineville Mesa; point not monumented.

From point of intersection, the true point for the SE. cor. of sec.
11 bears East, 1.71 chs. dist. and is witnessed 2.69 chs. East of
this point.

Land, very rough and broken. )
Soil, rocky and sandy clay and clay.
Timber, none; undergrowth, scattered shadscale and weeds.

U: $. GOVERRNENT PRINTING OFFICE o 18—28520-1



40.00

44,00

764189

76450

80.19

16.00
15,00

40,00

57

144

.~ ,PCRTIQH OF THR SUBDIVISIQN, T. 29 S., Xe & .
= :

From the cor., of secs. 7, 12, 13, and 18,-on the E, bdy. of the
township.

S. 89°41! W., bets secs, 12 and 13,

Over rolling top of Caineville Mesa, through scattered undergrowthe
Point for the ﬁ-sec. cor. of secse 12 end 13,

Set an iron post, 30 ins. long, 2% ins, diam., 16 ins. in the
ground- to bedrock and in a mound of stons to tops with trass cap
marked ’

S12

513

-

1952
Smaell wash, dreins NE. to mesa rim,. .
Point selected for the witness cor. to the cor. 'of secs. 12 rnd 12,

Set an iron post, 30 inse long, 24 ins. dism., 12 ins. in the . round
and in a mound of stone to top, with brass cep merked

T2¢S KBE
yiC Sl4 | Slz2.

S13
1952

We rim of Caineville Mesa, bears Neo 30° E. snd So 30° W.; thence
descend over face of mese,

True point for the cor. of secs. 12 and 13; falls on ineccessible
W. face of mesa; point not marked.

Land, rolling top of mesa,

Soil, sandy cley,

Timber, scattered scrub Junloer and pinonj undergrowth, short browse,
grass end weeds,

1

41.63

From the cor, of secse. 1, 6, 7, and 12, on the E. bdy. of the
townships

Se 89°41' W., bet. secs., 1 and 12,

Over rolling land, chrough scattered scrub timber and undergrcwth.
Wash, drains N,
Small ridge, bears N. and Se; point of triengulation.

Point for % sec. cor, of secs. 1 end 12, falls or E. face cf usse
rim wheré monument ¢annot be perpetuated; point nct merked.

Point selected for witness % 6€Ce COre

-

Set en iron post, 30 inse. long, 2% ins. dlan., 12 ins. in the zround
add In & mound of stone to top, with bress cep marked

‘ 81

§ —>WC

] ¢ 512
. . ; . 1952

Thence by trienguletion from point at 19400 chs.
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Cheing

61440
€2.14

77.18

20430

'81073

!
L)
-
O

n
.

[r}
o

e
JAscend 600 ft. from witness cor. to top of .mesa ;im.
Top of mesa rim, bears Nz, and SN.; thence over rolling mesa,
t
. . ve .

End of triangulation.

Core of secs. 1 and 12,

Learg, rolling mesa and steep face of mesa rim,

Soil, rocky and gandy clay. .

Timber, scettered scrub Jjuniper end pinon; undergrowth, short browse
shadscale and grass. R

" SUBDIVISION OF STCTIONS

Subdivision of Section 3

From the I sece cor. of secse 3 and 10, r : .
Ne 0°20* E., on the meridional center 1ine of sec. 3, -
Cver broken clay and shale hille.

Point for center south 1/&6 SeCs COr,.

Set an irnn post, 3 ft. long, 1 in, diem., 28 ins. in the ground,

with brass cep marked

51/16 | S3

© 1949

Viash, drains SE, 5 chs. dist., thence &, ‘ ‘

Intersect the latitudinal center line of sec. 3.

v

Poirt for the center 1 S6C. cor. of secy 3,

Set an iron post, 3 ft. long, 1 in. diams, 30 irs. in the ground,
with bress cap marked v

The 7 sec. cor, of £ecs., 3 and 34,

Lend, rolling clay ang shale’hills.’ : '
Soil, sendy clay aad shale,.
Timbér, none; uqdergrcwth,'sagebrusﬁ, shédscale,'grass-and weeds,

From the = sec, cor, of "secses 2 and 3,

¥ '89°311 1 on the latitulinal center ‘line of sec, 3,
across tottom of Dirty Devil River., )
Sigkt tank of Sirty Devil river, course of river N. 30° E,
~eft Dank of river, ascend 200 fte to SE 1/1€ sec. cor., over E. slope '

Irripation canal, courss 3,

. 5. COVERSEENT PRINTING GPPICY ~20850-1
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. .. v . . Subdivision of Sections, T. 29 S., R, 8 E,

Chains
7.80
20 15

32.00

40.30

50.00
69.50
80.60

20.335

20.80

4L0.67

5.75

Utah State nghway No. 24, bears N. and S.
Point for the CE 1/16 sec. cor. of sec. 3.

Set an iron post, 12 ins. long, 1 in. diam., 10 ins. in a hole
drilled in bare bedrock, with brass cap marked

E 1/16
'C .
S3
1949
Continue ascent 130 ft. over E. slope.

Ascend over top of bluff and ridge, bears N, 10° E. and S. 10° W.;
thence descend 130 ft. over w. slope, to center % 4 sec. cor,

Ceqﬁer %‘seq. cor. of sec, 3.
?hence over rolling clay hills,
Head of draw, drains N, 15° E,
Draw, drains N, 10° E,

The % sec. cor. of secs. 3 and 4.
land, broken and rolling hills,

Soil, clay, sandy clay, and rocky.
Tlmber, none; undergrowth, shadscale, greasewood " and weeds.

From the E, 1/;6 sec. cor, of secs. 3 and 10,

N, 0°04! E., on the meridional centerline of the SE%’of sec., 3.
Over broken land, along an E. slope, through scattered undergrowth.
Intersect the latitudinal centerline of the SEZ of sec. 3.

Point for the SE. 1/16 sec. cor. of sec. 3.

Set an iron post, 3 ft. long, 1 in. diam., 20 ins.;in the ground
and in a mound of stone to top, with brass cap marked
1"
SE—-53

16
1949 °

Wash, drains SE. from SW.
The CE 1/16 sec. cor. of sec. 3.
Land, rolling bench.

Soil, sandy clay.
Timber, none; undgrgrowth, scattered shadscale, weeds, and grass.

From the S. 1/16 sec. cor. of sect, 2 anrd 3.
N. 89°21' W., on the latitudinal centerline of the SE. % of sec. 3.

Across nearly level bottom land of the Dirty Devil River, through
medlum dense short undergrowth.

nght bank of the Dirty Devil River, course of river NE.




- Subdivision of Sections, T. 29 S., R. 8 B,

20,22

' I
wie b

Left bani of river, bears N. and S.; thence ascend 135 ft. over E.
slope. '
irrigation caral, flows N,

Utah State Highway No. 24, bears NW. turning to N. and SE. turning

i to S,

Top of ascent on rocky spur, sloping SE.; descend over ledge 100 ft.
high, bears N¥W. and SE.

W¥ach, drains SE.; ascend 20 ft. over NE. slope.

Tre SE. 1/16 sec. cor. of sec. 3.

Descerd 20 ft. over FW, slope.

fecrogc same wash, drains NE.; ascend 90 ft, over SE. slope. -

Tor of ascert in break of ridge bearing N, 10° E. and S. 10° LI
2esrend 7C ft.

Wasr, drains SE,; ascend 20 ft. over NE. slope.
Tne C5 1/16 sec. cor. of sec. 3.

Lard, rough ard broken.

Soil, sardy =»..: sandy clay.

Tiroer, nore; undergrowth, scattered greasewood, shadscale, grass,
and weeds,

Subdivision of Sec. 10
“rom the § sec. cor. of secs., 10 and 15.
N. 0°46' E., on the meridicnal centerline of sec. 10.
Ascend 130 ft. over steep SE, slope and bluff,

Top of vluff along W. side of the Dirty Devil Kiver, bears N, 15° E,
ant L, 15: i.; thence over rolling top of ridge bearing N, 15° E,
and S, 157 &, :

Feirt for 38 1/16 sec. cor. of sec. 10.

<2t an irern post, 3 ft, long, 1 in. diam., 28 ins, in the ground and
in a mound of stone, with brass cap marked
c
£ 1/1¢ | S 10
c
1949

intereect tne latitudiral centerline of sec., 10.
Pulrt for ‘re center 4 sac. cor. of sec. 10.

-2t an lren post, 3 ft, long, 1 in. diam., 28 ins. in the ground
and . 3 mound of stsne, with brass cap marked

k3

€10
1949

Folnt for the 24 1/16 sec. cor., of sec., 1C.

& 5 AUTNRATNS SMERNS SPRNE WS-y
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‘-« .. Subdivision of Sections, T, 29 5., R, 8 E,

74040
81.12

10,90

12,20

20.31

20.40

20.60
22.50

30‘00

40.62

46.30

62.00

81.2

Set an iron poet, 3 ft. long, 1 in. dism., 28 ins. in the ground
and in a small mound of stone, with brass cap marked

. ¢
N 1/16 | S 10
C
1949

Descend 80 ft. over bluff, bears N. 20° E. and €. 20° W,
The 4 sec. cor. of secs. 3 and 10.
Land, rough and broken.

Soil, sandy and rocky clay,
Timber, none; undergrowth, scattered browse and weeds.

From the 4 sec. cor. of secs. 10 and 11.
N. 89°30' W., on the latitudinal centerline of sec. 10.
Across bottom lands cof the Dirty Devil River.

Right bank of tre Dirty Devil River, bears NE. and ZW,; covree of
river, NE.

Laft bank of river, tears NE. and CF.
Poirt for the CE 1/16 sec. cor. of sec. 10,

Set an iron post, 3 ft. lonp, 1 in. diam., 2¢ ins. ir the ground,
%ith brass cap marked

E 1/2¢
C—— —
210
1949

Leave bottom lands, bearec N. and 5. [ ° ¥,: ascend 160 ft. over
steep E. slope.

lrrigation canal, flowg Y,
Utah State Highway Mo. 24, bears N. and . 20° ¥,, along river.

Ascerd over top of bluff along river, tears N, 20° E, and £. 20° Voo
thence across rolling top of ridge,

the C4 sec. cor. of sec. 10.

Descend over bluff on W, side of ridge, vears “, and NW, for 3 chs.,
thence NE, Descend 260 ft., over W, slope.

Small draw, drains S.; ascend 180 ft. over general E. slope.
The 4 sec. cor. of secs. 9 and 10,

Land, rough and brokeh,

Soil, sandy clay.

Timber, none; undergrowth, scattered shadscale, greasewood, browse,
and weeds. ’ ' ' ’

From the E, 1/16 sec. cor. of secs. 10 and 15,

N. 0°9* E., on the meridional centerline of the SE4 of sec. 10.




Subdivision of Sections, T. 29 S., R, 8 E,

Chains

3.00
10.00

20.22

34.80

37-00

4044

14.00

20.30

25.00

27.00

30.20
30.65
38.00

40.60

Over bottom lands of- the Dirty Devil River, through sparse under-
growth, :

Descend over cut bank, 8 ft. high, bears NE. and SW.
Descend over cut bank, 6 ft. high, bears NE, and SW.

Intersect the latitudinal centerline of the SE& of sec. 10.

. Point for the SE. 1/16 sec. cor. of sec. 10.

Set an iron post, 3 ft. long, 1 in. diam., 28 ins. in the ground
and in a small mound of stone, with brass cap marked

SE 1/16 S 10
1949

Right bank of Dirty Devil River, bears NE. and SW.; course of river
N. 20° E. : : :

Left bank of river, bears N. 10° E, and S. 30° W,
The CE 1/16 sec. cor. of sec. 10.
Land, nearly level river bottom.

Soil, sandy clay.
Timber, none; undergrowth, scattered browse, grass, and weeds.

From the S. 1/16 sec. cor. of secs. 10 and 11,
N. 89°40' W., on the latitudinal centerline of the SE% of sec. 10.
Over gentle W. slope, through scattered undergrowth,

Descend over cut bank, 8 ft. high, bears NW. and SE.; thence across
bottom land of the Dirty Devil River.

The SE. 1/16 sec. cor. of sec. 10.

Right bank of the Dirty Devil River, vears N, and S.; course of
river N,

Left bank of river, bears N. and S.; thence ascend 220 ft. over
steep E. sloge.

Irrigation ditch, flows N.

Utah State Highway No. 24, along river, bears N, and S.

Top of steep ascent; thence over rolling top of ridge.

The CS 1/16 sec. cor. of sec. 10.

Land, nearly level bottom land and rough broken slopes.

Soil, sandy clay in river bottom, sandy and stony clay on remainder.
Timber, scattered scrub Juniper and pinon in river bottom; under-
growth, scattered grass and weeds.,

From the CE 1/16 sec. cor. of sec., 10.
N. 0°49' E., on the meridional centerline of the NE§ of sec. 10.

Over brokén land, through scattered undergrowth; ascend 250 ft. over
steep ESE. slope. i

U. 8. GOVERNGENT PRINTING OFFICE 10—28520~1
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Subdivision of Sectioms, T. 29 S., R, 8 E.

Chains ,
4450 Irrigation canal, flows N, 10° E.
5.00 Utah State Highway No. 24, along the Dlrty Devil River, bears
N. 10° E, and S. 10°
- 20,22 Intersect the latitudinal tenterline of the NE} of sec. 10.
Point for the NE, 1/16 sec. cor, of sec. 10,
Set an iron post, 3 ft. long, 1 in. diam., 28 ins. in the ground and
in a mound of stone, with brass cap marked
.  NE 1/16 S10
1949
35.20 | Descend over bluff, 20 ft. high, bears E. and W.-
37.70 Draw, drains E. ’
40444 The E. 1/16 sec. cor. of secs. 3 and 10.
Land, rough and Brokén. )
3011, sandy and stony clay.
Timber, none; undergrowth, scattered shadscale, greasewood, grass,
and weeds.
From the N. 1/16 sec. tor. of secs. 10 and 11.
N. 89°20' W., on the latitudinal centerline of the NEZ of sec. 10.
Across nearly level river bottom, through scattered undergrowth,
0.10 Descend over cut bank; 10 ft. high, bears N. and 5.
2.50 Right bank of Dirt& Devil Rivef, bears N. and S., course of river N,
4.50 Left bank of river, bears N. and S.
16,00 Leave river bottom, bears N. and S.; ascend 260 ft. over broken
E. slope.
18.30 Irrigation ditch, flows N,
18.60 | Utah State Highway No. 24, bears N. and S.
20.33 The NE. 1/16 sec. cor. of sec. 10.
28,00 Top of steep E. slope; continue ascent over rolllng E. slope on top
of ridge, bears N, 15° E, and S. 15° W, Lo
40.66 The CN 1/16 sec. cor. of sec. 10.
Land, rough and broken.
Soal, sandy and stony clay.
Timber, scattered pinon and juniper along W. bank of river; under-
growth, scatiered grass and weeds,
Subdivision of Sec. 15.
From the % sec. cor. of secs. 15 and 22.
N. 002! E., on the meridional centerline of sec. 15.
Along W. side of broken and highly eroded clay hill.
18,70 Top of clay spur, bears N. 10° W, and S. 10° E.; descend 170 ft.

over ENE. slope to C§ sec. cor.




\;;1
]

Subdivision of Sections, T. 29 S., R. 8 E,

Chains

40.82

56,00

61.22

71.40

78.90
79.80
81.20

8l.62

Intersect latitudinal centerline of sec. 15.
Point for C% sec. cor. of sec. 15,

Set an iron post, 3 ft. long, 1 in. diam., 30 ins. in the ground,
with brass cap marked

C%

__+,_

515
1949

Deposit broken glass at base of post.

Thence 5ver gently rolling laﬁd.

Center of Sandy Creek Wash, 3 chs. wide,“course S. 70° E,
Point for CN 1/16 sec. cof. of sec; 15.

Set an iron post, 3 ft. long, 1 in. diam., 28 ins. in the ground
and in a mound of stone, with brass cap marked

c
oN 1/16 l s 15
1949

Right bank of the Dirty Devil River, 15 ft. high, bears N. 70° E.
and S, 70° V.; course of river, N. 70° E,

Left bank of river, bears NE, and SW.
Irrigation canél, flows NE.

Utah State Highway Ng 24, bears NE, énd SW,
The %—sec. cor. of secs., 10 and 15.

Land, nearly level and eroded’ clay hills.

Soil, eandy clay to clay.
Timber, none; undergrowth, shadscale, browse, and weeds.

From the E. 5 sec. cor. of sec. 15,

N; 89°56' W., on-the latitudinal centerline of sec. 15.
Over top of broken clay hills.,

Thence descend 140 ft. over SW. Slope to CE 1/16 sec. cor.
Point for the CE 1/16_ sec. cor. of sec. 15.

Set an iron post, 3 ft. long, 1 in. diam., 28 ins. in the ground,
with brass cap marked

E 1/16

C
S 15

1949

Deposit broken glass at the base of poste

]
:
i

V. 3. SOVERKRENT PRINTING OPPICK 10—285320-1
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-Subdivision of Seotions, T. 29 <., R. 8 E.

"Chains

22,00
40.70
50.60
53.40
61,04

T4 .20

81.38

20,36

40,72

.70

440

Thence over gently rolling land.

Caenter of draw, drains K. 20° u,

The C% sec. cor. of sec. 15.

N. end of spur ridge, froa S. 20° EB.

Center of Sandy Creek Wash, 53 chs. wide, ccuree 5, 15° £,
Point for the CW 1/16 sec. cor, of sec. 15,

Set an iron post, 3 ft. long, 1 1n. diam., 2¢ ins. in tne cr-und,
with orass cap marked

W 1/16

) —C

S 15
1949

Ascend 300 ft. over steep SE. slope.

Top of sharp ridge, nears N. 30” E. and &, 30° w.: deccnny . - Tt.
over bluff and steep K¥, slope.

The 4 sec. ~or. of secs. 15 and lo,

Land, gently rolling to rough snd brokei.
Soil, sandy clay and clay.
Timber, none; undergrowth, scatterad prowsz =:1 weeds.

From the CE 1/16 sec. cor. of sec, 15,

9]
.
—t
T A
.

N. 0°03' W., on the meridional centerlins of the “Ei of re
Over gently rolling land, thrcugh scattersea undergrowtt..
Intersect the latitudinal center li-e of the 1E3 of sec. 1°¢.
Point for the NE. 1/16 sec. cor. of sec. 15.

Set an iron post, 3 ft. long, 1 in. diam., 28 lnc, in tre proond,
with orass cap marked

Deposit broken glass at base of post.
The E. 1/16 sec. cor. of secs. 10 znd 15,
land, gently roliing.

S0il, sandy clay.
Timber, none; undergrowtr, scattared browse srd wae:r,

froa the K. 1,16 sec. ~or. =f fec. 1%,

S. 0% & on the latitudimal centerlire nf *na W% o ren, 1,
Over rolling land, through ceattered undergrowth,

Top of small spur, slopes X, 20° W,

Wash, drains *W,
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-Subdivision of Sectiomns, T. 29 S., R. 8 E,

i Chains |
| 6.60 | Spur, slopes N. 30° W, °
2.00 ! Thence over gently rolling land.
|
20.32 i The YE. 1/16 sec. cor. of sec. 15.
31.00 | Wash, 50 lks. wide, drains N, 10° W,
35.30'5 Center of Sandy Creek Wash, 2.40 chs. wide, drains N,
40.64 | The CN 1/16 sec. cor. of szc. 15,
. Land, gently rolling.
Soil, sandy clay.
Timber, none; undergrowth, scattered browse and weeds.
From the CW 1/16 sec. cor. of sec. 15.
N. 0°07' 2., on the meridional centerline of the NW& of sec. 15.
2.50 | Center of Sandy Creek %Wash, course W.
9.0 | Center of Gandy Creek ¥ash, course S. 70° E. from SW.; ascend 210 ft.
over SE. slope.
19.50 | Top of ridge, bears NE. and SW.; descend 100 ft. over bluff to NW,
1/16 sec. cor.
2V.44 | Intersect the latitudinal centerline of the NW% of sec., 15; point
for the W, 1/16 sec. cor. of sec. 15.
Set an iron post, 3 ft. long, 'l in. diam., 28 ins. in the ground,
with brass cap marked
NW 1/16 S15
1949
Deposit broken glass at base of post.
. Descend 100 ft. over steep NW. slope to river.
|
2L.80 | Right bank of Dirty Devil River, bears NE. and SW.; course of
river, NE.
31.20 © Left bank of river, vears NE. and S. 70° W,
37.80 ; Irrigation ditch, flows NE.
39.70  Utah State Highway ho. 24, bears NE. and SW.
44.83 @ The ., 1,16 sec. cor. of secs. 10 and 15,
i Lard, rough and broken.
i Soil, sandy clay and clay.
; Timber, none; undergrowth, scattered browse and weeds.
—
|
{ From the O 1/16 sec. cor. of sec. 15,
f Y. 39°571 N, on the latitudinal centerline of the NW% of sec, 15.
| Ascerd 223 ft. over SE. slope.
17.00 | Top of ridge, bears NE. and SW.; descend 100 ft. over bluff to NW,
i 116 sec, ~or. : ’
|
22.31 | The MW, 1/16 sec. ~or. of sec. 15,

T e e
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24,30

87.10

40.62

14,00

19.98

24,50

32400

39496

42,00
50 .00
55.70

60.21

Deacend 100 ft. over NW,. rslope.

Right bank of Dirty Devil River, bears NE. and S. 70° @e; thence in
river, course Enst,

Right benk of river, bears M¥., and SE.; thence over rolling land.
The No 1/16 sec. cor. of secs. 15 and 164
Land, rough and brokén.

Soil, sandy clay and cley. ' *
Timber, none; undergrowth, scattered browse and weeds.

.

Subdivision of Sec, 19

From the %'seo. core. of secs. 19 and 30.
Ne 0°16' E, on the meridionel centerline of sece. 19.

Over bottom lends along Pleesant Cresk, throurh scattered scrub
Jjuniper, pinon, and undergrowth.

Pleasant Creek, 1.00 ch. wide, course M. 10° E,

e °

Point for the CS 1/16 sec. cors of sec. 1%.

Set an irom post, 3 ft. long, 1 in. dism., 28 ins. in the Fround,
with brass cep marked

S 1/16 | s 19

1949

Deposit broken glass at base of post.,

Pleasant Creek, course N, 20° W,

Pleasent Creek, course NE.

Intersect the latitudinal centerline of sec. 19; point for the Cj
sec. cor. of sec., 19,

Set an iron post, 3 ft. long, 1 ir,, diem.,. 30 ins. in the grourd,
with brass cap marked

cx
. . . . S1S
1949
Deposit broken glass at base of poste
Pleasant Creek, course N. 10° W,
Pleasant Creek, course NE.
Center cf Dirty Devil River, 2 chs. wide, course NE.
Point for the CN 1/16 sec, cor. pf sec. 19,

Set an iron post, 3 ft. long, 1 in. diam., 3C ins. in the groung,
with brass cep marked

. . . » .
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- C o
N 1/16 | S 19
. hd 3 - C . *
1949
Deposit broken glaé's et base of poste -’
65.00 Hash, course SE.. ) , . . .
75440 Spur, projects We 1 ch. to end.
80.46 The z secs cor. of secs. 18 and 19.
Lan'd, rolling creek bottom. ‘
Scil, sandy clay,.
Timber, scattered pinon end juniper; undergrowth, scettered shad-
scale, browse, grass, and weeds,
Fraom the 3 sece. cor. of secse. 19 and 20, Lo .
Se 89°15' W., on the latitudinal centerline of sece 19.
Over rough broken land, through scattered hndergrbwth.
20418 | Point for the CE 1/1€ sec. cors of sec. 19, ’
Set an iron pO,S‘t, 3 ft. lo'ng, 1 ine diam., 28 ins. in the grouhd,
with brass cap marked ,
E 1/16
C———¢C
S 19
1949
21,00 Spur, slopes NE.; descend 130 ft. over WNW. slopes.
28450 Pleasant Creek, 2 chs. wide, course N. 20° W, for 5 chs., thence NE,
38075 Ascend over bank, 20 ft. high, bears NW., and SE.
40436 The C3 sec. core. of seces 19,
45.70 Leave creek bottom, beers N. and S.; a.scend 340 ft. over E. slope, !
50410 Small spur, slopes N. 20° E, ' . ' .
54430 Spur, slopes N, 20° W,- . . :
£9.20 Spur, slopes N,
60451 Point for the CW 1/16 sec. core of sec. 19,
Set an iron post, 3 ft. long, 1 in,. diem., 26 ine. in the ground
erd in e mound of stone, with brass cap marked
. W 1/18
C c
" 819 '
1949 » ) ,
Deposit broken glass at baese of poste :
Descond 125 ft. over NMW. slopes ' '
74 .60 Spur, siopss N, - . . T
80438 The  sec. cor. of secs 19 on the W, bdye of the township. 1

B A S e S———— P
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N + Subdivision of Sections, T, 29 S., Re 8 Eo

Chains

700
18,20

20,155

21410

24430

28,20

(& ]
I
L3

3]
3]
M

b

40.31

20,23
22440
30,480

40446

Lend, rough and broken.
Soil, sandy clay.
Timber, none; undergrowth, scattered grass and weeds.

From the CE 1/16 se0. qﬁn,ppf sece 19,
¥e 0°23' E., on the meridional centerline of tho NE: of secs 19.
Desocend 300 fte over N, slope.

Enter nearly level bottomland, bears E, and W.

Fenoce, bears NW. and SE,.

Intersect the latitudinal centerline of the NEj of sec. 19; point
for the NE. 1/16 sec. cor. of sece 19

Set and iron post, 3 ft. long, 1 ins. dlem., 22 ins. in the ground,
with brass ocap marked .

- . ' - KE 1/15 S1¢
1546

Deposit broken.glass at b;se of pc;t.
Chennel of Dirty Devil River, 15 lks. wide, 6 ins. deep, cuurse I,
ﬁain channel of Lirty ‘evil River, 1 ch. wide, 18 ins. deep, ccurse
Ee
Lesve bottomland, gea;s Ee and We; mscond 110 fto. over S. slope.
Spur, slopes SE.
‘Nrgh, dralns’S. 20° E.
The E. 1/1€ so;. core of seés. 18 ;, 13,
Land, rough and broken, and river bottom,

Soil, sendy and sandy clsy.
Timber, none; undergrowth, scetitored shadscale, browse and weeds,

From the e 1/16 sece core of secs, 19 end 20,

5. £9°32' M., on the latitudinal centerline of the HEi of secs 19

hoross bottomland of the Dirty )ev11 River, through scetitared
undergrowth,

The NE. 1/16 secs cors of sec. 19

Channel o£ the Dirty'Devil River, ;ourse NE.’

Dirty Devil River, 1 che w1de, 18 ins. deep, course N, 30° E,
The CN 1/16 sece cor. of seco 19.

Lend, nesrly level bottomlend.

Soil, sandy clay. . . .
Tinber, none; undergrowth, soattered shadscale, crass and weeds.

. . . .

From the CW 1/16 sec. cor, of secs 19. .

. .

No 0°12' E., on the meridional centerline of the NWj of sec. 19
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. Subdivision of. Sectbions,: Te 29 8.; Re 8 ®,

Chains
17440

20434

27450

28,00

40.63

12.40

20421
. 25460
33440

40,09

6470
8400
19,00

19.95

Over broken N. slope; descend 275 fte ‘ _

. t
Enter bottomland of the Dirty Devil River, bears 8. 70' E. axid
No *70° W

Intersect the latitudinal centerline of the NW: of secs 19; point
for the NW 1/18 .sets .cOF..0of .5866¢ 19,

Set an iron post, 3 ft. long, 1 in. diam., 28 ins, in ‘the ground,
with brass cap marked

NW 1/16

818 - - i
1949

Deposit broken gla:ss at base of pos’t.
Dirty Devil River, 1 ch. wide, 13 ins. deep, course N. 70° E.

Leave river bottom, bears N. 70° Ee snd S. 70° W.; ascend over S,
slopee

The We 1/16 secs core of secse 18 and 19,

Lend, nearly level river bottom and rough and broken slopes.

Soil, ssandy clay. . .
Timber, none; undergrowth, scattered shadscele, browse, and weeds.

» - > .

From the CN 1/16 sec. cor. of sece 19,
Se 89°52' ey on the latltudlnal centerllne of the I\ﬂl\‘L of sece 19.

Over bottom lands of the Dirty Devil Rlver.
Dirty Devil River, 1450 chs. wids, 3 ins. deep, course S 10° E,
for 3 chs.; thence SE,. and E. . . . . o

The WW. 1/16 sec. core of sec. 13.

Wesh, drains NW,
Dirty Devil River, 1,50 chs. w1de, 4 1ns. deep, course N. 20° E,.

The N, 1/16 SeCe COr, of sece 19 on the We bdy. of the township.

Land, river bottomland,
Soil, sandy clay.
Timber, none; undergrowth, scattered grass and weeds,

. . . ! . @

Fram the We 1/16 sece core. of secs. 19 and 30,

N. 0° 10! E., on the nerldlonal centerlme of the W} of sec, 19.
Ascend 200 fto over broken Se slope to SW’ 1/16 sec. cor.

v ° » ® . °

Small spur, slopes E,
Wash, dreins S. 80° E, .
Ascend over ledge, 15 ft. high, bears E. anli Wo

Intersect the latitudinal centerline of the SW; of secs 19; point
for the SW. 1/16 sece core of sec. 19,

1]
.. )

U. 5. GOVERMHMENT BEIRTING SEwtrn AR -




. Subdivieion of Sectien, T, 29 c., R. 8 E,

Ei:iha“

26.90
30.00
39.00
39.91

7.80
16.00
20.12
32.50

40,02

16.10
20.00
22.20
25.40
30.50

32.90

40.14

Set an iron post, 3 ft. long, 1 in. diam., 12 ins., in the ground
to rock and in a mound of stone to top, with brass cap marked

¢ SW 1/16

S 19

1949
Deposit broken glass at base of post.
Ascend 100 ft. over S. slope.
Top of ascent; thence over level top of small mesé.
Thence descend 80 f£. over N, slobe.
Spu}, slopes E.
The CW 1/16 sec. cor. of~sec.-l9.
Land,-rough and broken,

Soil, sandy clay.
Timber, none; undergrowth, scattered browse and weeds.

From the CS 1/16 sec. cor. of sec. 19.
S. 89°2Q' W., on the latitudinal centerlinre of the SW% of sec. 19.

Ascend 235 ft. over SE. slope.

"Small spur, slopes NE.; continue ascent.

Top of ascent; thence along S. slope.

The SW. 1/16 sec. cor. of sec. 19.

Descend over ledge, 20 ft. high,‘bears NW. and SE.

The S. 1/16 sec. cor. of sec. 19 on the W. bdy. of the township.
Land, rough and broken.

S0il,sandy clay.
Timber, none; undergrowth, scattered shadscale, browse, and weeds.

Subdivision of Sec. 20

| From the % sec. cor. of secs. 20 and 29.

N. 0°21' E., on the meridional centerline of sec. 20.

Over rolling land, through scattered undergrowth,
Wash, drains NW.; ascend 160 ft. over SE. slope.

Main wash, course NE.
Utah State Highway No. 24, bears NE. and SW,
Short_spur, slopes S. 20° E.; continue ascent.

Short spur, slopes E.; continue ascent.
Short spur, slopes E.; continue ascent.

Intersect the latitudinal centerline of sec. 20; point fér the
gec. cor. of sec. 20.
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i e ot et ot . et . e

Cae e

“ e s

R R

i

t

;

Set an iron post, 3 ft. long, 1 in. diam., 28 ins. in the gronnd,
witn brass cap marked

ct

__+_.

520 .
1949

Ueposit orsken glass at base of post.

. and. S. 70°.¥W.: descend 240 ft. over NNW,

ta

- . . Q
aldge, nears s, 70
& .

Ferca, 9e2ars h, 707 E. and S. 70° W,
Znter sottomland of the Dirty Devil River, bears NEB. and SW.
Point fer the CN 1/16 sec. cor. of sec. 20.

Cet =n iron nost, 3 ft. long, 1 in. dlam., 28 ins. in the ground,
Wit.. urass cap sAarked

N 1/16 | S 20

C
1943

v a0 o o
rence, o2ars b, 707 £, and S. 70° #.

virt, vevil fivar, 1.70 chs. wide, 1 ft. desp, course N. 60° E
aszund 70 ft. over SE. slope.

Asczad over ledre, 30 ft. high, bears NE. and SW.
e g sec. zor. of secs, 17 and 20.

a1, relling to rough,
.

wil, sundy clay,
Timsar, none; undergrowth, scattered shadscale, browse, and weeds.

e e e e = -

frou boe ¢ osec. cor, of secs. 20 and 21,
“e 94°32' 4., .n the latitudinal centerline of sec. 20.
vverogants. rolling land, through scattered undergrowth,
lmall s .ur, slopss ZE.
san
~tats . loneay h0. 24, a graded road, oears NE. and SW,
Wil wacsh, ariins M,

. o o
wtros. waarn, arains LS. 70° E,

routofor tre UE 1,16 sec. cor. of sec. 20.

“itoalo.rtnopost, 3 ft. lorg, 1 in. diam., 30 ins. in the ground,

o
W, LrEuS tag sarxed

£ 1/16
C—mmm—C
S22
1949

Jepoilt wroxan yplags at base of post,

© & NI ST SRS o ]
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. PO - Subdivision of Sections, T. 29 S., Re 8 E,

160.\*

Chains
20480
358.00
10,34
46465

550.58

71Q25 N
71475

80,82

26485
31420
34430

* 40,00

Recross wash, drains NE.; ascend 210 ft. over SE. élope.

° e
Ridge, bears NE. and S. 70° W.; thence along Ne §lope.
The C% sec. cor. of sece 20.

Fenoce, bears N, 60° E, end S. 60° W, .

, Point for the CN 1/16 sec. cor. of sece 20.

Set an iron post, 3 ft. long, 1 ine dlam., 28 1ns. in the ground,
with brass cap marked

W 1/1%6
C

S 20
. . 1949 -

Fence, bears N. 10° E, and Se. 10° .
Unimproved road, bears N. 10° E, =nd S. 110° 7,
The 5 secs cor. of seos. 19 ond 20+

Land, rolling.

Soil, sendy cley, ’
Timber, none; undergrowth, scattered shniscale, browse, end weeds,

Fram the CE 1/16 sec. core of sec. 20,

N, 0°21' =,, on the meridiorel centerline of the NEZ of sec. 20,
Over botiomlend of wush.

‘Main’ '

/N“sh, drains NE.; ascend 150 ft. over SEs slope.

Small spur, slopes Ze; continue ascer'.,

Snall wash, cdrains M. 70° E,

Top of ascent; thence eacross top of ridgze, boars NE. sand S¥, -

fence, bhears XM, 70° L., end S, 70° #.; doscend 40 f't. to NE,. L/lG
88Cs COre . . . . .

Interecct letitudinal centerline: of the NE; of sec. 20; point for
the NE. 1/16 sece cors of secs 20,

Set en iron post, 3 ft. long, 1 in, diam., 30 ins. in ths ground,
with brass cap marked

NE 1/16 § 20
' 1949
Deposit broken glass at base of post, .
Descend 180 ft, over N, slope. ' ¢
Fence, bwvars NW, end SE.

Spur, slopes NE,

Ertter bottomland of the Dirty Devil River, beers NW. and SE.

The E 1/16 sec. ocore of seese 17 and 20, '




Chains : T E
" lend, rough and hr Be. o e
* 8011, ‘sshdy cley,’ Al beot B m'
Timber, none; puderegrowth,
N A » OB 4 » 1
From the N 1/16 sec. cor. of seté. 20 shd 21,°° £ M
Se 89°27' W., on thd latithdind] bentérline &t Ern Mg
Over rolling brokén' landy sscbrd’160 £t. over B ¥l
B . v . T T ok gL T Rt
110430 | Ridgs, bears NE. and' SW.; Hescerd 20 f¥. to FEs 1716 ¥eo
17.90 | Fence, bears N, 60° E, and S, 60° W, i
20.14 | The NE. 1/16 sec. cor. of sech 20,
Thence descend 130 ft. -over W. slopee.
27.50 | Tuter bottomland of, the Dirty Devil River, bears N smd $s i, iv
[ < 3
38480 Pence, beprs Ne gnd S. , . . N fe § R
40.28 | The ON 1/16 sec. cors of 86ce 20s. ., . .. .. . | won
Land, rolling broken slopes and river botbomlmd. 3 b,‘
Soil, sandy clay.
. Timber, none; undergrowth, gcattered. she.dscale, pg'mp, grans,
and weeds.
A l' T {
From the OF 1/16 sece cor. of sec. 20
. tr :u ~ i
N. 0°25' E, on the mer1d10na1 centerlme of 'bhe NW;- of sec. 20.
Over rolling broken land, through soattered undergrmvth; aﬂcendi
140 ft. over 8, slope. , Doy, _ e B
6400 Spur, slopes NE., : : Vae T i ety
8,00 Enter bottomland, bears E. pnd Wa , . = - e T LT
12.30 | Dirky Devil River, 1 ch. wide, 8 ins. deep, course N,.70° B, ,:-
19.98 Intprsect the- latitudinel penterijine of the. N‘Wi— of secs 80 :;;p,p:i._nt?
for the NW. 1/16 sec. cor. of secs 20. A \
Set an iron post, 3 ft. long, 1 A dia.m., 59 i.n;y inm: tho grqm:d,
with brass cap marked, .« o e e .
. e, m,1/1a,s_zo_ Ce e
Deposit broken glass: at base of poste )
21,00 leave bottomland, bears N. 80° B, end S, 80° W.; a.soend 540 ft. ;
over S. slope. Wb mee o Cieans j
25,80 | Wash, drains SE. ot e g e |
L2 . v . . J,“ . s ‘ S R VY ’ )
30,00 Top of ascent; thence over gently rolling, land,: P 0,08 §
39,96 The W. 1/16 sec. core of secs. 17 and 200 .5 o3 ‘{ OS¢ L%
] ,Land, rolling and. broks,n slopge . and rivo;' Ppotaplanda, . OF ¢ 38
SOil, sandy ofl.ay. i :
Timber, none; undersrwth» rs@@teresl bhm;w.ﬂmez‘#d woads.
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- o e Subdivision of Sections, T. 29 S,, R, 8 E.

} Gha1n£
‘ From the CN 1/16 sec, cor, of sece 20.

-y

.

S. 89°46* W., on the latltudlnal centerllne of the W& of sec; 20.
Over bottomlands of the Dirty Devil River.

9420 D%rty Devil River, 1 chs wide, 6 inst deep{ course;NE.

20425 | .The  MW.. 1/16 sec.. cor. of sece 204 ’

Ascend 65 ft. over SE. slope. '

28420 Tow dpur, slopes SE.; descend 65 ft. over SW. slopes °

37080 Dirty Devil River, 2.00 chs. wide, course SE.

20.50° | The N. 1/16 sed. cor. of ‘secse 19 and 20s

) Laﬂd,‘nearly level bottomland. °- : )

Soil, sendy clay.
Timber, nond; undergrowth, scattered browse, gress, and weedss

. O ) ) .

Subdivision of Sec. 30

s .

F{cm,the‘%-sec. core. of secs. 20 and 31.

Ne 0°16' Es, on the meridional éenterline of secs 30.
Over broken Ee. slope; nearly‘devold of vegetation.
15.00 Spur, 4lopes Ni 60° E.°

20,00 Weash, d&ainsbso 80° E.

23440 Spur, slopes N. 80° E.

27,00 Wash, drains SE.; ascend 70 ft. over SE., slope to Ci sec. cor,

39.95 Intersect the latitudinal centerlire of sec. 30; point for the Cy
sece core of sec, 50.

Set en iron post, 3 ft. long, 1 in. diam., 30 ins. in the ground,
with brass’ cap marked

2 i l " . »

1949
Deposit broken glass et base of post.
. . Ascend 50 ft. over ESE, slope. a
46455 +Utah State Highway No. 24, a graded roed, bears Ne 20° E. 2nd S. 20° [id,
59.95 | Point for the €N 1/16 sec. cor. of sec. 30,

Set an iron post, 1 ft. long, 1 in. diems, 8 inse. in a hole inm solid
rock, with brass cap marked

N.l/le s 30

© q——a
La
©
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Subdivision of Seotions, T. 29 S., R, 8 E.

Cheins
6700

" 79,95

11.20
20,12
43,20
46,00
45,70

57 ¢ 60

50,18

69440
172 040

79.94

1.60
7470
16,30

19.97

Ridge, bears N, 30° Ee and S. 10° We; descend 166 £t over MW,

'
. *

The % sec. cor. of secs. 19 end 30,

Land, rolling and broken.
Soil, sandy clay. ,
Timber, none; undergrowth, scattered browso snd waed!o

From the i seces cors of secs. 29 and 30.

Se 89°30" e, on the latitudinal centerline of sec. 30.
Over rolling land, through scattered umdcrgrowth. .
Wash, drains Ile; escend 100 ft. over ESE. slope, to C% sec. core
The Ci sece core of secs 30; ascend 50 ft. over E. slope.

Utah State Highway No. 24, bears NE. and SW,

Ridge, bears N. 10° E, and S¢ 10° We; descend 50 fte over W. slope.

“lash, drains Nﬁ;; ascend 50 fto. over SE, slope, -

Short ridge, bears S We 10 chse to end, and NE. 2 chse to end;
descend 100 ft. over NW. slope.

Point for Ci 1/18 sece core of sece 30

Set an iron post, 3 ft. long, 1 in. diem., € inse. in the ground to
solid rock, end in e mound of stons to top, with brass cap marked

W 1/16
S 30 , . .
. ) 1249
Deposit broken glass at base of post,

Wash, drains NE.; ascend 7C ft. over Ei slopes’ -

D S O

Low ridge, boars NE, 'and SW.; descend 145 ft. over NW, slopee

The % sece core. of sec. 19, on the W. bdy. of the township.

Lend, rolling and broken.
Soil, sandy clay,
Timber, none; undergrowth, scattered shadscale, browse, and weeds.

From the CW 1/16 sec. core of secs 30 -
Ne 0°10' Eo, on the meridional cqgnterline f the NWi of sece. 30
Over rolling broken land, through scattered undergrowth.
¥We. edge of glay,ridge, hears NE, amd SW,

Spur, slopes N, 70° W,
Wash, drains N. 60° E,
Point for the NW 1/16 sec. core of sece 30,

Set an iron post, 3°ft,. long, 1l in. diam., 30 ins. in the ground,
with brass cap marked

B B BANES M ENT e Al e men o
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12.00
17.70
20.08
30.30
39.92
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e :

4.
v

NW 1/16

5 30
- 1949

Deposit broken glass at base of post.

| -Spur, slopes NB, =

Pleasant Creek, course NE. .
The W. 1/16 sec. cor. of secs. 19 and 30.
Land, rolling.

Soil, sandy clay. .
Timber, none; undergrowth, scattered shadscale, browse, and weeds.,

From the CN 1/16 sec. cor. of sec. 30.

S. 89°27' W., on the latitudinal centerline of the NW; of sec. 30.
Over rolling broken clay hills.

Ridge, bears N. 10° E. and S. 10° W,

Flat spur, pr<ns1:XMLFault xmlns:ns1="http://cxf.apache.org/bindings/xformat"><ns1:faultstring xmlns:ns1="http://cxf.apache.org/bindings/xformat">java.lang.OutOfMemoryError: Java heap space</ns1:faultstring></ns1:XMLFault>